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EXECUTIVE_SUMMARY
SITE 26-6: BASIN F

Site 26-6, Basin F, is in the north-central portion of Section 26 on Rocky
Mountain Arsenal (RMA). Basin F is an asphalt-lined evaporative disposal
basin that was used for disposal of Shell Chemical Company and U.S. Army

hazardous and nonhazardous wastebearing effluent between 1956 and 1981.

On the basis of site history, geophysical exploration was not warranted at

this site.

Site 26~-6 was investigated under Task 6 in the fall of 1985 and the summer
of 1986. During this investigation, 56 soil samples were collected for
chemical analysis at depths of 0.7 to 40 feet (ft) from 22 locations within
and outside the basin. All samples collected within the basin were obtained
below the asphalt liner. Samples from the borings contained a variety of
volatile organic compounds, organochlorine pesticlides, and metals (copper,
zinc, and chromium) at concentrations within or above the indicator ranges.
The highest concentrations of target analytes were detected along the
eastern boundary. Numerous target analytes were detectquag<dgpths 6f 4 to
5 ft or less in the southern part of the basin. In Eﬁé;wéstern part of the
basin and along the northern perimeter, target analytes were undetected or
detected only in low concentrations in shallow soil less than 4 ft deep.
Numerous nontarget compounds were detected in all but two borings. The
presence of nontarget compounds generally corresponded to intervals where

target compounds were detected. -

An interim response is planned for Basin F, during which all {luid will be
pumped out and stored for treatment, and the overburden soil, liner, and
soil underlying the liner will he excavated. This material will then be
stabilized by solidification and/or absorption, piled into three lined
subcells, and immediately covered by a synthetic liner and clay cap. An

ad jacent double-~lined surface impoundment will be constructed to intercept
and treat any leachate emanating from the waste pile. Following this, the
entlire site will be regraded, sealed with a low permeabllity clay cap,
covered with top soil, and revegetated. The flnal remedtlatlion plan will be

lv
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designed upon completion of the Phase II and subsequent feasibility study
investigations. The following Phase II activities to support final remedial
action plan selection are proposed: (1) 16 soil borings to be drilled
outside the basin perimeter ranging in depth from 10 ft to water table
(approximately 40 ft), (2) collection of 25 surficlal soil samples at
various distances from the basin along primary wind vectors to identify any
wind-borne contamination, and (3) drilling of approximately 28 soil borings
to yleld as many as 105 soil samples from the basin interior. Drilling of
the interior soil borings will be the responsibility of the contractor
perforring the interim response action. Sample analysis will te performed
un#er a separate USATHAMA contract for laboratory services. Phase II
activities outside the basin will be coordlinated with the interim response

activities to assure that fleld work progresses as efficiently as possible.

The volume of potentially contaminated Basin F subliner soil, liner, and
overburden that may be removed during Interim response act'vities was
estimated at 405,000 to 605,000 bank cubic yards. The Phase II soil
investigations to be conducted during performance ¢f the interim response

action will determine remalning contamination.
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SITE 26-6: BASIN F

1.0 PHYSICAL_SEITING

1.1 LOCATION

Basin F is in the north-central portion of Section 26 at Rocky Mountain
Arsenal (RMA) (Figure 26-6-~1). Basin F is a manmade reservoir enclosed by
dikes and lined with asphalt 3/8 inch thick. The basin occupies

approximately 93 acres.

1.2 GEOLOGY

Basin F was emplaced in a natural depression where the ground surface
elevation decreases from east to west and south to north. Earthen dikes
were raised around the perimeter to form a basin with an average depth of

10 feet (ft).

The shallow sediments in this area are Recent to Pleistocene alluvium,
characterized by a fine- to medium-grained sand layer which varles in
thickness from less than 1 ft to as much as 15 ft. A clayey-silt to
clayey—séndy-silt to clayey-sand layer underlies the surface layer and may
be as much as 20 ft thick. Underlying this unit is a coarse sand coﬁtaining
discrete gravel lenses. The latter sand unit, referred E; as the Slocum
Alluvium, which makes up much of the near surface aquifer under RMA, is

saturated in the lower portions in the vicinity of Basin F (WES, 1979,
RIC#81266R15).

Below the alluvial aquifer lies the Denver Formation. Contact between the
two units throughout much of RMA is marked gy“the appearance of a weathered
claystone or shale layer, often referred to as "bedrock”. The Denver
Formation is nornmarine in origin and contains interbedded layers of clay,
indurated claystone, silts, sands, lignite, and lenses of siltstone and
sandstone. The base of the Denver Formation is described by a "buffer zone”
of flne-grained montmorillonitic shale approximately 75 to 100 ft thick.
Total thickness of the Denver Formation averages about 250 ft in this area.
As a unit. the Denver Formation dips to the southeast at about 100 ft per
mile and strikes roughly N109E. Local variations in dip induced by

structural or stratigraphlic features are possible. Near the upper reaches
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of the formation are two sand trends (WES, 1979, RIC#81266R15), which
subcrop beneath the alluvium in the vicinity of Basin F. A general overview
of the stratigraphy underlying Basin F is presented i{n the 1982 report by
May (RIC#82295R0l, cross sections B-B' and G-G').

Borings completed during the Phase I investigation encountered alluvial
material consisting primarily of sandy and clayey silt and silty and clayey
sand. Interbedded with these materials were occasional layers of silty and
sandy clay. Borehole 4629 encountered several layers of sand and gravel
separated by thin lenses of clay. A detailed boring log for Borehole 4629
showing the typical stratigraphy underlying Basin F is presented in Figure
26-6-2.

1.3 HYDROLOGY

Basin F is situated in a natural depression, the perimeter of which is
defined by the 5,200 ft above mean sea level (ft msl) contour (Figure
26-6-3). East of the Basin F boundary, the ground surface slopes gradually
to the north-northwest; west of the Basin F boundary., the topography slopes
to the weét. Basins C, D, and E lie to south and southwest. Regional
surface water flow in the southern half of Section 26 1s‘pr1ma£ily directed
toward Basins C, D, and E. Elsewhere, flow 1is primafff} ;o_the north and
northwest. Earthen dikes surrounding Basin F effectively prevent runoff

from entering or leaving the basin.

The aquifers of concern at RMA are contained within the alluvium.and the
Denver Formation. The Denver Aquifer is a complex system described by
relatively thin, discontinuous, lens—shaped,<wéakly cemented sandstone and
fine- to medium-grained sandy units interbedded with relatively impermeable
claystone and shale. The sands are water-bearing zones, although fractures
and lignite coal seams within clay layers mav also act as conduits for

ground water flow.

Numerous studies have addressed the ground water conditions in Section 26.
Most recently, Environmental Science and Engineering, Inc. (ESE)
investigated RMA~wide ground water quality and quantity as part of Task 4

(ESE, 1986, RIC#86317R01). Flgure 26-6-4 presents March 1986 water table
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elevations as determined from data collected dnring this task. As the
flgure indlcates, water table elevations across the site ranged from
approximately 5,165 ft msl to 5,148 ft msl, or about 35 to 45 ft below
ground surface. Ground water flow is generally to the north and northwest.

Historical ground water quality is discussed in Section 2.3.

In 1977, the Geohydrology Division of the Contamination Control Directorate
at RMA (RMA, 1978b, RIC#81266R51) installed 27 alluvial monitoring wells
along the basin perimeter to evaluate the local ground water quality and
hydraulic gradient (Figure 26-6-5). Twenty-six wells were completed at the
base of the alluvium, the twenty-seventh well extended 40 ft below the
alluvial/bedrock contact (total depth:76 ft). Figure 26-6-5 presents water
table elevations as determined in the 1977 study. The 1977 data are nearly
identical to the March 1986 elevations. The water table contours indicate
that the principal flow component beneath Basin F is directed to the nurth-
northwest until near the northern boundary, where a ground water divide
redirects flow to the north-northeast and northwest (RMA, 1978b,
RIC#81266R51).

Local water table gradients vary between 0.04 and less thgn:D-QOZ”accoralng
to the 1977 study (RMA, 1978b, RIC#81266R51). The avegaée gradient is about
0.01. The steepest gradient occurs in the southeast corner of Basin F and
gradually decreases to the north-northwest. The 1977 study suggests that
the steeper gradient is due to the relatively impermeable nature of the
fine- to medium-grained upper bedrock sand underlying the coarse sand and
gravel of the alluvial aquifer, thus resulting.in a higher flow volume
traveling through the alluvium. As the hydraulié gradient decreases, the
upper Denver Formation sands become thicker and more permeable. thereby
increasing the potential for interchange between the two aquifers. The

report concludes that the alluvial aquifer and the Denver aquifer are

hydraulically connected beneath most of the basin.

In 1979, the U.S. Army Corps of Engineers Waterways Experiment Station (WES)
investigated the relationship between the alluvial and Denver aquifers in
the vicinity of Basin F (WES, 1979, RIC#81266R15). As part of this study.

four deep soll borings (DB-1 through DB-4) were drilled at locations shown
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in Flgure 26-6-6.

the Denver Formation suitable for screening as monitor wells.
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Data from these borings were used to select Intervals In

Four water-

bearing zones were identified: the uppermost zone, Sand Trend A, was

encountered in Boring DB-4 and isolated in Monitor Well DB-4-l; the lower

zones, Sand Trends B and C, were séreened in Wells DB-1-~-1, DB-1-2, DB-2-1,

DB-3-1, DB-4-2, and DB-4-3; and the deepest zone, situated in the clay/shale

“"buffer zone"” near the Denver/Arapahoe contact, was screened in Well DB-2-2.

Plezometric levels in the Denver wells were compared against levels in

nearby alluvial wells as summarized below:

Comparison of Alluvium-Denver
Deep Well Screened Denver-Alluvial Formation
_Number ___Lacation _____Interval _____ Piezometric Level __Cosnection
DB-4-1 Southeast Upper Denver Coincident Alluvial
of Basin F Sand Trend A aqulfer and
Upper Denver
Sand hydraull-
cally connected.
DB-4-2 Southeast Lower Denver 20 ft below Not hydrauli-
of Basin F Sand Trend B alluvial cally connected
DB-4-3 Southeast Lower Denver 20 ft below Not hydrauli-
of Basin F Sand Trend B alluvial cally connected
DB-1-1 Southwest Lower Denver 14 ft below .. Noe hydrauli-
of Basin F Sand Trend B alluvial ~~ cally connected
pB-1-2 Southwest Lower Denver 14 ft below Not hydrauli-
of Basin F Sand Trend C alluvial cally connected.
PB-2-1 Northwest Lower Denver 7 to 12 ft Not hydrauli-
of Basin F  Sand Trend C below alluvial cally connected
pB-2-2 Northwest Buffer Zone 40 ft below Not hydrauli-
of Basin F “alluvial cally connected
DB-3-1 Northeast Lower Denver Coincident Alluvial
of Basin F  Sand Trend B aquifer and
Upper Denver
Sand Trend B
hydcaultlcally
connected.
PB-3-2 Hortheast l.ower Denver Coincldent Alluvtial

of Basin F

Sand Trend B

aquifer and
Upper Denver
Sand Trend B
hydraulteally
connected.
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The W™S (1979, RIC#81266R15) srudy concluded that the alluvial aquifer and
Upper Denver Sand Trend A intersect hydraulically southeast of Basin F and
continue to interact downgradient underneath and beyond the basin. Lower
Denver Sands B and C are not hydraullically connected to the alluvial aquifer
south of Basin F, but eventually {ntersect the alluvium in the downgradient
and updip (Denver Formation) directlon to the north and northeast of Basin F

(WES, 1979, RIC#B81266R1S).

One Phase I soll boring c¢rilled at Basin F penetrated to the water table.
Boring 4629 encountered »ater at a depth of about 38 ft, which translates to
an estimated water table elevation of 5.155.5 ftr msl. This elevation Is In

agreement wWith estimates glven In Flgures 26-6-4 and 26-6-3.
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2.0 HISIORY ,

2.1 CONSTRUCTION AND USE OF BASIN F

Basin F may be not only the most the thoroughly investigated, but also the
most controversial site at RMA. A large number of period reports speak to
numerous historical concerns related to the operation of the basin.
Volumlnéuss albeit fragmentary and incomplete records, detall selected
aspects of basin usage. At the same time, many of those facets of basin
history most pertinent to the current investigation of soil and ground water
contamination remaln obscure and, therefore, the subject of considerable
debate and controversy. The following summary was derived from RMA records
and documents obtained through the RMA Resource Information Center. Because
of the large number of documents used in the preparation of this section,
specific citations are designated by number rather than by Lnclusion at
appropriate polnts within the text of the section. A complete numbered list

of references ls presented in Section 4.2.

2.1.1. Design Considerakions

Basin F, a 92.7 acre disposal pond equipped with a catalytically blown
asphalt liner and 12-inch protective earthen blanket, was built by the Army
between July and December 1956. 1/ The probable primary motivating factor
in the decision to undertake thls project was a growiﬁg”gp;;ekension on the
part of the Army that seepage through subsurface soils of ligquid waste
dlscharged into unlined basins in large volumes over time was the principal
cause of the pollution occurring in the alluvial aquifer northwest of RMA.
The choice of a lined evaporation pond as opposed to a deep disposal well or
other method of disposal followed a year of intensive investigation and
reflected a belief in solar evaporation as tH:'most feasible and cost-
effective means for the elimination of large volumes of contaminated liquid
waste. 2/ Whether or not Basin F, at the time of its construction. was
viewed as a [inal disposal facility cr as an interim storage unit to be used
pending development of an ultimate system of dlsposal 1s not clear. 3/ The
decision tn use catalytically blown asphalt as a sealant [or the basin
rather than another of several possible lining materlals was based not only
upon conslderatlons of cost. ease of appllicatlion and mlnlhum maintenance
requlrements but also on the Army’'s judgment that chemicals potentially

deleterious to the propogsed liner were present Ln llquld waste dlscharges to
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insufficient concentrations tn produce harmful effects. 4/ This judgment
was formulated in 1955 following consultations with the Bureau of
Reclamation and the Asphalt Institute, and chemical analyses of then current
liquid waste discharges performed by the Ralph M. Parsons Co. and RMA. 5/
The capacity of Basin F (240,000,000 gallons (gals.)) as finally built te
contain current and projected volumes of contaminated liquid waste from Army
and lessee--principally Shell--chemical operations presupposed a restriction
of basin effluent discharges to a combined total flow of less than 150
gallons per minute (gpm) and an annual average rate of evaporative loss of 2

gpm/acre. 6/

2.1.2. Construction Details

Basin F was built at a cost of approximately $607,200 on the site of a large
natural depression with no documented previous history of disposal use
located immediately north of Basin C in Section 26. 7/ Contour grading and
the construction of earthen-fill dikes on the western, northwestern,
northern and northeastern sides of the site produced a basin in the shape of
an irregular oval, approximately 1,000 £t by 2,900 ft in linear dimensions,
sloping in depth from 5 ft in the southeast corner to 15 ft in the northwest
quadrant. Relatively high natural elevations precluded the necessity of':
dikes along the southern, southeastern, and eastern perldeE:ré of the basin.
Following rolling and dragging to assure a compacted subsurface,
catalytically-blown asphalt, heated to a temperature of +400 F, was spread
over the earthen floor of the basin using conventional spray equipment, and
extended to a point 12 inches below the crest of the surrounding incltined
dlke embankments and shoreline. Overlapping app{lcation and multlple
layering achieved through three successive passeéibroduced a tight seal and
the requisite 1/4-inch to 3/8-inch membrane thickness. The flnished liner
was.covered with a 12-inch protective earthen blanket. The backfllling of
shoreline areas and the installation of gravel riprap on entire dlke
embankments with the exception of the west and northwest perimeter served to
inhtibit the potential destructive effects of wind-Induced wave actlon. 8/
Eight- and ten-inch underground gravity flow sealed-joint vitrified clay
sewer laterals were installed, linking Basin F to the terminal polints of the
chemical sewer lines from the Chiorine Plant, the Shell manufacturing area

and the Sarin (CB) complex. To prevent croslon of the soll blanket and
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possible damage to the liner at the point of discharge to the basin, a
concrete slab (4 ft x 6 ft x 6 inches) was placed beneath the chemical sewer
outfall. On October 27, 1956, Basin F began recelving flows from the 1727
sump in the GB complex. By the first week in December 1956, final work on
the dikes and connecting sewer laterals was complete and all contaminated

liquid waste was being discharged to Basin F. 9/

2.1.3 Synopsis_of Operations

Basin F was used continuously between December 1956 and December 1981 for
the solar evaporation of contaminated liquid wastes. After December 1956,
no other evaporative basins at RMA were employed for this purpose, with one
exception. In the spring and summer of 1957, Basin A and Basin C were used
for liquid waste containment on a temporary basis while damage to the liner
of Basin F and its protective soil covering was repaired. 10/ Until 1978,
solar evaporation of ponded effluents remained the principal method employed
at RMA for the elimination of large volumes of liquld waste, notwithstanding
the utilization of a pressure injection deep well between March 1962 and
February 1966 and the implementatlon in 1973 and 1977, by the Army and
Shell, respectively, of alternative spray drying and incineration disposal
technologies. With the exception of GB Agent demilitarization uastes{‘spray
dried to packaged salts, and those Shell effluent strééﬂg either diverted to
other disposal facilitles, withdrawn before discharge, or incinerated
through the Denver Effluent Treatment System, most contaminated liquid
wastes generated between December 1956 and March 1978 by Army and Shell
chemical operations were deposited in Basin F. 11/ Following the
terminattion on March 31, 1978 of all basin dléposal by Shell, the Army
continued to discharge contaminated llquid wé;Eés to Basin F as follows:
until June 1980, from phosgene transfer., laboratory, and laundry operations:
and until December 31. 1981. from hydrazine blending actlivities on an

intermittent basis. 12/

2.1.6 Elow.Soucces_and_VYolumes

Between December 1956 and December 1781, In additlon to ralnfall and
contaminated llquid wastes. Basin F recelved effluent flows from a varlety
nf other sources. Chemlcal sewer-trangported surfuace water run-off from the

South plants. In partlcular. entered the basin throughout much of the perlod

Ih



C-RMA-06D/CAR26-6.TXT.15
05/16/88

desplte numerous recommendatinns and projects for i{ts elimination. 13/
Beginning ln December 1956. contaminated liquld wastes in Basin A were
drained to Basin F through a siphon-pipeline system connected to the GB
chemical sewer lateral at Manhole No. 5-1. The project was completed in
September 1957, notwithstanding its temporary suspension during repairs to
Basin F. Thereafter, until the summer of 1960, the Army drained surface
water accumulations in Basin A to Basin F by means of a ditch and sump, also
connected to the GB chemical sewer lateral at Manhole No. 5-1. 14/ At
various times ground water seeping into the basements of Buildings 422 and
742A was discharged through the chemical sewer to Basin F. 15/ 1In May
1975, the Army began pumping contaminated water from the North Bog to Basin
F on an intermittent basis. Although the introduction in August 1975 of
spray aeration reduced the quantities transferred, the pumping continued at

least until the end of the year. 16/

For the most part, the capacity of Basin F was sufflcient to contain
effluent discharge volumes. On three occasions, however, the basin fllled
nearly to the point of overflow. Critical fill points were reached in 1962,
and agaln, despite the concurrent operation of the deep disposal well, in
the winter and spring of 1965. Between 1975 and 1976, Basin F for a third

-—

-

time filled to the limit of its holding capacity. 17/ _ =~ =

Incomplete and unreliable measurement data preclude more than provisional
estimates of the volumes of contaminated liquid wastes discharged either by
the Army or Shell to Basin F or of the relative shares of the varlous
Influent streams in situatlons of near basin overflow. Flow meters used to
measure liquid waste dlscharges to the basin fxom the Army and Shell
manufacturing areas were notoriously inaccurate and frequently inoperative
for long periods of time. 18/ Despite reporting requirements. as of the
fall of 1960. the Army possessed only fragmentary informatlon on rates of
ltquld dlscharge to the basin dating from February 1957. 19/ Between 19%aa
and 1974, no records were malntained of effluent f{lows from the 1727 sump In
the CB complex. 20/ In 1976. only the flow meters on the east and west
sewer latcralg from the Shell manufacturling area yléldcd accurate readings.

2/
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Tn addition. the gquantities of efflient and surface water drafned .chween
1956 and 1960 from Basin A to Basin F were estimated, but not measured. No
attempts were made to measure surface runoff into the chemical sewer or the
volumes of contaminated water and ground water seepage pumped from the North
Bog and Bulldings 422 and 742A. 22/

A very approximate plcture of the rise and fall, over time of the volumes of
liquids contained in Basin F can be obtained by estimating volumetric
content on the basis of liquid level elevations. However, the figures
referenced below were computed at year's end and neither account for
fluctuations in volume in the course of a calendar year nor provide
enlightenment on the relative contributions from the various contributory

flow sources at specilfic points in time.

Year Elevation-Feet . ... ___Millleon Callons
1957 5196.09 132
1958 5197.14 158
1959 5197.22 161
1960 5198.62 200
1961 5199.32 223
1962 5196.96 156
1963 5196.83 151
1964 5197.05 157 -
1965 5197.25 162 - .=
1966 5196.00 130
1967 5196.52 143
1968 5195.70 122
1969 5196.08 132
1970 §195.46 117
1971 5194.63 95
1972 5195.47 117
1973 5196.25 . 135
1974 5196.59 o1k
1975 5197.99 183
1976 5198.00 184
1977 (lov)} 5197.30 163
23/

2.1.5 Hazacdous_Cbemical_.Disposals

anardous chemicals known to have been present In discharges of liquid waste
to Bastn F over time from Army chemical operations at RMA have Llncluded. hut
are not necessacily limited to acetylene tetrachloride. ammonium chloride.
ashestos. carhon tetcachloride. N.Nl-dlchloro-bls-(2-h.G-trlchlornphenyl)
aeea (CC2Y. chromic acld. cyanogen chloride. Freon 113, hydrazine.

hedeachlortice actd. Isopropanal. nitric acld., nitrosodimethylamine. potassium
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chlorate, red phosphorus. sodium chlarate. sodium fluocide, sodium
hydroxide, sodium hypochlorite, sulfuric acid, tetrachloroethylene,

unsymmetrical dimethyl hydrazine (UDMH), and zinc oxide. 24/

Similarly, hazardous chemicals, known to have been present in discharges of
liquid waste to Basin F over time from Shell manufacturing and processing
activities have included, but are not necessarily limited to acetaldehyde,
acetic acld, acetone, acetonitrile, aldrin, aldrite, allyl chloride,
alphaaminoisobutyeonitride, ammonium chloride, ammonium sulfite, Azodrin
impurities, benzene, carbon tetrachloride, chloral, chloral impurities,
chlorine impurities, chlorine l-chlorcethylbenzene, chloroform., chloroform-
rich organics, p-chlorophenylmethyl sulfide (CPMS) (SC9636), SDI636
impurities. p-chlorophenylmethyl sulfone (CPMSO;) (SD130Q), cuprous sulfate,
cyclohexane, cyclohexznone, cyclopentadiene, Dibrom, dichloromethane,
dicyclopentadiene (DCPD), dieldrin, dleldrin impurities, diketene,
dipropylamine (DPA), endrin, endrin impurities, heptachlorobicycloheptene,
heptane, hexachlorobicycloheptadiene (601), hexachlorocyclopentadlene
(CL6CP), hexane, hydrochloric acld, hydrogen peroxide, isodrin, isodrin
impurities, isopropanol, methanol, dimethyl disulfide (DMDS), methyl
isobutyl ketone (MIBK), methyl mercaptan (MEP), methylthioacetaldoxione
(MSAQ), MSAO impuritles, p-nitro sodium phenolate (PNSP), nudrin, Phosdrin,
sodium hydroxide, sodium hypochlorite, sodium mythylate, sodium nitrate,
sodium nitrite, sulfurlc acid, sulfuryl chloride, toluene, trimethyl

phosphite, Vapona (DDVP), vinyl chloride., and xylene. 25/

2.1.6 Repalrs., Modifications._ Surzeillance_of Membrane Integrity

In early December 1956, an inspection of Basin F revealed erosion of the
soil blanket protecting the liner immediately below the sewer outfall caused
by contaminated liquid waste flows. 3etween late December 1954 and early
January 1957, eroded areas of the protective blanket were repaired and a
strip of crushed rock riprap 12 tnches wide and 36 ft long was placed in the
path of flow beneath the sewer outfall to prevent further damage to the

bianket. 26/

In Aprll 1957, wind-induced wave action on the surface of Basin F washed

away portions of the protective soil blanket along the basin dike
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embankments and fractured the llner at rhe water line for a length of 1,320
ft along the northwestern and northern perimeter. Repalrs were made as
follows: an undetermined quantity of effluent was pumped from Basin F to
Basin C, lowering the liquid level in the basin by 2 ft; damaged areas of
the liner were resealed as necessary: 6 inches of gravel and 12 inches of
crushed rock and flagstone riprap were placed on the affected dike
embankments to prevent similar damage ln the future. By August 1, 1957,
repairs had been completed and the effluent temporarily contained in Basin C
had been draired to Basin F. Between May 1 and June 20, 1957, contaminated

liquid wastes generated by Army and Shell operations were discharged to

Basin A. 27/

In the summer of 1964, the Army built an earthen-£f111 dike across the
southeast corner of Basin F creating a 1,000,000 gals. surge Basin, F-1.

Upon completion, liquid waste discharged from the chemical sewer bypassed
Basin F and flowed directly to the deep well pretreatment facility instead
of mixing, as previously, with effluent already in the basin. The purposa
of the modification was to Iimprove deep well operating efficifency both by
accelerating settling and by minimizing the time available for the growth of
unfilterable bacterial organisms in the contents of the effluenc. 28/
Changes in the locations of the chemical sewer outfall and the overflow
spillway to Basin F, suggested in 1965 as a way to increase the rate of flow

of liquid waste through F-1, were never made. 29/

Whether or not a project proposed in early 1970 to extend the sewer outfall
beyond the dike separating Basin F and F-1 was implemented at the time is
not known. 30/ Between April and June 1975, following a study by the State
of Colorado which postulated leakage in the chemical sewer in the vicinity
of the outfall to Basln F. Shell personnel extended the sewer outfall pipe
#50 ft Into Basin F proper. 31/ In 1977, funding for a project designed to
replace the dike (discovered to be leaking) separating Basin F from F-1 with
a new dike immediately east of the existing dike and to remove the gravity
sewer line from F-1 to the deep well pretreatment facillty was denled by

higher Army authority. 32/
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During the years Rasin F was in nperation, the Army employed a varfety of
measures in an effort to malntain surveillance over the general condltion of
the liner and to detect possible leakage Into the subsurface soils and
alluvial aquifer. By early 1962, levels of chloride concentration in six
wells (117, 73, 118, 3A, 62, 41) drilled to various depths in the alluvial
aquifers around the perimeter of the basin were being monitored on a monthly
basis for the purpose of immediately detecting any sharp lncreases in
concentration levels which might i{ndicate that the liner had been breached.
33/ By 1969, chloride concentration levels in these perimeter wells were
being recorded on a weekly basis and, in additicn, a similar procedure was
being followed monthly in seven wells downgradient from the basin. Between
1362 and 1976, chloride concentration levels in the Basin F perimeter wells
were consistent with those levels found in wells drilled into the aquifer
elsewhere on RMA and far below the chloride concencc&tlons present in the
effluent of Basin F. 34/ The additional absence in 1974 and 1975 in these
perimeter wells of anomalously high levels of chemicals prevalent in the
basin., e.g., copper and sodium hydroxide, tended to substantiate further the

general perception of continuing membrane {ntegrity. 35/

Similarly, periodic review over time of monthly basin evaporation data for
indications of ieakage, i.e., abnormally high rates of evaporative loss,
revealed no inexplicable anomalles. 36/ At the same time, recorded
evaporative loss data possessed only limited value for an evaluation over
time of liner integrity. Figures on evaporation loss were calculations
derived ultimately from measurements of precipitation and influent flows.
37/ As late as July 1976, evaporation pan measurements were not being used

to verify calculated flgures on evaporative loss. 38/

On at least two occaslons, physical inspections of selected pnrtlons of the
liner were used for the purpose of verifying membrane ini2grity. Although
the inspection conducted in December 1969 revealed liner deterioratioa and
dissolution at one locatior in Basin F and one location in F-1., subsequent
ground water investigations pertormed in 1370 by the State of Colorado and
U.S. Ceological Survey could not establish leakage of basin ef{flluents into
the subsurface aquifer. 39/ In 1976 two cofferdams were built in Basin F

{mmediately adjocent to the dike separating the hasin from F-1. An
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inspection of two 19-ft by 20-f:t sectlons of the liner following dralnage of
the Inter’or of the coffer dams and excavation of the protective soil

covering revealed no indlcations of deterioration. 40/

2.1.7 Preliminary Closuce
Following the termination on Decembe~r 31, 1981 of all waste dlacharges to

the chemical sewer, the Army implemented a series of measures desizned to
accelerate the evaporation of the remalning liquids in Basin F and to
prevent sewer transported flows of {nfiltrating surface and ground water and
surface run-off from augmenting any further the volumes already contained in
the basin. Specifically, the Army: 1) removed the chemical sewer trunkline
and lateral connections to Basin F from the South Plants: 2) plugged the
sewer lateral from the CB Plant: 3) constructed a plpe trickler system i
the basin to enhance natural solar evaporation: 4) installed a dike in the
basin separating the "wet” from the "dry” arezs: and 5) built a north-south
surface run-of{ interceptor ditch along the eastern basin perimeter. In
addition, speclal diking and a new 30-mil PVC liner were installed tn a
sesignated storage area in the soutieast corner of the basin for the purpose
of providing for environmentally safe disposal of the excavated sewer llne
and surrounding contaminated soil. Approximately, 9,700 linear ft of
‘crushed vitrifled clay pipeline and 3,200 bank cublc yards (bcy) of
surfounding soil were placed in this area. As of July 14, 1982, the means
for conveyance of further liquid discharges into Basin F had been removed.
41/ The signature of the Corps of Engineers Contracting Offlcer on Form
DD1354 (Transfer and Acceptance of Military Real Property) on this date

signified the completion of the project for the preliminary closure of the

bastn. 42/

2.1.8 Aerial_Photograph_Interpretatiaon
As of 1982, the total volume of fluid in Basin F had decreased and was

estimated at 30 million gal (Meyers znd Thompson, 1982, RIC#82350R0l). More
recent investigations have estimated the fluid volume at 3 million gal
(October 1986) and 5 million gal (January 1787) (Wilson. 1987). Historical
photographs of Basin F and the surrounding area (S:tont et al.. 1982,

RIC#83367R01: HLA, 1985, RIC#86314P01) are interpreted as follows:

20




Photograph_Date

June 12, 1948

October 15, 1964

April 25, 1970

1976 (Oblique aerial
photographs and
ground level photographs)

October 27, 1978
(Ground level photographs)

September 20, 1980
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Description

Basin F has not been constructed as of this
photograph. The area to be used for the basin
is covered with vegetation. Near the
southeast corner of the area to become Basin
F, water from the Sand Creek Lateral appears
to have been discharged to an existing
topographic depression.

Basin F has been constructed and liquid covers
the entire basin. Two skimmer ponds in the
southeast corner (F-l1) have been constructed
and are full of liquid. A large dock on the
northeast side of the basin trending
southwest-northeast is visible (possibly the
intake for the injection well) along with an
array of floats sectioning off the north-
central portion of the basin. The soil
appears to be bleached adjacent to the eastern
side of the basin, outside the perimeter
fence.

Basin F is covered with liquid, but the level
of liquid appears lower than in the previous
photograph. The large southwest-northeast
trending dock and the array of floats in the
north~central section of the basin are not
visible. The bleaching along the eastern
margin is not as extensive as observed in the
October 15, 1964 photograph. . The_easternmost
portion of this area is new covered by
vegetation. Abundant surface scarring which
was not evident in the October 15, 1964
photograph, 1s west of Basin F in this
photograph. The partition between the two
skimmer ponds appears to be partially
submerged.

The only inferqnce that can be made from these
photographs is that Basin F is full of liquid.

The only inference that can be made from
these photographs is that Basin F is close to
being full, but the liquid level is not as
high as in the 1976 photographs.

Approximately three-fourths of Basin F ts
covered by fluild. .F-1 is only partially
covered by liquid. The liquid has receded in
the southwest corner of the basin and along
the western margin. Various colors and
patterns of stain are evident in the portlion
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of the hasin where liquid hns receded. The
scarred and devegetated areas west of the
basin that were apparent in the April 25, 1970
photograph are now covered by vegetation. A
northwest-southeast trending linear feature
originating from the northeast corner of
little Basin F 1s evident parallel to the
eastern margin of the basin.

1981 (Ground level The only inference that can be made from these

photographs) photographs is that the basin contains
approximately the same or a slightly smaller
amount of liquid than in the September 20,
1980 photograph.

June 12, 1985 Ma jor construction has taken place in Basin F
since the last photograph. A new perimeter
dike has been constructed which isolates the
main liquid body of Basin F from the western
and southern portions of the original basin
and F-1. This excluded area encompasses
approximately one-third of the original basin.
The new bermed area has a road on top and a
pipeline coincident with the northern side of
the road (possibly the trickling evaporation
system). The volume of liquid in Basin F
proper is much less than in previous
photographs. Two discrete liquid pools are
west of the new berm and another small pool is
south of the new berm. A large body of liquid -
is visible just northwest of F-1I. F-1

contains more liquid than in the September 20,

1980 photograph.

-

2.2 CHARACTERIZATION OF BASIN F FLUID AND OVERBURDEN

2.2.1 Basin_ FE Fluid

The composition of Basin F fluid has been investigated on numerous occasions
(Millbury, 1966, RIC#81320R07: AEHA, 1965, R16§8b230R01: RMA, 1978a,
RIC#81320R02). One of the most comprehensive studies was conducted by Buhts
and Francingues in 1978 (RIC#81266R16). The Buhts and Francingues
investigation took 40 fluid samples from discrete depth intervals at 17
locations, Figure 26-6-7. A summary of the analytical results is given In
Table 26-6~1. Data from the indlvidual sampling sites indicate that the
distribution of soluble analytes. chloride, sulfate, copper, iron, lnorganlc
nitrogen, and inorganic phorphate, is essentlially homogeneous throughout the
basin. Five samples, selected at random, were analyzed separately for

arsenic, magnesium, cyanide, chemical oxygen demand (COD)., and total organic
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Table 26-6-1. Anailytical Results, Basin 7 Fluid Samples, Buhts and Francingues (WES) 1978 lavestigecion (Page | of 2)

Sample Depeh to Psrcs Pee 3illion (pph) Parcs Par Millioa ‘sam:
Locatsion Bottowm, 2 pH Aldria {s0arcin Jieldria Lndran Jitatane FIRT PETd Sultoxiae juilone
? 3.20 7.0 212 S 59 28 ¢ i Lice 4 9
Te 1.4 %0 ? ik 7 &1 8 1200 b} 39
™ 7.0 101 ] 8 i8 % 1§ 520 . wd
- 3.3 7.1 n i 4 3l 5 i 160 o be]
s 1.2 prY} L] 43 38 3] iz 1200 E] -8
&0 7.1 230 b ol ¥ 101 12 #20 4 pL
1 1.03 7.1 80 3 b] 7 (¥4 19 1040 3 4
20 3.1 7.2 20 <1 &2 13 33 20 i1 ? 3
i0e 1.0 378 [} 7 N H ! 100 B «d
0 7.1 163 3 2 [} 2 12 830 E) 3
i 3.25 1.0 40 b] AS 33 34 19 1100 [3 81
1la 7.1 3 10 64 N 5 1) 1300 1 M ]
133 7.0 204 o 0 13 43 2 1200 4 50
e 1.9 L} b] e 7 1 ' 4 10 - «3
4 1,79 1.4 bi ] 1 $ b] b3 1 400 4 19
(1] 7.0 300 ? L] » 2 2 1:00 4 32
] .93 7.9 48 b] 16 L} bt} 124 1130 b] 12
8a 1.2 293 i0 s1 i s i3 530 L} &?
117 1.0 154 b LY 14 1 {1 1800 L3 b}
3 1.9% 7.9 320 1 5 WM $0 13 399 9 L]
la 1.1 30 ? [} 6 b1 2 ViR 4 .l
» 1.3 186 ] (Y4 7 3 13 1370 ) 3
b] 1.30 .1 429 113 19%:] bl 123 b} 1750 10 L
Se 7.2 188 3 43 3] 0 1 1eUQ ] 2
i¢ 1.70 .1 260 S (1] 3] 2 9 1100 > 28
i0s 1.9 139 b] 38 pLs Q0 17 760 [} wl
18 1.5 1A%} ” 4 2 t2 b 13 At b N
ibe 1.0 0 < 38 16 bad 13 1800 4 %9
19 0.93 1.1 129 <1 30 ] “h 12 160 ] -4
12 .68 7.0 480 ? 110 LY 38 3] 1130 4 Wl
12a r.2 10 H 12 20 <« il 13Jod b) )
13 .8 13y ] 2 i H 12 1200 4 -
y {.10 7.9 240 15 104 ) n n POLD 4 ~3
9 1.3 P ] 7 ad N : % g 1 «
13 1,98 1.1 80 b 14 0] L 3] 73 . hL]
e L] el L} pt | 12 1 i} 18090 - s
11 1.40 ') mm « ? 14 L2 b [R1e0} L e
(1e 6.0 MY 12 h Y 43 3] L ‘ )
14 1.4% *2 140 ) 30 A POy H ] %11 5 3
Y 7. PR L] 43 NI A 3 s * 4
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Analycical Results, dasin 7 Fluid Samples, Buhts and Francingues (WES) 1978 Iavesctigation (Page 2 of 2)

Parts Per Miliion (ppm)

Sampla Jepth o Totst Qrtha~-
Lacacion Bottom, @ Chloride Sulfate Copper lron Nigrogen Phosphate Phosprargus Hardness Fluoride :
;
? 3.20 48,000 12,300 3 ] 136 113 450 f
Ta $3,500 24,500 709 ] 131 123 W%00 L
™ 48,500 22,500 18 6 115 120 2450 118 f
s .30 49,500 23,300 7a8 $ 128 11a 2380 '
ha 55,000 28,2 780 ) 140 128 1% ;
“d 53,000 23,500 ”m 3 128 122 2130 2450
i 1.0% 47,500 20,500 71 [} 130 " 2070 . 2400 -
20 .10 37,500 29,006 730 5 1s 13 2600 X
20a $1,000 26,500 142 10 140 128 2490 |
0 $6,000 18,300 m 4 123 123 650 v
i1 3.25 51,500 14,500 730 L] 120 12 2090 1384
ila 52,500 29,700 3 [ 130 128 2550
11b 54,000 23,500 7 -] 12% 22 jd
lle $4,000 31,000 745 1] 123 131 2680
[ 1.73% 30,000 12,500 ) 5 134 12 2880
LT $1,000 13,500 133 L} 143 {i¢ 2190
L] 2.98 51,500 26,300 128 s 126 1o 800
8a 30,700 23,5¢c0 m L] 138 12 2048 330
4 $1,400 23,300 32 4 120 123 1400
-4
3} 2.9% 37,300 27,000 736 1 128 122 2330
Ja 10,000 24,500 720 4 142 1y 350¢ 10
3b 51,000 24,300 748 1] 1453 122 090
b 1.30 48,730 21,3500 P [} 128 it3 2400
Se 30,300 23,%00 187 ) 1a? 129 81C
0 i.70 81,400 26,300 0 4 2 1 PR 24%%0
Qe 51,250 21,500 727 4 14 128 50
16 183 50,700 11,300 723 4 118 1% ]
18a $1,000 32,200 160 5 180 122 390
19 0.9% 32,300 24,100 723 4 118 10 2830
2 2.63 51,300 13,000 124 b 136 112 880
la 82,500 26,500 733 4 143 2 0
128 91,000 13,300 o ) 123 121 2850
9 1.70 49,000 24,300 718 ] 12 113 2320
9. . 51,350 4,500 173 4 145 127 ’ 2400
13 1.3% 50,000 13,000 bB H 4 144 110 .90
13e 47,500 1,400 7 L] 149 125 1 ek 1]
17 1.50 43,500 14,500 b E 4 134 t1s 0
17a 14,000 35,0600 128 A 138 13 699 R
16 1.%% 57,300 21,870 179 [ 139 12 Jasr
tia 30,900 12,369 29 D 143 122 LM

* *hne sanple locsticn aumbecs ndicate turface samole A, 5, e 2 iallowirg the
surface semple indicacss depen of i, I, and J =ecers, reepectiively,

Source: %unhes and Tranciagues TWRS), 1978 RICIRLIINARLS,

v
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carbon {(TOC). The results summarized in Table 26-6-2 indicate that little
variation in the concentration of the analytes occurs either vertically or
horizontally. The Buhts and Francingues (1978, RIC#81266R16) study

concludes that nat.ral mixing by wind and wave action effectively precludes

any significant ch :mical stratification of the fluid.

All 40 liquid samples were analyzed for total solids, and stepwise weight
changes were determined for six samples upon heating from 103 degrees
Celsius (©C) through 600 °C. The results of thesa analyses, given in Tables
26-6-3 and 26-6-4, Indicate that the Basin F fluld averages about 16 percent

solids by welght (Buhts and Franclingues, 1978, RIC#81266R16).

The COD, TOC, and stepwise welght change results indicate that the organic
content of the liquid ls about 2.5 percent by weight. The Buhts and
Francingues (1978, RIC#81266R16) study concluded that the liquid ls mostly

composed of inorganic salts.

Analysis of liquid samples for selected organic compounds also supports the
conclusion that the basin fluid is well-mixed and predoainantly composed of
lnorganic salts. The target organic compounds are listed in Table 26-6-5
and average detected concentrations are given in Table 26-6-6. The target
analytes oxathiane, dichlorodiphenyltrichloroethane (pp'-DDT}),
dichlorodiphenylethane (pp -DDE), trimethylphosphate (THP), and DCPD were
not detected. The hydrophilic target analytes, dllsopropylmethyl
phosphonate (DIMP), p-chlorophenylmethyl sulfoxide (CPMSC), and CPMSQOg were
found to be uniformly distributed throughout the basin. The distributlon of
dimethylmethyl phosphonat: (DMMP), a very <oluble compound, was expected to
be uniform, but problems with the analytical method produced erratic results
(Buhts and Francingues. 1973. RIC#31264R1%).

The Buhts and francingues investigatlion was conducted more than 7 years
before the Phase I Remedlal Investigation (RI). In this time pertiod
avaporation has decreased the volume of fluld retalned in the basin
signlficantly (Meyers and Thompson. 1982, RIC=32350R0l: ¥ilson. 1987),
thereby further concentrating the analytes conralned therefn. [n addltion.

the decreasad liquld depth and the Increased area of exposed overburden
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6~2. Analytical Results for Selected Basin F Fluid Samples, Buhts
and Francingues (WES) 1978 Investigation.

Additional Chemical Analyses of Basin F Liquid

Sample Concentration, pom
Location Depth Arsenic  Magnesium  Mercury Cyanide  COD TOC
m
4b 2 1.30 36.6 0.029 1.44 24,400 20,200
1 0 1.00 37.7 n.027 1.49 25,300 22,400
8a 1 1.20 41.2 0.029 1.50 26,000 22,800
10 0 1.00 35.6 0.026 1.48 26,000 20,500
13a 1 1.10 40.0 0.027 1.53 25,400 21,700
Source: Buhts and Francingues, 1978, RIC#81266R16.

t
~4




Table 26-6-3.

Total Solids Basin F Liquid
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Sample Location

Residue at 103°C

and Depth¥® ppm
1 154,176
3 158,324
4 153,612
5 156,092
6 156,548
7 157,692
8 151,524
9 159,328
10 148,932
11 156,568
12 158,424
13 159,268
14 158,988
16 163,448
17 157,800
3a 166,580
4a 173,764
Sa 152,600
6a 150,577
7a 164,988
8a 167,832
9a 154,756
10a 114,124
1la 155,808
12a 153,828 -
13a 155,980
l4a 159,896
l6a 153,996
17a 159,896
20a 154,112
3b 157,780
4b 161,728
7b = 155,260
8b 156,136
11b 151,208
12b 140,548
20b 160,957
lle 148,948

The sample location numbers indicate surface sample; a, b, or ¢

following the surface sample indicates dopths of 1, 2, and 3 m,
respucrively,

Somres: fghtas et al., 1774

(RICHBL2RIRI2)

e
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S Table 26-6-4. Weight Change of Residue (Total Solids) From
0 Basin F Liquid Evaporation

Sample* Test Temperature, °C--Percent Change
Location 300 350 400 450 500 350 600
20b 1.60 1.69 1.71 1.80 1.82 1.83 1.84
4a 1.97 2.06 2.08 2.16 2.24 2.25 2.26
S5a 1.51 1.62 1.64 1.77 1.76 1.77 1.78
6a '1.53 1.63 1.65 1.75 1.78 1.79 1.80
7a 1.48 1.56 1.58 1.67 1.70 1.71 1.72
8a 1.64 1.72 1.72 1.76 1.80 1.88 1.90

*

Residue from sample evaporated at 103° C to determine total solids
coatent,

Source: Buhts and Francinques, 1978 (RIC#81266R16)

(8]
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Table 26-6~5. Organic Compounds Quantitatively Determined in

Basin F Liquid*
Diisopropylmethylphosphonate (DIMP) Dicyclopentadiene (DCPD)
Dimethylmethylphosphonate (DMMP) Aldrin
Trimethylphosphonate (TMP) Endrin
p-Chlorophenylmethylsulfoxide (CPMSO) Dieldrin
p-Chlorophenylmechylsulfone (CPMSO,) Isodrin
Dichlorodiphenyltrichloroethane (pp-DDT) Dithiane
Dichlorodiphenylethane (pp-DDE) Oxathiane
* All but two of these compounds were selected because readily

available analytical procedures existed for their quantification.
Several of the cowpounds have also been found at the nocthern
boundary of RMA. Routine analytical procedures did not exist for
DMMP and TMP but they were thought to be present in Shell Chemical
Company effluenct.

Source: Buhis et al., 1978 (RIC#81281R12).
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Table 26-6-6. Average Contaminant Concentrations, Basin F Fluid

Concertration, ppm

Basin F
Aldrin 0.205
Dieldrin 0.044
Endrin 0.021
Dithiane 0.054
Sulfone (CPMSOjp) 48
DIMP 18
DMMP 1,260
Chloride 51,000
Sulfate 24,000

Source: Buhts and Francinques, 1978 (RIC#8l266R15%)

31
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should have induced limitations on mixing, while increasing the potential
for sodlnnnt-l;qutd interaction and precipitation of solids.

The results of contemporary investigations of Basin F fluid and overburden
composition, performed concurrently with the RI program, will be presented
in the RI Final Reports.

2.2.2 Basin F Qverhurden

During the 1978 Buhts and Francingues investigation, basin overburden grab
samples were collected at locations shown in Figure 26-6-7. Before
analysis, each overburden sample was homogenized and then allowed to settle.
The results for solids and supernatant liquid are given in Table 26-6-7
(Buhts and Francingues, 1978, RIC#81266R16).

The overburden samples contained extremely high concentrations of copper,
iron, and chlorirated hydrocarbons, especially aldrin. Areal distribution
of contaminants, however, was not homogeneous as in the fluid samples.
Elevated chlorinated hydrocarbon concentrations, particularly aldrin, were
detected at locations C and D (Figure 26-6-7) in the southeastern quarter of
the basin. The higher concentrations of copper and iron were found 15 the
deepest portions of the basin where the liquid level'réiained fairly
consistent. Most copper and iron entered the basin as water-soluble salts
and subsequently preclpitated onto the overburden. The fluctuating liquid
level in the basin was probably responsible for the areal distribution of
copper and iron in the overburden (Buhts and Francingues, 1978,
RIC#81266R16).

-
-

Comparison of analytical results from the overburden and supernatant llquid
samples reveal some aspects of the chemical behavior of the target analytes.
The concentration of chlorinated hydrocarbons was found to be much lower in
the liquld, indicating that they tend to remain adsorbed to the overburden.
Concentrations of copper and iron salts were higher in the overburden.
probably as a result of decreases Ln temperature and fluctuations in the
ltquld level. CPMSO; was found to be nearly equally partitioned between the
supernatant llquid and the overburden, while DIMP and DMMP were more

pravalent tn the liquid (Buhts and Francingues., 1978, RIC#81266R16).
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In 1982 WES i{nvestigated the distribution of contaminants in the soll
beneath the basin liner and in several overburden samples. The results of

this study are summarized in Section 3J3.1.

2.2.3 Ground Water Characterization

Several studlies have included ground water quallty investigations in the
vicinity of Basin F (ESE, 1986, RIC#86317R0l; Stollar and van der Leeden,
1981, RIC#81293R05; RMA, 1978b, RIC#81266RS51; Buhts and Francingues, 1978,
RIC#81266R16; WES, 1979, RIC#81266R15). These studies have indlcated that
ground water in the Basin F area contains contaminants at various

concentratlions.

-

The most recent investigation (ESE, 1986, RIC#86317R0l) was conducted as
part of the Task 4 RMA Water Quality/Quantity Survey. Twenty-four wells
screened i{in the alluvium, Upper, Intermedlate, and Lower Denver sands were
sampled in the area surrounding Basin F during March 1986. Well locations

are shown i{n Flgure 26-6-4. Analytical data from these wells are given In

Table 26-6-8.

As the da-s lndicate, contaminaticn is present in both the alluvium and the
Denver Formation. The two wells northeast of Basin F, Well 26041 (Upper
Denver) and Well 26133 (alluvium), have the greater frequency and
concentratlons of contaminants, notably DCPD, DIMP, dithiane, CPMSOg, and
volatile aromatic compounds. Alluvial wells to the north (26011,. 26015,
26017) and west (26020) of the basin perimeter contain fewer contaminants at
lower concentrations, most commonly DIMP, dieldrin, and CPMSO,. Contaminant
occurrences and concentrations upgradient of Basin F are variable. Alluvial
and Denver wells directly to the south and within or adjacent to Basin C
(26066, 26067, 26070 to 26072, 26085, 26084, 26127 to 26128) generally
contain numerous target analytes; notably DIMP, dithiane, CPMS, CPMSO,
CPMS02, dieldrin, and aldrin. Upgradient Denver wells to the southeast
(26074, 26075, 26140 o 26142) generally contained fewer contamlnants at
lower concentrations: notably organochlorine pesticides and chloroform. Ho
contaminants were detected in the alluvial well to the west (26083) and the

Lower Denver well (26147) to the northwest.
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Task 4 rasults correspond closely with data from previous Ilnvestigations
(RMA, 1978b, RIC#81266R51; Stollar and van der Leeden, 1981, RIC#81293R05).
Stollar and van der Leeden postulated that elevated chloride (2,000
milligrams per liter (mg/l)] concentrations at the northeast and southeast
corners of the basin, and elevated DBCP {10 parts per billlon (ppb)) values
on the east side could be due to leakage through the liner. The authors

also proposed the chemical sewer as 3 possible contaminant source.

It should also be noted that the compounds detected in the wells surrounding
Basin F are representative of the class of chemicals typically found
upgradient i{n the ground water beneath the South Plants Manufacturing
Complex and Basin A. Detection of these chemicals, therefore, in ground

water downgradlent of Basin F does not necessarily Indicate that Basin F is

the source.
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3.0 SITIE INVESTIGATIQN

3.1 PREVIQUS SOIL INVESTIGATIONS

The U.S. Department of Agriculture Soil Conservation Service (Sampson and
Baber, 1974) identified four distinct soil serles comprising the soil
surrounding Basin F: (1) Truckton sandy loam, 3- to 9-percent slope,
bordering the Basin on the southwest, south, and southeast; {(2) Ascalon-
Vona sandy loam, l- to 5-percent slope, on the northwest; (3) Platner loam,
0- to 3-percent slope, to the north; and (4) Weld loam, 1- to 3-percent
slope, to the northeast. Truckton sandy loam s well-drained, moderately
sloping soil formed in wind-worked sandy soil. The representative profile
consgists of a noncalcareous grayish-brown loamy sand that becomes
prograssively sandler and coarser with depth. Infiltration in this soil is
rapld and the potential for soll blowing is high. Ascalon-Vona sandy loam
is a well-drained, level to moderately sloping soll formed in loamy material
with variable amounts of sand and gravel. The soil profile ls similar to
the Truckton Serles, but 1s highly calcareous and contains some clay in the
subsotl. Platner loam is formed in old alluvium on gently sloplng uplands
and ls typlcally well-drained and has a gslow Infiltration rate. The
representative soil profile contains a surface layer of noncalcareous
grayish-brown loam underlain by brown clay grading into a highly calcareous
light-gray clay loam. The Weld serles consists of well-drained, nearly
level soll formed on uplands from wind-worked loamy soll. The typical soll
secti{on includes a surface layer of noncalcareous brown loam, followed by a
subsotl of noncalcareous dark-brown clay underlain by a highly calcareous,
very fline, sandy loam. The Infiltration rate of Weld soll is moderate,
permeability {s low, and the potential for sotl blowing iLs severe during dry

periods.

A study performed in 1982 by the Army Corps of Engineers Waterways
Experiment Station (WES) Investlgated contam{nant distribution in Basin F
overburden and sotl underlying the liner (Meyers and Thompson, 1982,
RIC#82350R0L). The study lncluded development of soil sampllng protocols
for Baslin F, leach testing and analysls of selected overburden samples and
sotl cores from 15 locations within the basin (Flgure 26-5-3), and bulk
chemical analysis of several ovarburden and sotl samples. Analytical

cesults are partially summarlzed In Flgure 26h-h-3. The WES study analyzed
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for a different suite of contaminants than that chosen a7 target compounds
for the current RI. Therefore, Figure 26-6-8 includes only those analytes

detected which are also targets of the RI analytical methods.

The liner condition and depth of overburden sediment were noted at each
boring location (Table 26-6-9). Liner damage was observed at WES Borings 2,
13, and 15. The liner appeared to be intact at all the boring locatlions.

In this study bulk chemical analyses were performed on subliner soil samples
from the 0~ to 1l-ft interval of 6 of the 15 borings, and overburden samples
from 3 boring locations. These analyses were conducted using U.S. Army
Toxic and Hazardous Materials Agency (USATHAMA)-certified GC/MS methods for
organic compounds, inductively-coupled argon plasma (ICP) techniques for
metals, and AA spectrophotometry for mercury and arsenic. All of the
subliner soil cores and selected subliner samples from the 16 borings were
first treated as requested by USATHAMA by the Solid Waste Leaching Procedure
(SWLP). This procedure involved preparation of 100 gram representative
subsamples from each sample which were then immersed in l-gal containers of
deionized/distilled water and placed for 24 hours in a rotating leaching
device. The resulting extracts were then fliltered and subjec;ed to
USATHAMA-approved chemical analyses for aldrin, dieldrin%'ghéfi;, isodrin,
DIMP, DMMP, Dithiane, DBCP, CPMSO, CPMSO2, mercury, arsenic, and fluoride.

Contaminants found in the SWLP extracts at concentrations above
Environmental Protection Agency (EPA)- or Army-designated action levels
included aldrin, dieldrin, endrin, isodrin, organosulfurs, DBCP, arsenic,
and mercury. Concentrations in overburden saibles were much higher than in
accompanying subliner samples, and concentrations in subliner samples
generally decreased with depth. The greatest number and highest
concentrations of contaminants were detected at Boring Locations 1 and 2

which were within F-1.

The bulk chemical analyses detected a somewhat different set of contaminants
than the SWLP analyses. The most prevalent analytes in the subliner samples
were xylene, toluene, mercury, DIMP, CPMSO2, and halocarbous.

Organochlorine pesticides were detected by bulk analysis only in the
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Table 26-6~9. Depth of Overburden Soil Above Basin F Liner at
WES (1982) Borings
Boring No. Overburden Thickness Above Liner
(ft)
01 1.3
02 1.35
11 1.55
12 1.25
13 0.65
14 1.5
15 1.2
21 1.25
22 1.2
23 1.3
31 1.6
32 1.6
33 1.8
50 1.7
60 1.8
70 1.4

Source: Meyers and Thomoson (WES), 1982 (RIC#82350RQ1)
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overburden samples from Borings 12 and 31. As was the case with the SWLP
analyses, the overburden samples contained more contaminants at much higher
concentrations than the accompanying subliner samples. Contaminant
concentrations in the sub-liner samples were generally consistent between
borings. Concentrations in the overburden samples were variable. The
highest concentrations detected were in the overburden sample from Location
31 in the northeast quarter of the basin, the lowest were in the sample from

Location 12, in the southwest quarter of the basin.

The contaminant concentrations detected by bulk analysis ranged from 2 to 5
orders of magnitude greater than those detected in corresponding SWLP
extracts. According to WES, this indicates the SWLP extracted only a small
fraction of the total amount of contaminants present; and, therefore, if the
SWLP is presumed to simulate natural leaching conditions, the subliner soil
and overburden represented by the samples collected by this study may be
potential contaminant sources for some time. It should be noted, however,
that the analytical results from SWLP extracts do not indicate actual
contaminant levels in the subliner soils. Furthermore, the analytical.
methods eﬁployed during bulk analysis do not correspond to methods used on
the SWLP extracts; therefore direct comparison of results from both sample
sets is not appropriate. These data also should not,bg;cbhﬁﬁrad against
Phase I RI soil data as analytical methods differ. The results of the 1982

WES study are presented as background information only.

3.2 PHASE I SURVEY

3.2.1 Phase I_Program

The initial Phase I program for Basin F incltded 14 soil borings ranging in
depth from 3.5 to 40 ft below the Basin F liner, from which 40 soil samples
were obtained. Three samples were also collected from one location within
the drainage ditch adjacent to the east boundary. These samples were
obtained from the western side of the ditch at 0.7, 1.7, and 2.4 ft below
ground surface. After completion of the initial Phase I work, a
Supplemental Phase I program was requested by RMA Project Managers Offlice
(PMO) to correlate liner condition with underlying soil chemistry as an‘aid
in determining volumes of contaminated subliner soll to be removed during

interim action activities. The Supplemental Phase I program included
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assessments of liner integrity at 42 observation sites and the collection of
13 samples at 7 locations. In summary, 56 soll samples were collected at

22 locations throughout the site.

On the basis of site history and use, gradiometer borehole clearance and
exploration geophysics were considered unnecessary at this site. Borlng and
liner observation sites were selected on the basis of visual evidence,
historical reports, aerial photographs, and to provide uniform coverage of
the site. All borings and liner observation sites were outside the areas

covered by liquid.

A photoionization detector (PID), calibrated to an isobutylene standard, was
used to obtain readings from open boreholes during drilling and sampling, at
liner observation points, and from soil samples during geologic logging.
The PID measures the concentratlon of organic vapors In the air and is a

method of ensuring personnel safety.

Most of the 56 samples were collected using the continuous soill sampling
method detailed in the Task 6 Technical Plan (ESE, 1987b, RIC#87343R01):
however, some of the sampling sites (4617, 4618, 4622) could rot be reached
by the drill rig. These borings and the 7 borings (13 samples) completed
during the Supplemental Phase I work were advanced using a posthole digger.
Samples from the O- to l-ft interval were obtained by excavating through the
liner and overburden to the top of the sampling interval and pounding a
l-ft-polybutyrate tube intc the soil with a hammer. Samples at greater
depths were obtained by excavating to near the desired interval, pounding a
4-ft-long section of polybutyrate to the desired depth, and then removing
the bottom l-ft section to obtain the required sample volume. Samples at
Location 4639 were collaected frcm a 5-f:i-wide drainage tranch located just
outside the Basin ¥ fence along the southeast boundary. Samples at this
location were obtained by pounding a l-ft-polybutyrate tube horizontally
into the wall of thke trench. All other Phase I soll samples were collected
at predetermined 5-ft-depth intervals, except where downhole conditions

(L.e., water table, staining, etc.) requtitred an adjustment in the {ntervals.
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All boreholes were sealed with cement-bentonite grout In accordance with

the Task 6 Technical Plan (ESE, 1987b, RIC#87343R01) immediately after the

last sample was extracted.

All samples obtained during the initial Phase I investigation were scheduled
to be analyzed for volatile and semivolatile organic compounds by gas
chromatography/mass spectrometry (GC/MS). Cadmium, chromium, copper, lead,

and zinc were to be analyzed using ICP.

All samples were analyzed for mercury and arsenic by atomic absorption (AA)
and for DBCP, by specific GCC method. Analyses for semivolatile organlc
compounds were not performed on Sample 4622 (0 to 1 ft), Samples. 4625 (0.5
to 1.5, 4 to 5, and 9 to 10 ft), and Sample 4628 (4 to 5 ft); and a volatile
organics analysis was not performed on Sample 4622 (0 to 1 ft). Holding

times for these fractions were exceeded.

Analytical results from the initial Phase I investigation identified a suite
of metals and semivolatile orzanlc compounds as indicators of liner leakage.
The 13 samples taken during the supplemental Phase I investigation were
analyzed for these parameters by ICP and GC/MS methods. A review of site

history indicated agent testing was not necessary during this lnvestigation.

The RMA Phase I RI, including the assessment of this site, was origtinally
designed after review of historical documents and aerial photographs
provided by the RIC, and fleld reconnaissance. After completion of Phase I
fileld activities, a more detalled historical summary, drawn from RMA
operating records and other documents previously unavallable to the RI Team,
was submitted and incorporated into the history section of a previous
version of this report. This historical summary has been abridged for the
final version. All information has been evaluated in detail to determine
how it might *mpact the investigative approach at this site. Based upon
this evaluation, it has been determined that the additional information
collected since the Phase I program was designed does not substantially
alter the view of potential contamination at this site. As a result, the
Phase I program as conducted and Phase II program as designed are judged to
provide a complete and accurate investigation of the posslble contamination

at this site.
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3.2.2 Phase I Fleld Ohservations

Approximately 22 acres in the northern half of Basin F and two small areas
in the southern half were covered by liquid and {naccessible during the
Phase I investigation. Liner overburden soll covers most of the remainder
cf the basin to a maximum depth of 2 ft. The overburden soll is extremely

soft and nearly saturated.

The site history and nature of theABasin F liquid required hydrogeologists
and geotechnicians drilling the Phase I borings to wear at least Level C
protection and upgrade to Level B protection when working in close proximity
to the liner surface. The Supplemental Phase I work was performed manually

under Level B protection.

Field observatlions made during the Phase I soil sampling activities are
summarized in Table 26-6-10. Fleld observations made during Supplemental
Phase I work are summarized in Table 26-6-11. Significant field
observations made during work in Basin F are discussed below:

o Overburden soil was generally a dark-brown sandy silt that became
more discolored and sludge-like as excavations approached the
liner surface. Much of the exposed overburden was covered by
dark-green crystals;

o The asphalt liner was exposed at several locations in the southern
and eastern portions of the basin. The liner was usually cracked
and weathered where exrposad:

o Seepage of overburden fluid into the area where the liner was
removed occurred at four borecholes during initial Phase I
activities (4619 through 4621, 4625). Seepage occurred after the
liner sample was obtained and prior to drilling. As a result, the
first sample interval (0 to 1 ft) was modified to 0.5 to 1.5 ft:

o The 19- to 20-ft sample in Borehole 4620 was stained black. The
boring was terminated at this depth to preclude the possibility of
introducing contamination into ground water. Upon auger removal.
the drill bit was partly covered with a black sludge material:

o Air monitoring during drilling for the initial Phase I borings
recorded organic vapor concentrations above background at the

breathing zone only at Boring 4620. The hole was completad in
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Table 26~6-10. Liner Sampling Observations

Approximate
. overburden
Thickness Liner Underburden
Borehole ( feet) Condition Conditian Other Remarks
4617 1.5 lue solid piece No visible Heavy seepage from
/ ‘ 1/4 inch thickness soil discoloratim surrounding overburden
4618 1.0 One solid piece Yo visible
1/4 inch thickness soil discoloration
{ 4619 1.5 One solid piece No visible Cracked, exposed liner
soil discoloration to east
, 4620 2 Broken, cracked, Black discoloration Minor seepage from
difficult to overburden
distinguish
4621 1.5 One .olid piece No visible Minor seepage fram
1/4 inch thickness soil discoloratiom overburden
4622 1.5 One solid piece Black discoloration to Thin layer of salt
'a 1/4 inch thickness a depth of 1 in crystals at 0.2 ft
4623 1.3 One solid piece Very light soil
' discoloraticn
, 4624 1.2 One solid piece Randam black
discolorations to a depth
’ of 2.5 in
< 4625 1.7 One solid piece Black discoloration Moderate seepage from
overburden
n
' 4626 1.3 Liner discontinuous; Black discoloration to a
only bits and pieces depth of 4 in
, obtained
i
4627 1.0 Liner is too soft Visible discoloration
and tacky to lift.
/ Sample was bottled
4628 1.5 One solid piece No visible soil
L.'4 inch thickness discoloration
y 4629 1.5 One solid piece Soil is dark brown
1 1/4 inch thickness
4630 0.25 One solid plece o visible soil Cracked liner exposed
1/4 inch thickness discoloration 5 ft south
]
Scurce: ESE, 1987, 47
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lLavel B protection. Readingzs taken down the borehole annulus
ranged from background to 1,500 (Boring 4620, 5 to 9 ft);

] Alr monitoring of both the overburden soil and soll beneath the
liner was performed during Supplemental Phase I work. PID
readings in the overburden soil ranged from background to 1,000.
PID readings in subliner soil ranged from background to 500. PID
readings ranging from 8 to 30 were obtained from subliner soil at
sites where the liner was intact (4640, 4643, and 4645); and

o Fleld observations confirmed that the Basin F liner was lntact
over a large area in the central and western part of the basin and
along the northern boundary. Damage to the liner was observed in

- the southern and eastern part of the basin.

3.2.3 Geophysical_Expleratiicn

On the basis of the history and use of Basin F, a geophysical exploration

program was not warranted.

3.2.4 Phase.l spalyte levels_and_listribution

Fifty-six soll samples were obtalned from 22 locations during the Phase I
soil Investigation. A stattstical summary of all Phase I analytical results
is presented In Table 26-6-12. An analytical summary for each sample,
including lithology and alr monlttoring results, ls presented In Table
26-6-13. A listing of the target compounds and a tabulation of analytical
data can be found in Appendices 26-6-A and 26-6-B, respectively. Liner
observation sites, boring locations, and Phase [ data are presented in
Flgure 26-6-9. It should be noted that toluene was detected at a high
concentration in Sample 4626 (0 to 1 ft)}, and blcycloheptadiene (2CHPD) and
tetrachloroethene ware found it simtlar concentrationg tn Sample 4616 (4 to
S ft). Matrix effects, however, prevented precise quantification of the
amount present at concentrations greater than (>) 25 ppm. These samples are

presented ln Tables 26-h6-12 and 26-5-13, but have not been {ncluded in the

statistical summacy.
To assess the signiflcanca of metal and organic analytical values. indicator

ranges were established. For organtic cbmpounds. the Indicator level ls the

method detectlon limit. For metals, a range of values was chosen to reflect
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the upper end of the natural range for each metal as normally found in RMA
alluvial soil. The procedure for establishing Indicator ranges is presented

in the Introduction to the Contamination Assessment Reports (ESE, 1987a).

Only three borings (4621, 4622, and 4623) did not contain organic compounds.
The sample from the 0.0- to 0.5-ft interval in Boring 4622 was not analyzed
for volatile or semivolatile organic compounds; however, organic compounds
were not detected In this boring from the 4- to 5-ft interval. Borings 4622
and 4623 were drilled in the central portion of the basin where the liner ls
intact over a large area. Results for Boring 4621 appear to be anomalous.
Although the liner at Boring 4621, in the eastern part of the basin, is
intact, it has cracked and is deteriorated in adjacent areas. Nearby

Borings 4620, 4626, 4645, and 4646 contained numerous organic compounds.

Samples from remaining boreholes contained a variety of volatile organic
compounds, organochlorine pesticides, and levels of metals within or above
the indicator ranges. In general, borings drilled along the eastern
boundary and in the southern part of the basin (4620, 4626, 4627, 4641, 4643

to 4646) yielded the greatest number of contaminant detections.

The greatest concentrati  us of contaminants were found in samples from
Borings 4620 and 4626 .n the eastern part of the basin. Concentrations of
organic compounds :n Boring 4620 were relatively uniform with depth.
Semivolatile organic compounds were detected at levels up to 3,000 ppm:
concentrations of volatile organic compounds up to 800 ppm were detected In
the 0.5- to 1.5-ft interval. The greatest contaminant concentrations were
detected in the 9- to 10-ft interval, where as much as 1,000 ppm for
volatile organic compounds and 4,000 ppm for semivolatile compounds were
detected. Concentrations were as much as 300 ppm for volatile organic
compounds, and 1,000 ppm for semivolatile crganic compounds in the deepes:

interval (19 to 20 ft).

Boring 4626 contained volatile organic compounds In concentrations up to /00
ppm and semivolatile organic compounds in concentrations up to 4,000 ppm.
The highest concentration of copper (2,300 ppm) recorded during the Phase I

investigation was detected at 0 to i ft In Boring 4626.
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Borings 4643 to 4646 are also in the eastern part of the basin. Sampling in

these borings was limited to the 0- to 1-ft and 2- to 3-ft intervals;
concentrations of semivolatile organlc compounds ranged up to 120 ppm.

Elevated copper values (63.4 ppm to 343 ppm) were also detected in these

borings.

Boring 4627 was drilled in the southeastern part of the basin in F-1.
Organic compounds In concentrations up to 30 ppm were detected in the 0~ to
l-ft interval at this location. Semlvolatile compounds were detected at

values up to 8 ppm in the deepest interval (9 to 10 ft).

Boring 4629, in the southwest quarter «f the basin, was advanced to the
water table. Organic compounds were not detected below the 0- to l-ft

interval except for m-xylene at 0.4 ppm In the 19- to 20-ft interval, and
MIBK at 1 ppm in the 39- to 39.25-ft inrerval. The m-xylene concentration

is near the detection limit.

Borings 4622, 4623, and 4625, in the west-central part of the basin,
exhibited little or no organic or trace metal contamination within or above
the indicator ranges. Volatile and semivolatile organics were not analyzed
in the sample from the 0- to 0.5-ft interval Iin Boring 4622; semivolatile
organics were not analyzed in samples from Boring 4625. No organic
compounds were detected In the 4- to 5-ft interval from Boring 4622,
suggesting that organlc compounds are either absent or limited to low

concentrations at shallow (<4 ft) depths in this area.

Relatively low levels of contamination were detected Iln Borings 4617 and
4618 along the northern perimerer of the basin. Boring 4617 contained
organic contamination (0.8 ppm) only in the 0- to l-ft interval. Metal
concentrations Ln Boring 4617 weres within or below the Iindicator ranges
except for zinc (320 ppm, 0 to 1 ft). Boring 4618 contained low levels of
organic compounds (1 ppm) in the 3.0- to 3.5-ft interval. Sampling was not
conducted below this depth. Except for copper (140 ppm, 0- to l-ft

interval), metals values were within or below the indicator ranges in

Boring 4618.
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Several compounds were detected by GC/MS that were not included in the
target compound list and that were not conclusively ldentified. These
compounds are included In the data presented in Appendix 26-6-B. Table
26-6-~14 lis*s the boring number, sample interval depth, relative retention
time (shown as "unknown number” on the table), concentratlion, sample number,
lot, best-fit identification, and comments for these nontarget compounds
detected at Site 26-6. It should be noted that an individual compound may
have more than one retention time, and also that a particular retention time
may be assigned to more than one compound. Therefore, Table 26-~6-14

provides only a general indication of additlonal compounds that may be

present.

The results for nontarget compounds were generally conslstent with the
target analyte results. Samples containing a wide variety of volatile and
semivolatile target compounds at elevated concentrations (e.g., Borlngs 4620
and 4643), also had numerous volatlle and semivolatile nontarget compounds
at comparable levels. The reverse is also true for samples in which target
organic compounds were not found or were detected at low concentrations

(e.g., Borings 4623, 4621, and 4624).

Most of the nontarget compounds could not be identified. Several nontarget
semivolatiles were identifled as target volatile compounds: e.g., toluene,
xylene, DMDS, tetrachloroethane (TCLEE), or as compcunds related to target
compounds (DMMP isomer, Boring 4644, 2 to 3 ft). Some nontarget compounds
were identified as organic alcohols, acids, or esters which occur naturally
at the concentrations detected. Other nontarget detections were tentatively
ldentified as probable constituents of the aqueous waste stream. The
remaining nontarge® detectlons were tentatively identified as relattively

obscure compounds, the source of which cannot be determined.

3.2.5 Phase_I Cootaminarlcon_dssessment

Examination of the Phase I analytical data indicates that in the central and
western part of Basin F, lower contaminant concentrations are found in the
soll underlying the liner. 1In addition., data confirm the most elevated
contaminant levels are generally found in areas where the liner is damaged.

However, data also indicate that detectable levels of contaminants are
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present at depths greater than 3 ft beneath areas having good liner

integrity.

Many locatlons where the liner is intact and the underlying soil 1is
contaminated are in close proximity to and, in many cases, downslope of
areas where the liner is damaged. Both the liner and basin floor slope
toward the northwest. Contaminated fluids at the interface between the
liner and the subliner soil in areas where the liner is damaged could

possibly have migrated to adjacent areas of relatively good liner integrity.

The seal used to prevent Infiltration of liquid and rainwater beneath the
liner during borehole drilling may have been only partially effective at
several borehole locations (4619, 4620, 4621, and 4623). Although the
shallow sampling interval was modified (0.5 to 1.5 ft) to account for this,
the uppermost soll at two of these locatlons (4619 and 4621) where the liner
was Ilntact contained moderate to low levels of organic and inorganic
contaminants. Slgnificant contaminant concentrations were not present in
these borings at a depth of 4 to 5 ft. Contamination in the shallow
subsurface soil at these locations may have resulted from infiltration or
leakage through the surface seal. These two locations were also (i close
proximity to areas where the liner is cracked or has detericrated:
therefore, contamination may also have been due to lateral migration from

contaminated soill in nearby areas where the liner is damaged.

Samples collected where physical Integrity of the liner was questionable
(4620, 4626, 4627, 4630, and 4644) were generally found to contain elevated
concentrations of a wide array of organic contaminants. In Boring 4620,
where the liner was broken and cracked, elevated concentrations of
organochlorine pesticides, DBCP, DCPD, chlorinated solvents, and volatile
aromatic compounds were found at depths to 20 ft. The relatively uniform
vertical distribution of most of these organic compounds suggests that
downward fluid migration has occurred at this location cver a long period of

time and that maximum soll retention of these compounds has been attained in

the soll column.
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The liner integrity at Boring 4642 was poor; however, contamination was
detected only in the 0- to 1-ft sample at a relatively low concentration
(CPMSQp, 2.7 ppm). This may indicate that liner damage at this location is

recent and occurred after the basin fluid level receded.

Moderate to low levels of contaminants were detected in the underlying soi’
at most locations where the liner was {ntact, and concentrations decreased
with depth. Two mechanisms which may account for the occurrence : .t
distribution of contaminants in these areas have been suggesta’: (1) -
permeation of Basin F fluid through the intact liner at slow tnfiltration
rates, or (2) lateral migration of fluid along the liner,/soil interface from
areas where the liner has cracked or deteriorated, ac:companied by slow
downward infiltration. Further investigation is necessary before the actual

mechanism can be determined.

To summarize, where integrity of the liner material {s poor or questionable,
elevated concentrations of a wide variety of organic contaminants were found
in the soll column as deep as 20 ft. Concentrations remained relatively
uniform with depth, and extremely high concentrations of many contaminants

occurred in the soll at or abov: the water table elevation.

Where the surface seal placed before borehole drilling may have leaked, and
at locations in close proximity to areas having liner damage, moderate to
low concentrations of several contaminants are in the near-surface soil. In
the western part of the basin, the liner is intact over a large area and the
underlying soil generally shows little or no contamination below a depth of
0 to 1l ft (4622 and 4623). Shallow soil beneath the liner in the northern
perimeter of the basin where the liner is thought to be intact, contains
relatively moderate contaminant concentrations above 4 ft (Borings 4517 and

4618).

3.3 PHASE II SURVEY

An interim response cleanup action will be conducted at Basin F in the
spring of 19838. The scope of this effort is described in Section 3.4. A
Phase II soll f{nvestigation which will include sample collection within and

outside the basin ls proposed to complement the interim response actlon.
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The Phase II data will indicate the lateral and vertical extents of
contamination remaining at the site. The final remediation plan for the
Basin F area will be designed from Phase I and Phase II data and any

subsequent Feaslbility Study (FS) investigationms.

The Phase II investigatlion will be conducted in two stages: (1) sample
collection outside the basin area to be performed before or during interim
action activities, and (2) soill borings within the basin area to be drilled
in conjunction with the interim action. Sampling outside the basin will be
pecrformed to accomplish two primary objectives: (1) to assess both lateral
and vertical extent of soil contamination outside the Basin F fence through
a series of 16 soil borings ranging from 10 to 40 ft in depth, and (2) to
determine if airborne particulates emanating from Basin F have affected
Section 26 soil quality by collecting shallow (0 to 0.5 ft) soil samples at

various distances from the basin along primary wind directions.

The Phase II soil samples from borings drilled within the basin interior
will be collected by the contractor nerforming the interim action cleanup.
Each subarea within the basin will be sampled after the overburden, liner,
and some of the underlying soil have been excavated. The number of borings.,
locations, depths, and sampling intervals will be selected by the contractor
based on Phase I results, liner condition, and the conditions encountered
during excavatrion. For estimatlon purposes, the Interior Phase II program

may be summarized as follows:

No. of Samples

Borings Sampling Intervals (fr) _-Ber_Boring.__ Tatal
15 0-1, 4-5 2 30
8 0-1, 4-5, 9-10, 5 40
14-15, 19-20
~_5_ (Water 0-1, 4-5, 9-10, 7 35
Table) 14-15, 19-20,
29-30, 39-40 ‘
28 105

The Phase II investigation outside the basin will drill 16 soil borings at
the proposed depths and locations given in Figure 26-5-10 to investigate the

lateral and vertical extent of soll contamination outside Basin F
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boundaries. Four borings will be drilled to the water table (approximately
40 ft) and sampled at intervals of 0 to 1, 4 to 5, 9 to 10, 19 to 20, 29

to 30, and 39 to 40 ft. Two boreholes will be drilled immediately south of
Basin F at the toe of the levee to a total depth of 20 ft, and sampled at
intervals of 0 to 1, 4 to 5, 9 to 10, 14 to 15, and 19 to 20 ft. The
remaining 10 boreholes will each be drilled to a total depth of 10 ft and
sampled at intervals of 0 to 1, 4 to 5, and 9 to 10 ft. All 10 ft and water
table (40 ft) borings will be drilled 5 to 15 ft outside the Basin F fence
as conditions allow. Actual distances will be determined by the Site

Geologist.

In addition to samples generated by the soil borings, another 25 surficial
(6 inch) soil samples will be collected along five radial vectors
corresponding to the RﬁA primary wind rose (Figure 26-6-11). The five
radial lines have been selected as probable vectors along which surficial
soil may have received particulate blown from Basin F by high frequency
winds or high velocity events. Soil samples will be collected at distances
of 50, 100, 300, 600, and 1,000 ft from the Basin F fence line. Data used
to construct the wind rose were gathered from nearby Stapleton International

Airport as insufficlent data were available from RMA itself.

-

The 25 surficial samples will be analyzed by Phase II methods for
organochlorine pesticide compounds, organosulfur compounds, ICP metals,
DIMP, ﬁBCP, DCPD, arsenic, and mercury. The approximately 169 samples
obtained from the soil borings inside and outside the basin will all be
analyzed for the same compounds, except for arsenic and mercury which will
be analyzed for only in the 0- to 1- and 4- to 5§ft_intervals, and purgeable

aromatics which will be run on sample intervals below 0 to 1 ft.

The detection of DIMP and DMMP in numerous borings at this site indicates
that Army Agent Degradation Products (ADP) may be present. Two analytical
methods for ADP have been approved for inclusion into the Phase II Remedial
Investigation Program. One method utilizes high performance liquid
chromatography to analyze for chloroacetic acld and thiodiglycel (TDGCL).
The second method uses lon chromatography to detect fluorocacetic acid,

isopropylmethylphosphonic acid (IMPA), and methylphosphonic acid (MPA). All

76 .
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soll samples from all borings drilled to the water table will be analyzed

for ADP using both of these methods.

The Phase II sanpling program outside the basin is summarized below:

Total Sampling

Sample_Lacatlions Depth Numher of Samples
2 20 ft 10
10 10 ft 30
4 40 ft (water table) 24
23 6 inch 25
Total 41 89

All samples collected under this Phase II plan will be analyzed by a
comprehensive list of Army-certified quantitative methods. Selected

Phase II samples will also be analyzed using Phase I GC/MS methods for
volatile and sewmivolatile lextractable (EX)] organic compounds. This
procedure is expec 1 to confirm the presence of target compounds of
adequate concentratlion detected by Phase II methods and to identify any
nontarget compounds present This procedure will also allow for further
evaluation of the distribution of any nontarget compounds of concern
detected during Phase I. Samples slated for confirmation analysis outside

the basin are shown In Figure 26-6-10.

Those samples from the inside of the basin to be analyzed by GC/MS will be
chosen by the Site Geologist during the interim action program. For
estimation purposes, it is énticipated that the samples to be analyzed will
be from the 9- to 10-ft, 19- to 20-ft, and 39- to 40-ft intervals of the

five proposed water table borings.

The following list is a summary of the scheduled Phase II analyses for both

inside and outside of the basin:

Apalyre HYa._oi _Samples
Organochlorine compounds 194
Organosulfur compounds 194
ICP metals 194
DIMP 194
DaCp 194
DCPD 1%4
Volatile aromatic organic compounds 125
Arsenic 113
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Mercury 113
ADP 59
Volatile organlic compounds (CC/MS) 33
Extractable organic compounds (GC/MS) 33

The final draft of this report and the proposed Phase II program were
submitted for review to representatives of the EPA, Colorado Department of
Health, and Shell on Novenmber 11, 1987, with a request for formal comments
within 30 days. Shell comments were recelved December 18, 1987, Colorado
Department of Health comments were recelved March 25, 1988, and EPA comments
were received April 29, 1988. All comments were considered in the
preparation of thils final report and are presentad with responses in
Appendix 26-6-C. The original draft version of this report was presented at
a meeting of all Parties and the State on June 3 and 4, 19856. Comments

recelved during this presentation were incorporated in subsequent versions.

3.4 INTERIM RESPONSE ACTION SUMMARY: ESTIMATED VOLUMES OF POTENTIALLY
CONTAMINATED MATERIAL TO BE REMOVED
An interim response action cieanup operation is scheduled to begin at B8asin
F in spring 1988. The scope of this effort has been designed from the Phase
I data and previous investigations. A comprehensive description of this
program is given in the "Request for Proposal, Interim Actlon of Basin F,
Hazardous Waste Cleanup” (COE, May 1987. RIC#37176R01) and the "Proposal to
Perform Interim Actlion of Basin F, Hazardous Waste Cleanup,” EBASCO. August
1987. rhe program is summarized as follows: First all liquid remainirg in
the basin will be transferred to temporary storage tanks located in the
northeast quarter of Section 26. The basin will then be subsectionad into
discrete areas. Temporary dikes of uncontaminated material will be erected
around each area to prevent runoff from coming into contact with
contamiunated soil or overburden. aAny runoff that does enter an area will be
directed to an evaporation pond to the north. The overburden. liner, and
some of the soil underlying the liner in =ach area will be excavated and
stabilized by solidificationsabsorption. and the resulting material will be
piled into three lined subcells and immediately covered with a synthetic
liner and clay cap. An adjacent double-lined surface impoundment will also
be constructed to intercept any leachate emanating from the waste pile.

After all activitles have been completed in a particular area. thz entire
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area will be regraded, seaied with a low permeability compacted clay cap,

covered with topscll, and revegetated.

In 1984, the Rocky Mountain Arsersl Contamination Control Program Management
Team (RMACCPMT, 1984, RICw#84034R01) estimated the total volume of
contaminated soll at Basin F at 960,000 bey. This figure was calculated by
determining the basin area and multiplying by an excavation depth of 6 ft.

This depth was considered conservative based on existing information.

During the planning stages of the Interim Response Action, volumes of
contaminated overburden, liner, and underlying soil to be excavated and
treated were estimated. Using Phase I analytical data and liner
observations, two areas within the basin were designated to be excavated
down to the maximum 6 ft depth (Flgure 26-6-12). All remaining areas in the
basin will be subject to excavation to a minimum of 6 inches below the
liner. These aress are also subject to further excavation to a maximum of

6 ft st the discretion of the Contracting Offlcer. Actual excavatlion depths
will be determined during the Interim Rasponse Action field operations and
will be based on soll discoloration. As noted in the "Request for Proposal,
Interim Action fcr Basin F Hazardous Water Cleanup™ (CCE, May 1987) it is
estimated that approximately 405,000 bcy of bituminous liner, underlyling
soil overburden/sludge, and residual 1liquid will be excavated. solidifled.
and placed into a wuste plle with a maximum capacity of 605,000 bey. Other
materials to be transferred to the waste plle include the rip-rap
reinforcing the dikes and the crushed chemical sewer line and surrounding
2oll stored north of F-1. The estimated volumes of these materlals are

25,000 bey and 12,000 bey, respectively.
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1/ Bistary of Racky Maountain Arsepal/aApril 1956 through 30 June 1956, RSA
012 1963; "Asphaltic Membrane is Used to Leakproof a Lake, " Engineering
News Record, November 22, 1956, RMA 185 2210; Eugene T. Rock, Project
Manager, Chemical Corps Englneering Command, Memorandum to Chemical Corps
Engineering Command, August 31, 1956, RLA 009 1167-1169; Ken R. White,
Architect-Engineer, “Drains and Impervious Blanket,” 16-01-03 (Sheets
1,2,3), June 14, 1956 (Revised to "Show as Built” Conditions 2/1/57); CAPT
Ernest J. Tinsley, Adjutant, RMA, Memorandum re: Staff Conference No. 35,
December 7, 1956, RLA 009 0346-0353; LT. COL. Robert D. Brown, Jr. Executive
Officer, Office of the District Englneer, Omaha District, Corps of
Englneers, Memorandum to Office of Chief of Englneers, December 20, 1956,

RNA 006 0165-0167.

2/ LT COL Carl E. Grant, Assistant for Arsenal Operations, RMA, Letter to
Commanding General, Chemical Corps Matertel Command, December 8, 1954, RMA
061 2375; John D. Hem, Quality of Water Branch, Geological Survey, U.S.
Department of the Interior, Letter to Commanding Offlcer, RMA, January 3,
1955 with attached "Proposed Program for Study of Saline Ground Water In
Vicinity of Rocky Mountain Arsenal, Derby, Colorado,” RMA 061 2358, 2362-
2364; E.C. Thompson, Chief, Englneering and Services Division, RMA,
Memorandum to Commanding Officer, RMA, January 6, 1955, RMA 061 2372-2374:
J.0. Ackerman, Chlef Engineering Division, Office of the District Engineer,
Omaha District, Corps of Englneers, Letter to COL A.W. Meetze, Commanding
Officer, RMA, February 28, 1955, RMA 061 1803; R.G. McChrystal, Project
Engineer, Ralph M. Parsons Co., Letter to District Englneer, Omaha Distrlct,
May 17, 1955, RMA 064 0665: L.E. Garono, Chemical Corps Research and
Engineering Command, J.L. Traub, Chemical Corps Materiel Command, Mamorandum
re: Staff Study--Waste Disposal--RMA, July 12, 1955, RMA 061 1977-1980:
F.C. DeAngells, Chlef, Installatlons Branch, Chemical Corps Materiel
Command, Memorandum re: Report of Conference, Rocky Mountaln Arsenal
Cround Contamination, July 15, 1955, RMA 061 1973-1976:; The Ralph M. Parson
Company, "Interi{m Progress Report, Waste Disposal Study for the Rocky
Mountain Arsenal, July 19, 1955, RMA 064 0600-0607; Ralph M. Parson Co.,
Einal_Repori_Dilsunsal_of Chemical Hastes. Rocky_Mountaino_Acrsenal, September

29, 1955: RNA 002 0928-1007: RMA {unsigned], Memorandum re: Status Waste
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Disposal and water Conservatlion at Rocky Mountain Arsenal, August 18, 1955,
RMA 061 2342-2345; RMA (unsignedl] "Flnal Report by the Ralph H. Parsons
Company Disposal of Chemical Wastes, Rocky Mountain Arsenal, (circa.
September 19551, RMA 064 0241-0243; D.A. Falck and N.P. Cochran, Chemical
Corps Engineering Command, "Review of Final Report, 'Disposal of Chemical
Wastes,  Ralph M. Parson Co.,” October 12, 1955, RMA 043 0102-0107; Office
of the District Engineer, Omaha District, Corps of Engineers, "Report on
Ground Water Contamination, Rocky Mountain Arsenal,” September 1955, RMA 064
0250-0251; MAJ CEN William M. Creasy, Chief Chemical Officer, "Project
Request for Provision of Production Facilities Funds,” October 26, 1955, RNA
005 1335-1338; E.S. Conklin, Assistant Chlef, Army Projects Military
Constructing, Office of the Chief of Engineers, Memorandum re:
Authorization--Construction-~Sealing Two Retention Ponds and Two Canals of
Rocky Mountain Arsenal to Division Engineer, Missourl River Division, Corps
of Engineers, February 9, 1956, RNA 005 1333-1334; Robert F. Kreiss, Quality
of Water Branch, Water Resources Division, Geological Survey, U.S.
Department of the Interior, Letter to District Engineer, Omaha Districr,
Corps of Engineers, May 4, 1956, RMA 061 233672339; L.R. Petri and R.O.
Smith, Water Quality Division, Geological Survey, U.S. Department of the
Interior, Water Resources, “Investigatlion of the Quality of Ground Water in

the Vicinity of Derby, Colorado,” August 1, 1956, CSD 017 0591-0684.

3/ The Ralph Parsons Co. in 1955 viewed sealed ponds at RMA as interim
retention and evaporatlve disposal facilities. However, the Parsons Co. was
a consulting engineering firm contracted to the Omaha District of the Corps
of Engineers. In 1955, RMA was a unit of the Chemlcal Corps and the
Chemical Corps was in no way bound by the recommendations of the Parsons Co.
In 1ts review of the Parsons Report and in its original project funding
request for monies to cover the cost of sealing ponds for the evaporative
disposal of contamlnated liquld waste. the Chemical Corps was notably silent
on alternatives to sealed ponds #nd on the development of ultimate disposal
systems. In the summer of 1956, concurrent with the constructlion of Basin
F, Chemical Corps Engineering Command initiated engineering feasibillity
studies on a project for the development of a pressure Injection deep well
for the disposal of contaminated liquid wastes. However, the primary

purpose of a deep well at RMA originally envisaged by the Chemical Corps was
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for the disposal of waste by-product hydrochloric acid from GB production.
As late as May 1958 the Chemical Corps had no plans to proceed with the
construction of a deep well. Initial funds for the design and comstructlon
of a deep well were not obligated until September 1959. In all probability,
were it not for the impending litigation of suits agalnst the Army for crop
damage northwest of RMA allegedly caused by pollution of the alluvial
aquifer and political pressure which in 1959 lead to an evaluation of the
ground water problem by the U.S. Public Health Service and subsequent
assignment of responsibility for this problem to the Army, the deep well,
built in 1961, would never have been constructed. Engineering feasibility
studies on other methods of final disposal for contaminated liquid wastes at
RMA, e.g. multiple-effect evaporation and incineration, were not initiated

by the Army until the Spring of 1966.

On comments by the Chemical Corps on the Parson Report and modifications of
its recommendations., see D.A. Falck and N.P. Cochran, Chemical Corps
Engineering Command, "Review of Final Report, 'Disposal of Chemical Wastes,'’
Ralph M. Parsons Co.,” October 12, 1955, RMA 043 0102-0107; MAJ GEN William
M. Creasy, Chief Chemical Officer, "Project Request for Provision of
Production Facilitles Funds, October 26, 1955, RNA 005 1335-1338; E.S.
Conklin, Assistant Chief, Army Projects Division Military Construction,
Office of the Chief of Engineers, Memorandum re: Authorlzation--
Construction--Sealing Two Retention Ponds and Two Canals at Rocky Mountain
Arsenal to Division Engineer, Mlssour! River Division, Corps of Engineers,
February 9, 1956, RNA 005 1333-1334: also, Ralph M. Parson Co., Elpmal_Repork
Dispasai_of _Chemical HWastes. Bocky Mountain Arsenal, September 29, 1955, RNA
002 0928-1007. On the Chemical Corps Engineering Command feasibllity
studles for a deep disposal well at RMA, see LTC R.D. George, U.S5. Army
Chemical Center and Chemical Corps Materiel Command, lst Indorsement (Drafr)
to Letter (Oct. 24, 1956) re: Fluid Injection Disposal Well to Chief
Chemical QOfficer, [undatedl, RNA 006 0409-0411: Neil P. Cochran, Chief
Process Division Officer, Letter to Commanding Officer, Chemical Corps
Engineering Command, September 6, 1956, RNA 006 0407-0408: Chemical Corps
Engireering Command, "Rehabllitation, Conversion and Evpansion of Reserve
Plants, Project Request--FY53," October 1, 1956,: Nell P. Cochran., Chief,

Industrial Division, RMA, Summary of Telephone Conversat!on with L.E.

86




C-RMA-06D/CAR26-6.TXT.83
05/17/88

Garono, Chemical Corps Engineering Command, December 20, 1957, RMA 061 1785;
BRIG GEN H. Walmsley, Commanding General, U.S. Army Chemical Center and
Chemical Corps Materiel Command, 6th Indorsement to letter (July 19, 1956)
re: Recommendations of Chemical Corps Industry Advisory Council Sub-
Committee on Disposal of By-Product Hydrochloric Acid, March 31, 1958, RMA
061 1786-1787. On the original proposed location of the deep well near the
GB Plant, see PFC F.R. Ingraham and PFC P.T. Lucas, Chemical Corps,
"Progress Report Deep Well Disposal Project,” February 28, 1958, RNA 006
0432-0437. On the obligation of funds In 1959 for the design and
construction of a deep well, see Courtney Johnson, Assistant Secretary of
the Army for Logistics, Comment No. 2 to Disposition Form (September 11,
1959) re: Summary Sheet, PPF Request--Pressure Injection Waste Disposal,
P4211, FY 1960, October 7, 1959, RSA 005 0765-0766. On the status in 1959
of suits against the Army for crop damage stemming from ground water
pollution, political pressure on the Army and the assignment of
responsibility for ground water contamination north west of RMA by the U.S.
Public Health Service, see Hon. Byron L. Johnson, U.$. House of
Representatives, Letter to Neil H. McElroy, Secretary of Defense, June 12,
1959, REA 002 0869-0870; Arve H. Dahl, Acting Chief, Division of Water
Pollution Control, U.S. Public Health Service, Memorandum to Chief, Bureau
of State Services, U.S. Public Health Service, July 10, 1959, REA 007 0319;
Graham Walton, Engineering Section, Water Supply and Water Pollution
Reszarch Branch, U.S. Public Health Service, "Public Heaith Aspects of
Contamination of Ground Water in South Platte River Basin in Vieinity of
Henderson, Colorado. August 1959," November 2, 1959, RMA 062 0255-0282;:
“Briefing for Secretary Brucker on Rocky Mountain Arsenal Ground Water
Pollution,” November 30, 1959, RMA 006 0135-0142. On feasibility scudies by
the Army on non-basin and non-deep well methods of liquid waste disposal,
see E. Cerruti, et. al., U.S. Army Munitions Command, Minutes of Meeting re:
Industrial Waste Disposal at Rocky Mountain Arsenal, February 24. 1966, RIA
001 1750-1752: Revision No. 3. PEMA Provision of Industrial Facilltles
Justification, 4911.50127--Removal of Pestlcide Contamination in Upper and
Lover Derby and Ladora Llakes, July 5, 1966, RAA 003 0002-0015; COL John F.
Cay, Chief of Staff, U.S. Army Munitlons Command, Memorandum for Record re:
Meeting at Headquarters, U.S. Army Munitions Command 19 August 1966,

{undated], RIA 001 1913-1917.
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4/  J.0. Ackerman, Chief, Engineering Division, Omaha District, Corps of
Englneers, Memorandum re: Seallng of Retaining Ponds at Rocky Mountain
Arsenal to Commanding Officer, RMA, August 17, 1955, RMA 064 0161-0163; MAJ
GEN William N. Creasy, Chief Chemical Officer, "Project Request for
Provision of Production Facilities Funds.,” October 26, 1955, RNA 005 13353~
1338; J.0. Ackerman, Chief, Engineering Division, Omaha District, Corps of
Engineers, 2nd Indorsement to Letter (Letter June 22, 1956) re: Rocky
Mountain Arsenal Project for Sealing waste Reservolrs to Division Engineer,
Missourl River Division, Corps of Engineers, July 24, 1956, RNA 006 0320-
0321: J.O0. Ackerman, chief, Engineering Division, Omaha district, Corps of
Engineers, Letter to Kordite Co., January 25, 1957, RNA 006 0316; LT COL
Robert D. Brown, Jr., Executive Officer, Omaha District, Corps of Engineers,
2nd Indorsement to Letter (November 10, 1955) re: Sealing of Waste Disposal
Lakes--Rocky Mountain Arsenal to Division Engineer, Missouri River Division,
Corps of Engineers, November 18, 1955, RNA 006 0215-0217; H.F. Carey, Chief,
Army Projects Division Military construction, Office of the Chief of
Engineers, Dispositlion Form re: Sealing of Liquid Waste Retention Lakes--
Rocky Mountain Arsenal to Chief Chemical Officer, November 28, 1955, RAA 030
0016-0017.

5/ LT COL Robert D. Brown, Jr., Executlve Officer, Omaha District, Corps
of Engineers, 2nd Indorsement to Letter (November 10, 1955) re: Sealing of
Waste Disposal Lakes--Rocky Mcuntain Arsenal to Division Engineer, Missouri
River Division, Corps of Englneers, November 18, 1953, RNA 006 0215-0217:
“"Asphaltic Membrane is Used to Leakproof a Lake,” Engineering News-Record,
November 22, 1956, RMA 185 2209; Interview with George Donnelly, April 19,
1988: COL Sam Efnor, Jr. Commanding Officer, RMA, Letter to Commanding
Officer Chemical Corps Chemical and Radiological Laboratories, June 1, 1953,
RMA 064 0657: R.G. McChrystal, Project Manager, Parsons Co., Letter to J.O.
Ackerman, Chief, Engineering Division, Omaha District, Corps of Engineers,
June 16, 1955, RMA 064 0653-0655: Ralph M. Parson Col., "Outline of Findings
and Proposed Program on Survey of Disposal of Chemical Wastes from the Rocky
Mountain Arsenal,” July 19, 1955, RMA 060 2481-2490: Ralph M. Parsons Co..
“Waste Disposal Study for the Rocky Mountain Arsenal, Interim Progress
Report,” July 19, 1955, RMA 064 0600-0607: RMA (unsigned], “Status of Waste

Disposal and Water Conservation at Rocky Mountaln Arsenal,” August 18, 1955,
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PMA 061 2342-2345; Huffman Microanalytical Laboratories, “Results of Water
Analysis (Contract #RMA 401-2445), March 5, 1956, RMA 064 0587-0598.

6/ The underlying suppositions concerring the capacity of Basin F as
finally built to contain current and projected volumes of contaminated
liquid waste from Army and Shell operations of RMA has been the subject of
considerable controversy. The final design project for the construction of
Basin F was the fifth modification of the approved project for the sealing
of contaminated liquid waste basins at RMA. Although the Parsons Co.
recommended the sealing of 142 acres--a recommendation concurred in by the
Corps of Engineers--the Chemical Corps stood by its original projection,
developed during the summer of 1955, for a need to seal only a hundred acres
initially. Th=a initial approved project called for the sealing of Basin C
and 32 acres in Basin F, a total of 102 acres. 1In June 1956, a final
decision was made to seal a total of 92.7 acres in Bssin F only, because of
high costs associated with wet and unstable conditions in Basin C. However,
additional berms and dikes gave Basin F a holding capacity approximately
equal to that which would have obtained had the sealing of Basin C and Basin
F proceeded as planned. Interestingly, both the Parsons recommendation and
the Chemical Corps proposal presupposed a reduction in contaminated liquid
waste discharges frowm Army and Shell Operations to a combined total of under
200 gpm. Planning for the implementation of the necessary reductions in
discharges by the Army and Shell was completed in the summer of 1955. 1In
1955, the Parsons and the Chemical Corps estimated the average annual
evaporation rate af 2 gpa/acre. However, the Parsons Co. based its
calculation of th2 required amount of sealed acreage Lln part on a 1 gpm/acre
evaporative rate to provide & gaf~rv factor. Boch the Parsons Co. and the
Chemical Ccrps in tlz2irv respective calculations of necessary se<aled basin
holding capacity rook into account “round-out”™ projectlions on the production
of C.B. However, by the fall of 1957 "round-out” was dead and the
manufacture of GB at RMA had ceased. never to resume. See Ralph M. Parson
Co., Eipal_Repor:t_disposal_qf Chemical Wastes._Rocky Mountain_ acseaal,
September 29, 1355, RMNA 002 0928-1007: Ken R. White, Architect-Engineer,
“Drains and Impervious Blanket,” 16-01-03 (Sheet 1), June 14, 1956 (Revised
to Show As Built Conditions 2/1/57): Robert R. Kitchen, action Chief, Plants

Division, Chemical Cocrps Engineering agency, Memorandum re: Report of
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Conference on Site B Waste Disposal on 8 July 1955, July 11, 1955, RMA 069
0902-0905; John L. Traub, Chemical Corps Materiel Command and Louls E.
Garono, Chemical Corps Research and Engineering Command, Memorandum re:
Staff Study--Waste Disposal, RMA, July 12, 1955 RMA 061, 1985-1988; F.G. De
Angelis, Chief, Installations Branch, Chemical Corps Materiel Command,
Memorandum re: Raport of Conference, Rocky Mountain Arsenal Ground
Contamination, July 15, 1955, RMA 061 1973-1976; COL D.G. Grothaus,
Commanding Officer, RMA, Letter to Shell Chemical Corporation, July 25,
1955, 526001139793, RSH 884 1238; COL Carl E. Grant, Assistant for
Manufacturing, RMA, Letter to Commanding General, Chemical Corps Materiel
Command, August 9, 1955, RMA 061 2346-2347: RMA (unsigned], "Status Waste
Disposal and Water Conservatlon at Rocky Mountain Arsenal,” August 18, 1955,
RMA 061 2342-2345; George F. Donnelly, Chief, Engineering Office, RMA,
Disposition Form re: Sealing of Ponds at Rocky Mountain Arsenal to
Commanding Officer, RMA, October 7, 1955; D.Q. Falck and Neal P. Cochran,
RMA, "Review of Final Report Disposal of Chemical Wastes Rocky Mountain
Arsenal, Ralph M. Parson Co., October 12, 1955, RMA 043 0102-0107; MAJ GEN
William M. Creasy, Chief Chemical Officer, "Project Request for Provision of
Production Facilities Funds,” October 26, 1955; E.A. Conklin, Assistant
Chief, Army Projects Division Military Construction, Memorandum re:
Authorization--Construction--Sealing Two Retalning Ponds and Two Canals at
Rocky Mountain Arsenal, February 7, 1956, RNA 005 1333-1334; COL W.A.
Johnson, Commanding Officer, RMA, Memorandum re: Drains and Impervious
Blanket, Rocky Mountain Arsenal to District Engineer, Corps of Engineers,
June 4, 1956, RLA 009 1234; L.S. Bray, Omaha District, Corps of Engineers,
Memorandum re: Drains and Impervicus Blanket--Rocky Mountain Arsenal to
Chief, Engineering Division, Omaha District, Corps of Englneers, June 14,
1956, RMA 006 0322; History of Rocky Mountaln_arsenal, 1 April 1956 through
30 June 1956, RSA 012 1963: Irving B. Morgan, Office of the Chief Chemical
Officer, Memorandum ra: Deep Well Waste Disposal at RMA, October 19, 1957,
RMA 043 0351-0352; LT COL Fred Martin, Director for Facillities, U.S. Army
Chemical Center and Chemical Corps Materiel Command. lst Indorsement to
Letter (July 29, 1960) re: Request for Authority to Construct a Pressure
Injectlion Waste Disposal Well at Rocky Mountain Arsenal to Chief Chemical

officer, August 5, 1960, RAA Ol4 2027-2023.
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7/ On the cost for the constructlion of Basin F, see History of Rocky
Mountain Arsepal, 1 April 1956 through June 30, 1956, RSA 012 1963, L.S.
Bray, Omaha District, Corps of Engineers, Memorandum re: Drains and
Impervious Blanket to Chief, Engineering Divisions, Omaha District, Corps of
Engineers, June 14, 1956, RNA 006 0322.

Whether or not Basin F before it was lined in 1956 actually was used for the
disposal of contaminated liquid waste has been a controversial issue. In
early 1953, the Army faced a liquid waste disposal capacity problem of
considerable proportions. GB manufacture was in the process of being
initlated and as of the end of January 1953, unlined basins "A" and "B" were
full and overflowing and reserve basin "D” was nearly full. However, at
this point In time reserve basin "E" was empty. Between March and June
1953, the Army built two dikes in the northern portion of Section 26 and,
possibly, also the pipe and ditch connections from Basin F to the Sand
Creek Lateral downstream from Headgate 41. Between July and October 1953,
the Army built Basin C, enlarged Basin E., installed concrete overflow
structures and riprapped connecting ditches between basins "C", "D" and "E”
and modified the liquid waste ditch transport system from Basin B. Addendum
No. 1 to the Contract Specifications and the Drawings of Record for this
project prescribed the installation of a dike for the purpose of blocking
the Sand Creek Lateral at a point immediately downstream from Headgate No.
41 (the location at which the Army in 1953 built the canal connecting Basin
C with the Sand Creek Lateral). As of the completion of this project, all
liquid wastes flowing up the Sand Creek Lateral were diverted to Basin C at
Headgate No. 41. The "blocking” of the Sand Creek Lateral downstream from
Headgate No. 41 prevented auny liquid wastes from entering Basin F between
the fa.il of 1953 and the fall of 1955. Whether or not in the course of the
spring and summer of 1953 Basin £ filled to capacity. therehy forclng the
use of Basin F for the disposal of liquid wastes in the spring and summer of
1953 is unknown. No extant rescords eit™er confirm or deny this proposition.
On this issue see LT COL Donald P. Smit irxecutive Offlicer, RMA, letter to
District Engineer, Omaha District, Corps of Engineers. January 23, 1953, RMA
060 1779-1780: Eistory of 3acsy_Mountain_azsspal 1 april 1353 through 30
June 1953, RSA 012 2678: History of_2ocky Mountais_arsanal 1 July 1953

through 30 September 953, RMA 193 0012: History af_3cciy Mountsin_Arsenal
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1 January 1953 through 31 March 1953, RSA 012 2548: U.S. Army Chemical
Corps, "Contaminated Reservolr Plan,” E-2-1-6, May 6, 1953; Omaha District,
Corps of Engineers, "Addltional Reservoir Capaclty Contaminated,” 71-07-01
(Sheets 1,7), March 13, 1953 (Revised 11/12/53 to show as Built Conditlons);
Omaha District, Corps of Englneers, Addendum No. 1 to Specifications and
Drawings for the Construction of Additional Contaminated Reservolir Capacity,
Rocky Mountain Arsenal, Denver, Colorado, Serial No. ENG-25-066-53-164,
April 1, 1953, RMA 057 1186-1188.

8/ Since there are no extant copies of the contract specifications for the
construction of Basin F, only those details of construction which can be
extrapolated from period records and news accounts can be determined.
According to George Donnelly (Interview April 19, 1988), the Bureau of
Reclamation developed the specifications for the catalytically blown asphalt
membrane used to line Basin F. On what may have been the speciflcations for
the asphalt liner see C. Hipp, Acting Chief, Englneering Division, Omaha
District, Corps of Engineers, Letter to County of Milwaukee, Regional
Planning Department, April 17, 1957, RNA 006 0312-0313. On selected aspects
of construction see Ken R. White, Architect--Engineer, "Drains and
Impervious Blanket,” 16-01-03 (Sheets 1-3), June 14, 1956 (Revised to show
‘As Built Conditions 2/1/57): "Leakproof Bottom Underlies 100-Acre Lake Near
Denver,” HWorld-Herald, Omaha, November 11, 1956, RLA 009 0791; "Asphaltic
Membrane is Used to Leakproof a Lake,” Engineering Newsz-Record, November
22, 1956, RMA 185 2210; Ken R. White, Consulting Engineer, Office
Memorandum, March 19, 1956, RMA 064 0144-0147:; L.S. Bray, Omaha Districe,
Corps of Engineers, Memorandum to Chief, Engineering Division, Omaha
District, Corps of Engineers, April 25. 1954, RNA 006 0324-0325: COL D.G.
Grothaus, Commanding Offlcer, RMA, Memorandum of Telephone Conversarion with
John Traub, Deputy Director. Supply and Procurement., Chemical Corps Materiel
Command, October 3, 1956, A 060 1335-1386; LT COL Robert D. Brown. Jr.,
Executive Officer, Omaha District, Corps of Engineers, Memorandum to Chief
of Engineers, DJ2cember 20, 1756. RNA 006 0155-01567: H.A. Sikso., Omaha
Disteine Zurps of Enoineers, Memorandum to Mil. Des. 2ranch., Omaha

District, Corps of EZnginesrs. .Tiy - 177, 204 006 0309-0311.
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9/ Ken R. White, Architect--Englneer, "Drains & Imperv'ous Blanket Plan--
Profile (Lines 1 through 5)," 71-17-01 (Shs 1 through 9), June 14, 1956
(Revised to Show "As-Built” Conditions 2/1/57); Ken R. White, Architect--
Englneer, "Drains & Impervious Blanket Misc. Sections & Details Membrane
Blanket,” 16-01-03 (Sh 3). June 14, 1956 (Revised to Show ‘As-Bull:’
Conditions 2/1/57). CAPT Ernest J. Tinsley, Adjutant, RMA, Memorandum rce:
Staft Conference No. 31, October 26, 1956, RLA 009 0378-0384: CAPT Ernest J.
Tinsley, Adjutant, RMA Memorandum re: Staff Conference No. 33, November 2,
1956. RLA 009 0364-0370; CAPT Ernest J. Tlnsley, Adjutant, RMA, Memorandum
re: Staff Conference No. 36, December 7, 1956, RLA 009 0346-0353: N. S.
MacDonald, Recorder, RMA Memorandum ce: Program Review and Analysis

Conference, October 26, 1956, RLA 009 (685-0697.

10/ George F. Donrelly, Chief, Facility Engineering Divislon, RMA
Disposition Form re: Sealed Lake to issistant for Manufacturing, RMA, May
1, 1957, RMA 064 0089: H.A. Sikso. Omaha District, Corps of Englneers,
Memorandum to Mil. Des. B8ranch, Omaha District, Corps of Engineers, May 1,
1957, RNA 006 0309-0311: Elmer C. Zeorian, Deputy chief, Facility
Engineering Division, RMA, Disposition Form re: Disposal of Materials into
Chemical Sewer, August 15, 1957. RMA 064 01€0; Deposition of George
Donnelly, pp. 1402-1407.

11/ George F. Donnelly, "Summary Sheet” with attached Charts on
Contaminated Waste, (August 1943), RMA 063 1752-1764: LT COL William J.
Tisdale, Director of Industrial Operations, RMA, Memorandum to Omaha
district, Corps of Engineers, March 7, 17%64. RVA 007 1545-1549: Commanding
Cfficer, Edgewood Arsenal, Tele cre: Deep Well Operating lLevels o
Commanding Officer, RMA rebruary 13. 1946, RMA lu4 18427; "Project Eagle--
Phase II, Demilitarization and Disposal of the M34 Cluster at Rocky Mountain
Arsenal, Final Plan”, February 1573, RMA 100 1341-1489 (RIC=35136R01): 3-
1703 Spray Dryer Log, 7 Ocrober 1%73--13 March 1975.7 RMA 163 06493-0732. J.
Harvey Xnaus, Letter to D. F. Keating, Manager Finance, Shell Chemical Co.
with attached Memcrandum of Justification ARE C-354. "Lowry Evaporation
Ponds,” June &, 1273, RGH 390 04622-0471: COL John P. Byrne., Cormanding
Officer, RMA, Memorandum for Record ra: Plan .or Reduction of Liquid Was:e

Jisposal Probiem at RMA with attached "?lan o Assess and Quantify Ligquid
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Waste Disposal Problem at RMA," July 2, 1976, RAA 001 2325-2356, pp. 2329~
2337. On the diversion of Shell wastes to other disposal facilities, see
MAJ Clyde L. Friar, RMA, Summary of Actions on Odors from Sealed Lake,

April 17, 1958, RMA 062 1895-1896; LT COL Lawrence Dellinger, RMA, lst
Indorsement to Letter re: Disposai of Wastes--Rocky Mountain Arsenal to
District Engineer, Omaha District, Corps of Engineers, September 15, 1960,
RMA 060 1915; (Transcript) Preliminary Negotiations Rocky Mountain Arsenal--
Shell Chemical Co. for Contaminated Waste Disposal Contract, July 2, 1965,
RSH 856 0918-0940; LT COL Martin Burke, Commanding Officer, RMA, Letter to
0. M. Williams, Plant Manger, Denver Plant, July 30, 1965, RSH 917 1742-
1743; 0. M. Williams, Plant Manager, Denver Plant, 3uly 30, 1965, RSH 917
1742-1743; 0. M: Williams, Plant Manager, Denver Plant, Letter to Commanding
Officer, RMA. August 9, 1965, RMA 058 0202; J. C. Willett, Agricultural
Division, Shell Chemical Co., Memorandum of Discussion re: Denver Plant
Effluent Disposal, February 6-7, 1973, RSH 919 0025-0036; R. L. Torgerson,
Denver Effluent Project Coordinator. Memorandum of Discussion re: Denver

Plant Effluent Project, March 27, 1974, RSH 929 1261-1263.

12/ Allen L. McKinney, RMA, Memorandum for Record re:

Reduction/Elimination of Influent to Basin F, October 2, 1980, RMA_01§_05&7;
0552; Gerald L. Barbieri, Lead Process Engineer, RMA, "RMA—éNd%fg ;hd South
Plants Chemical Waste Systems--Background,” December 8, 1981, RMA 107 1257-
1259; William McNeill, Director, Technical Operations, RMA Memorandum to
Chief Plant Operations Branch December 9, 1981, RMA 228 0336B; David W.
Strang, Chief, Industrial Division RMA, Letter to Air Pollution Control

Division, Colorado Department of Health, December 31, 1981, RMA 228 0338-

-
T

0339. )

13/ CAPT William P. Gilley, U.-S. Army Environmental Health Laboratory,
Preliminary Report Sanitary Engineering Project No. 347E19-60/61 Industrial
Waste_Study Bocky Mountain_Arsenal. Calorado 3 Jupe=-22_ June 196Q. August
9, 1960. RSH 910 0484-0528. LT COL Lawrence M. Dellinger, Director of
Industrial Operations. RMA, lst Indorsement to Letter (25 Aug 60) re:
Preliminary Report, Rocky Mountain Arsenal, Colorado--Industrial Waste Study
to Commanding General, U.S. Army Chemical Center and Chemical Corps Materiel

Command, September 27, 1960, RMA 043 1065.

BEST AVAILABLE COPY
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14/ CAPT Ernest J. Tinsley, Adjutant, RMA, Memorandum re: Staff Conference
No. 36, December 7, 1956, RLA 009 0046-0353; MAJ N.H. Crandell, Assistant
for Manufacturing, RMA, Memorandum to Commanding Officer, Chemical Corps
Engineering Command with attached "Waste Disposal Report,” November 1, 1957,
RMA 065 1262-1265; LT COL Fred H. Martin, Director of Facilities, lst
Indorsement to Letter (29 July 60) re: Request for Authority to construct a
Pressure Injection Waste Disposal Well at Rocky Mountain Arsenal to Chief
Chemical Officer, August 5, 1960, RAA 014 2027-2028; LT COL Lawrence M.
Dellinger, Director of Industrial Operations, RMA, Memorandum to Commanding
Ceneral, U.S. Army Chemical Center and Chemical Corps Materiel Command with
attached Report on Waste Disposal,” October 3, 1960, RNA 009 0742-0746;
Rocky Mountain Arsenal, "Contaminated Storage, Drainage lLake 'A’ to Lake
'F'--Plan, Profile and Detalls,” E6-10-1l, November 6, 1956; Rocky Mountain
Arsenal, "Contaminated Storage, Regrading and Draining Contaminated Lake A’

Area Plan,” E6-10-6, May 7, 1958 (Last Revision, 12/10/59).

15/ CAPT William F. Gilley, U.S. Army Environmental Health Laboratory,
Preliminary Report Sanitary Engineering Project No. 347E19-60/61 Industrial
Waste Study. Rocky Mountain_ Arsenal. Colorado_ 3 June -_22 June 1260, August
9, 1960, RSH 910 0484-0528; LT COL Lawrence M. Dellinger, Director of
Industrial Operations, RMA, lst Indorsement to Letter (25 Aug ﬁ014rg;
Preliminary Report, Rocky Mountain Arsenal, Colorado-—Indhéf}igl‘haste Study
to Commanding General. U.A. Army Chemical Center and Chemical Corps
Materiel Command, September 27, 1960, RMA 043 1065; Deposition of Dewey
Augenstein, pp. 302-307; Deposition of William E. Adcock, pp. 437-443.

16/ John W. Reynolds, Chief, Plans Office, RMA"Rocky Mountain Arsenal Off-
Post Contamination Control Plan, May 30, 1975, RS?"OOS 2710-2743
(RIC#81320R05): Willtlam McNeill, Chlef Scientlst, RMA, Letter to Program
Manager for Demilitarization of Chemical Material. August 5, 1975, RSH 911
1309-1312: Commander, RMA, Memorandum to Program Manager for
Demilitarization of Chemical Materiel, August 21, 1975, RMA 0l6 1168:
Commander, RMA, Memorandum to Project Manager for Chemlcal Demillitarlzatlion

and Installatlon Restoration. February 4, 1976, RMA 056 1957-1959.
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17/ George F. Donnelly, "Summary Sheet” with attached Charts on
Contaminated Wastes, [August 19631, RMA 063 1752-1764; George B. Crane,
Chemical Plants and Processes Section, Directorate of Engineering and
Industrial Services, Trip Report to Director of Engineering and Industrial
Services, Edgewood Arsenal, May 28, 1965, RAA 016 0046-0050; N.P. Timofeeff,
Consultant, Memorandum to Chief Scientist re: Review Evaluation of Basin
F, June 29, 1976, RAA 001 2348-2350: COL John P. Byrne. Commanding Officer,
RMA, Memorandum for Record re: Plan for Reduction of Liquid Waste Disposal
Problem at RMA,"” with attached "Plan to Assess and Quantify Liquid Waste
Disposal Problem at RMA" July 2, 1976, RAA 001 2335-2347, pp- 2346-2347.

18/ C.L. Friar, RMA, Memorandum to Methods and Processing Branch, January
31, 1957, RMA 062 1891-1893; CAPT A.W. Spirarelll, RMA, Memorandum to GB
Plant Manager wita attached note, "What We Need to Know," February 20, 1957,
RMA 062 1888-1890; RMA, Monthly Waste Disposal Reports to Commanding
Officer, Chemical Corps Engineering Command, February 7, 1958, RMA 061 1747-
17485 March 10, 1958, RMA 061 1731-1732; May 10, 1958, RMA 061 1191-1192;
Louis Garono, Trip Report to Commanding Officer, Chemical Corps Engineering
Command, December 18, 1959, RAA 003 0434-0439; Floyd R. Thumme, Industrial
Instrument Repairer Foreman, Memorandum to Chief, Facilities Engineering
Division, RMA, June 3, 1958, RMA 065 1189; LT COL Lawrence M. Dellinger,
Director of Industrial Operations, RMA, Bi-weekly PrégEZSS Report--Water
Contamination Project, RMA to Commanding Ceneral, U.S. Army Chemical Center
and Chemical Corps Materiel Command, October 3, 1960, RNA 009 0742-0746.

19/ LT COL Lawrence M. Dellinger, Director of Industrial Operations., RMA,
2nd Indorgement to Letter (l4 Sept 60) re: Integrated Study on Ground Water
Contaminat {on--Rocky Mountaln Arsenal to Comjzﬁding General, U.S. Army
Chemical Center and Chemical Corps Material Command. September 30, 1960, RMA
050 1902-1903.

20/ Robert K. Hurt. Chief Engineer. RMA. Letter to Commander. U.S. Army
Acmament Command. Februacy 4, 1974, RMA 063 1582-1583.

2l/ COL John P. Byrne, Commanding Officer. RMA. Memorandum for Record re:

Plan for Reduction of Liquid Waste Disposal Problem at RMA with attached
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“Plan to Assess and Quantify Liquid Waste Disposal Problem at RMA," July 2,
1976, RAA 001 2335-2347, p. 2339.

22/ C.L. Friar, RMA, Memorandum to Methods and Processing Branch, January
31, 1957, RMA 062 1891-1893. Also see reference to Notes 14 and 15 above.

23/ RMA, [unsigned], "History of Waste Disposal Basins A and F,” [undatedl,
RMA 063 1815-1817.

24/ Nash Esquibel, Handwritten Notebook regarding Navy Clothing, REX 011
0421; Memorandum for Record from E.A. Kemper regarding Impregnite Removal
from Navy Clothing, 5 April 1966, RMA 201 1656-1658; Memorandum for Record
from D.A. Hulbort regarding stripping of Impregnated Navy Parkas with
Perchloroethylene, 6 FeBruary 1967, RMA 201 1631-1633; Personal
Communication with David Strang, Chief, Program Manager Staff Office,
Aberdeen Proving Ground, Maryland, 9 December 1986; Individual Project
Estimate, Contaminated Waste Line Addition, 26 February 1957, RMA 146 1126-
1127, Repor. on Waste Disposal Practices at locky Mountain Arsenal,
Department of the Interior, 30 September and 1 October 1968, p. 5, RCA 001
0082; Environmental ASsessment Statement, G.F. Donnelly, 22 September 1972,
RIA 012 0657; Sampling and Analysis of Influent to Basin F at~Rogkx_Mountéin
Arsenal, F.A. Jones, Jr., Project Manager for Chemical Démfiig;rization and
Installation Restoration, 25 through 31 January 1978, p. 3, RAA 018 2141:
USAEHA. Industrial Hygiene Survey No. 66-0232-77, Rocky Mountain Arsenal, 3-
9 November 1976, p. C-3, RMA 001 0062: Deposition transcript of ﬁ. Kondo,
Vol. I, pp. 16-20: M.J. Burke, Jr., "Interim Slituation Report Concerning
Current Press Story Suggesting Relationship Between Deep Well Operations at
Rocky Mountain Arsenal and Earth Tremors in the EEnver Area," December 8§,
1965, RIA 019 2133: Operating Manual VI, "Tank Farms, p. 44, RMA 181 0393:
"Materlal Balances, 1 July 1952 through 30 March 1957," RMA 262 1005-1146:
CB Branch Report No. 1, November 14, 1955, RMA 206 0198: A.W. Meetze, Cmlc.
Commanding. to LT COL Jack H. Vess. Letter, August 21, 1953, re: Repalr of
Chemical Sewer Line at RMA. RIA 001 0594-0595: Deposition transcript of D.L.
Way. Yol. I. p. 102: Depositlon transcript of E.C. Zeorlan. Vol. I, p. 51:
Final Report "Project Eagle 1 Bulk Mustard Demllitarization.” December 1975.

RMA 100 0h4?: “Cemiannual Historlcal Report.” ! July 1966 through 31

o7
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December 1966, pp. 39-40, RSA 015 2173-2174; Ibid; 1 January 1967 through 30
June 1967, RSA 016 0321 ; “Summary History of Rocky Mountain Arsenal 1942 -
1967," RIA 026 0320-0375; "History of Rocky Mountain Arsenal for the Period
1 January through 30 June 1969," p. 3, RSA 016 0233; Standing Operating
Procedure for Demilitarization of M-79 Cyanogen Chloride (CK) Filled Bombs,”
19 January 1966, p. 3, RMA 150 1123-1128; "History of Rocky Mountain
Arsenal,” May 1986, p. 14, RMA 052 0018: Standing Operating Procedure For:
Hydrazine, UDMH, Aerozine Storage and Blending Facility, March 24, 1972, p.
13, RMA 229 1167; Standing Operating Procedure for hydrazine, UDMH and
Aerozine, October 23, 1975, p. 12, RMA 228 0399; Standing Opersating
Procedure for Hydrazine, UDMH and Aerozine Operatioﬁs, November 1, 1978, pp-
55-56, RIA 025 1320-1321; "Wastewater Treatment System For Hydrazine Fuel
Mixing Facility at Rocky Mountain Arsenal,” October 30, 1978, p. 1, RMA 064
1427; J. Melito, Memorandum for Record, "Procedures for Treating the
Hydrazine Waste Pit,"” May 9, 1978, p. 2, RMA 081 0331; "Procedure for
Cleaning Ton Containers with Inhibited HCL,” RMA 067 1270; “Standard
Operating Procedure for Ton-Container Cleaning Prior to Refilling with
Redistilled GB, May 2, 1967, RMA 103 1586-88; "Operating Manual: GB
Manufactufing," October 12, 1956, Section III, "Bullding 1501 Operating
Procedures,” pp- 1-2, & 15, RMA 199 0889-0890, 0904; David L. Way,
Deposition Exhibit No. 19, flowchart, "GB Nerve Agent Productiqn"; Trautmann
Report, “History of Pollution Sources and Hazards at Roclk¥ ﬁbdﬁtgin
Arsenal,” by Casimir Kuznear, William L. Trautmann, September 1980, RMA 111
0376-0463, pp. 0392-0394, 0432; Final Report, Mustard Demilitarization. RMA
100 0649; R.EC. Boyle, Memorandum regarding Trip Report, December 15, 1975,
RMA 023 0346-0349; "Summary History of the Rocky Mountain Arsenal,1942
through 1967,” RMA 195 1145; Deposition transcript of D. Way, V. II, p. 412:
Parsons Report, dated September 29, 1955, Tabl® II, RNA 002 0928-2007, p.
0942; "Rocky Mountain Arsenal Quarterly Historical Report,” 1 January 1959
thrcugh 31 March 1959, p. 35, RSA 0l4 0793: ibid: 1 April 1959 through 30
June 1959, pp. 25026, RSA 014 0925-0926: Lbid: 1 October 1959 through 31
December 1959, p. 33, RSA 014 1084: "H Demil Report,” 22 June 1959, RMA 150
0887-0888: Deposition transcript of D.L. Way, Vol. I. p. 102: Deposition
transcript of J.A. Urslllo, Vol. I. pp. 73-74: Trautmann Report, "Hlstory of
Pollutlon Sources and Hazards at Rocky Mountain Arsenal.” by Casimir

Kuzneac. Wllllam L. Trautmann. September 1980, RMA 111 0376-0463. p. 0436.
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25/ Shell's Responses to U.S. Interrogatory No. 15, Exhibit A, Appendices A
and F; Deposition of J.A. Streich, Vols. I-III.

26/ Stanley A. Miller, Assistant Area Engineer, Omaha District, Corps of
Engineers. Memorandum to District Engineer Omaha District, January 17,
1957. RNA 006 0318; Ken R. White, Architect/Engineer, "Drains and
Impervious Blanket Grading Plan Reservoir F,” 16-01-03 (Sh 1), June 14,
1956, (Revised to show "As Built' Conditioms, 2/1/57).

27/ The tear in the liner occurred on the northwest perimeter between
coordinates N 30,400 E 13,100 and N 31,500 E 13,500 along a line parallel to
and four to five feet below the top of the dike (interview with George
Donnelly, April 19, 1988). On this event, also see references to Note 10
and George Donnelly, Chief, Facility Engineering Division, Disposition form
re: Monthly Waste Disposal Report to Chief, Industrial Engineering
Division, May 17, 1957, RMA 065 1279; J. O. Ackerman, Chief, Engineering
Division, Omaha District, Corps of Engineers, lLetter to George Donnelly,
Chief, Engineering and Service Division, May 10, 1957, RNA 006 0305-0307:
L. S. Sray, Omaha District, Corps of Engineers, Fleld Notes, (undated), RMA
064 0105-0108; George Donnelly, Chief Facility Engineering Division,
Disposition Form re: Installation of Rip-Rap for Protection of Slope at’
Reservoir F to Assistant for Manufacturing, June 20, 19577 £§A~06L 0090

J. D. Hartose, Installations Branch, Chemical Corps Materiel Command,
Memorandum for Record re: FY 1958 Project‘Request-—P&P 4211--Rip Rap of
Sealed Lake Chemical Project 243, September 30, 1957, RMA 043 (0787-0788.

28/ B GEN Fred J. Delmore, Commanding General, Edgewood Arsenal, Letter to
Commanding General, U.S5. Army Munitions CommanéivDecember 17, 1963,

RMA 057 1217-1218: Howard M. Hodge, U.S. Army Blological Laboratory,
Edgewood Arsenal, Letter to Gilbert M. McMasters, Chemical Engineer, RMA
with attached Memorandum re: Waste Disposal Problem at Rocky Mountain
Arsenal, April 1, 1964, RSH 855 0518-0524: CAPT Leroy H. Reuter, U.S. Army
Environmental Health Agency, Report of Reconnaissance Visit to Rocky
Mountain Arsenal, Denver., Colorado, 17-21 August 1964, RSH 925 2431-2436:
CAPT Leroy H. Reuter and lst LT William F. Milbury, Report_of_Industcial_
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Waste_Survey Project Na.. 347E19-59/66_Racky Mountain_Arsenal. Denver.
Colorada 9-21_ Fehruary 1965, September 29, 1965, RSH 978 1473-1522.

29/ See Reuter and Milbury, Note 28, above.

30/ Rocky Mountain Arsenal, "Lake F Area, Metering Station Plan, Sections &
Details, E6-10-2, February 6, 1970 (last Revision, 6/25/70). W. P. Bedman,
Director of Installation Services, MUCOM, Status Report re: Basin F Report
to Commanding General, MUCOM, June 1, 1970, RAA-015 1758-1759.

31/ LT COL. Gerald G. Watson, Commanding Officer, RMA, Letter to Colorado
Department of Health, May 27, 1975, RMA 012 1452-1452.

32/ COL John P. Byrne, Commanding Officer, RMA, Letter to U.S. Army
Armament Command with attached DD Form 1391, January 24, 1977, RMA 064 0512-
0513, 1058--1061; LT COL James J. Weiss, Director, Installations and
Services, U.S. Army Armament Materiel Readiness Command, 3rd Indorsement to
Letter (24 Jan 77) re: Repair of Reservoir F, May 16, 1977, RMA 065 1062.
See references to Note 39. COL Jochn P. Byrne, Memorandum for Record re:
Plan for Reduction of Liquid Waste Disposal Problem at RMA with attached
“Plan to Assess and Quantify Liquid Waste Disposal Problem at RMA," July 2,
1976, RAA 001 2335-2347; Rocky Mountain Arsenal, "Contaminétéé Waste Area,
Dike and Asphalt Liner Repair Plan and Section,” E3-18-1, July 2, 1976:
Rocky Mountain Arsenal "Contaminated Waste Area, Repalr of Reserve'- .°

E11-10-1, September 23, 1976.

33/ Gilbert McMasters, Chief, Injection Well, RMA: Disposition Form re:
Report of Ground Water Contamination to Chief, Engf;éering Division. RMA,
with attached Report of Ground Water Contamination, November 1, 1962,

RMA 061 2101-2109. The initial wells, suggested by Graham Walton, U.S.
Public Health Service, as a means of monitoring Basin F for leakage, may
have been in place as early as December 1959. See LT COL Oscar Adams, U.S.
Army Environmental Health Laboratory, Disposition Form re: Ground Water
Contamination Rocky Mountain Arsenal to Comménding Offlicer, U.S. Army
Enviconmental Health Laboratory., December 17, 1959, RAA 016 0506-0512.

Also, Graham Walton, Englneering Section, Water Supply and Water Pollution
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Research Branch, U.S. Public Health Service, "Public Health Aspects of
Contamination of Ground Water {n South Platte Rlver Basin in Vicinity of

Henderson, Colorado, August 1959," November 2, 1959, RMA 062 0255-0282.

34/ Lawrence D. Sherldan, Federal Water Pollution Control Administration,
“Report on Waste Disposal Practices at Rocky Mountain Arsenal, September 30
and October 1, 1963 (March 1969), RMA 014 1062-1071; LT COL John A. Bryan,
Commandlng Officer, RMA, Letter to Federal Water Pollution Control
Administration, May 13, 1969; George Donnelly, Director of Facilitles,
Letter to Commanding Officer, January 20, 1972, RMA 061 0997-0998, Wiillam
McNeill, Chief Scientist, RMA, Letter to Program Manager for
Demilitarization of Chemical Materiel, August 5, 1975, RSH 911 1309-13i2:
William Dunn, CDH, Memorandum re: Bob Shukle's RMA Report to Frank Rozich,
CDH, December 12, 1974.

35/ See William McNeill., Note 34 above, also AEHA, "Water Quality
Geohydrological Consultation No. 24-012-74, RMA, 30 July-~-3 August 1973.,~7
July 10, 1974, RAA 023 0734-0821.

36/ See references to tote 34 above.

37/ See references to lotes 18, 19, 20, 21 above.

38/ See references to Hote 21 above.

39/ R. U. Grozier. Geologic Survey, U.S. Department of the Intericr, Letter
to George Donnelly, September 21, 1970, RMA 063 1659-1660: William S. Dunn,
Colorado Department of Health. Memorandum to Frank J. Rozlch, Division of
Water Pollurion Control, June S5, 1270, RMA 065 1443-1438: U.S. Army
Munitions Command. “Continuing Report on Rocky Mountain Industcial Waste

Retention Capability (U),” (February 25. 19701, RIa 013 0234-0293.

4/ See references to Note 32 above: also Deposition of William McNeill,

pp. 760-762.
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41/ Grace Crooker, EPA, Chris Sutton, Colorado Department of Health, "U.S.
Environmental Protection Agency, Region VIII Waste Management Biranch RCRA
Inspection Repcrt,” August 30, 1982; Rich McRea, Project Engineer, Omaha
District, Corps of Englneers, Memorandum for Record re: Contract DACA 45~
82-C-0027, Liquid Waste Disposal Factility, Basin F, June 22, 1982, REX 003
0468; Cornerstone Bullders, Inc., “Two Week Construction Progress Schedule--
Week of 2-1-82 and week of 2-3-82," January 28, 1982, RMa 131 1630:
Cornerstone Builders, Inc., "Two Week Construction Progress Schedule--Week
of 2-15-82 and Week of 2-22-32," February 11, 1982, REX 003 0472;
Cornerstone Builders, Inc., "Two Week Constructlon Progress Schedule, Week
of 3-1-82 and week of 3-3-82," February 25, 1982, RMA 131 1627; COL John D.
Spence, Commanding Officer, USATHAMA, "Environmental Assessment: the
Elimination of the Liquid Content from Basin F at Rocky Mountain Arsenal,”
May 1981, RMA 012 0136-0154, pp. 0138, 0143-0144, 0150; Douglas W. Thompson
and Edwin W. Berry, RMA, "Resource Conservation and Recovery Act Basin F
Closure Plan,” June 1981, RMA 012 0257-0270, pp. 0261-0264; Omaha District,
Corps of Engineers, “Specifications for Constructicn of Liquid Waste
Disposal Facility Basin F, Phase I, Rocky Mountain Arsenzl, Colorado (Serlial
No. DACA 45-81-B-0233); August 17, 1981, RMA 012 0434-0475, pp. 0441, 0444-
0445, 0455-0459, 0460-0463, 0464-0458, 0471, 0474-0475; Cornerstone
Builders, Inc., "Environmental Protection Program U.S. Army Corps of
Engineers Contract No. DACA 45-32-C-0027 Liquid Waste Disposal Faclility

Basin F--Phase I, Rocky Mountain Arsenal, Commerce Clty, Colorado, December

1981, RNA 025 1759-1762.

42/ Declaration of David Strang before the United States Eanvironmental
Protection Agency, January 7, 1987: David Heim, Director of Installation
Services, RMA, Letter to David L. Anderson, Environmental Enforcemeunt
Section, Land and Natural Resources Division. U.S. Department of Justice,
January 12, 1937: COL Phillp D. Welnert, Area Engineer, Corps of Engincers,
DD Form 1354 (Transfer and Acceptance of Mtlitary and Real Property) re:
Contract No. DACA 45-32-C-0027, to Commander. RMA, July l4, 1982, RNA 025

1735-1739.
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APPENDIX 26-6-A

CHEMICAL NAMES, METHODS, AND ABBREVIATIONS

PHASE_I_ANALYTES_AND _CERTIFIED METHQDS

Analytes/Methads

VOLATTILE ORCANTC COMPQUNDS/GCMS
1,1-Dichloroethane
1,2-Dichloroethane
1.1,1-Trichloroethane (TCA)
1,1,2-Trichloroethane
Benzene
Bicycloheptadliene
Carbon tetrachlocide
Chlorobenzene
Chloroform
Dibromochloropropane
Dicyclopentadiene
Dimethyldisullide
Ethylbenzene
m-Xylene
Methylene chloride
Methylisobutyl ketone
o.p-Xylene
Tetrachloroethene (PCE)
Toluene
Trans l,2-dichloroethene
Trichloroethene (TCE)

SEMIVOLATILE ORGANIC COMPOINDS/CCMS

l.4-Oxathiane

2.2-Bis (para-chlorophenyl)-
l.1-dichloroetharnz

2,2-81s (pacra-chlorophenyl)
l.1.1-trichloroethane

Aldrin

Atrazine

Chlordane

Chlorophenylmethyl sulfide

Chlorophenylmethyl sulfoxtde

Chlorophenylmethy!l sulfone

Dibromochloropropane

Dicyclopentadlene

Dieldrin

Diisopropylmerhyl phosphonate

Synonymons Names
——-and_Abhreviations _

VoL

1.1-Dichloroethane
1,2-Dichloroethane
1,1,1-Trichloroethane
1,1,2-Trichloroethane
Benzene
Bicycloheptadiene (BCHD)
Carbon tetrachloride
Chlorobenzene
Chloroform
Dibromochloropropane |
Dicyclopentadiene
Dimethyldisulfide
Ethylbenzene
meta-Xylene

Methylene chloride
Methylisobutyl ketone
ortho- and/or para-Xylene
Tetrachloroethylene
Toluene

Trans 1l,2-dichlornethylene
Trichloroethylene

FXTRACTABRLE ORGANIC COMPOUMDS (EX)
1,4-Oxathiane

Dichlorodiphenylethane

Dichlorodiphenyltrichloroethane
Aldrtin

Atrazine

Chlordane

p-Chlorophenytmethyl sulfide
p-Chlorophenylimethy! sulfoxide
p-Chlorophenylmethyl sultone
Dibromochloropropane
Dtcyclopentadiene

DMeldrin

Nitsopropyimerhyl phosnhonate

A=l

01/29/88

Standard

Abhreviatious

Vo
11DCLE
12DCLE
111TCE
1127TCE
CBHG
BCHUPD
CcCLy,
CLC5“S
CHCLy
DBRCP
DCPD
DMDS
ETCrHsg
13bMB
CHoCL,
MIBK
XTLEN
TCLEE
MEC,lig
120CE
TRCLE

Svo
QXAT

PPDDE

PPDNT
ALDRN
ATZ
CLDAN
CrMs
CrHso
CPHS05
nBCP
nCPn
nLORN
DL
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@ APPENDIX 26-6-A
CHEMICAL NAMES, METHODS, AND ABBREVIATIONS
Synonymous Names Standard

Analytes/Methads -———and_Abbreviations__ Abbreviations
SEMIVOLATILE ORGANIC COMPOUNDS (CONT)

Dimethylmethyl phosphonate Dimethylmethyl phosphonate bDMMP

Dithiane Dithiane DITH

Endrin Endrin EMDRN

flexachlorocyclopentadlene Hexachlorocyclopentadiene (HCCPD) CLqCP

Isodrin Isodrin IS0DR

Malathion Malathion MLTHN

Parathion Parathion PRTHN

Supona 2-Chloro-1(2,4-dichlorophenyl) SUPOHA

vinyldiethyl phosphate

Vapona Vapona Dovp
METALS/ICP ICAP Ice

Cadmium Cadmium ) CD

Chromium Chromium CR

Copper Copper cu

Lead Lead p3

Zinc Zinc N

@ SEPARATE ANALTSES

Arsenic/AA Arsenic AS

Mercury/AA Mercury HG

Dlbromochloropropane/GC Dibromochloropropane DBCP

-2
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APPENDTX 26-6-A

CHEMICAL NAMES,

METHODS, AND ABBREVIATINNG

PHASE.II ANALYTES AND CERTIFIED METEONS

analytes/Methods

VOLATILE ORGANIC COMPOUNDS/GCMS
(Same as Phase I)

SEMTVOLATILE ORGANIC COMPOUNDS/CCMS
(Same as Phase I)

VOLATIT.E HALOCARBCY COMPOUNDS/GCCON
l.1-bDichloroethane
1,2-bichloroethane
1.1-Dichloroethene
1,1,l-Trichlnroethane (TCA)
1.1,2-Trichloroethane
Carbon tetrachloride
Chlorobenzene
Chloroform
Methylene chloride
Trans 1,2-dichloroethylene
Tetrachloroethene (PCE)
Trichiloroethene (TCE)

VOLATILE 17DROCARBON CCMPCUNDS/GCFID
Bicycloheptadiene
Dicyclopentadiene
Methylisobutyl ketone

VOLATILE AROMATIC COMPOUNDS/GCPID
Benzene
Ethylbenzene
m-Xylene
o.p-¥ylene
Toluene

ORCANCCHLORINE PESTICIDES/GCEC

2.2-Bts (para-chlorophenvl)-
l.l-dichloroethane

2.2-8is (para-chlorophenyl)-
l.l.l-trichloreoethane

Aldrtn

Chlordane

Dieldrin

Fadrin

Hexarhlurocyclopentadiene

Isodrin

Synonymous Namas
_.—apd_ahbbreviations __

VoL

EXTRACTABLE QRGANIC COMEM . 48 (FX)

PURGEABLE HALOCAREBONS (PHC)
l,1-Dichloroethaue
1,2-Dichloroethane
1,1-Dichloroethene
1.1,1-Trichloroethane
1,1.2-Trichloroethane
Carbon tetrachloride
Chlorobenzene
Chloroform

Methylene chloride
Trans l.2-dichloroethene
Tetruachloroethylene
Trichloroethylene

nced

Bicycloheptadiene (B8ClUD)
Dicyclopentadliene
Methylisobutyl ketone

PURGEABLE ARCMATICS (PaM)
Benzene

Ethylpenzene

meta-Xylene

ortho- and/or para-X-lene
Toluene

Dichlorodiphenylethane

Dichlorodiphenyltrichloroethane
Aldrin

Chiordane

fieldrin

Endrin

Hexachlorocyclopentadiene (NICCED)

Isodrin

a-3

6-6.APA. 3
01/29/88

Standard
abbreviatiogs

Vo

SVO

YHO
11DCLE
12PCLE
LLDCE
I11TCE
112TCE
cCrL,
CLCglig
CHCL;
CH9oClg
12bCE
TCLEE
TRCLE

HTDCEBN
BCHPD
pCPDH
MIBK

VAO
CgHg
ETC4lls
13nMB
XTLEN
MECgllg

oce
PPUDE

rennT
ALDRM
CLDAN
DLDRN
FMDRN
CL.CP
ISODR
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CHEMICAL NAMES, METHODS, AND ABBREVIATIONS
Synonymous Names Standard
4palytesiMethads ——-aud_aAbbreviations_ __ Abbreviations
ORGANOPHOSPHORNQUS PESTICIDES/CCHPD ORGANOPHOSPHORCUS COMPOUNDS (OQPC) opP
Atrazine Atrazine ATZ
Malathion Malathion MLTHN
Parathion Parathion PRTHN
Supona 2-Chloro-1(2,4~dichlorophenyl) SUPONA
vinyldiethyl phosphate
Vapona Vapona DDvVP
ORGANOPHOSPHORO!IIS COMPOUNDS/GCFPD NIMP orpC
Diisopropylmethyl phosphonate Diisopropylmethyl phosphonate nTMP
Dimethylmethyl phosphonate Dimethylmethyl phesphonate DMMP
ORGANOSULTHUR COMPOUNDS/CCFPD ) 0osc
l.4-Oxathiane 1. -Oxathiane OXAT
Benzothiazole Benzothiazole BTZ
Chlorophenylmethyl sulfide p~-Chlorophenylmethyl sulfide CDPMS
Chlorophenylmethyl sulfone p-Chlorophenylmethyl sulfone CPMSO,
hlorophenylmethyl sulfoxtide p-Chlorophenylmethyl sulfoxide CPMSO
@ Dimethyldisulfide Dimethyldisulfide DMULS
Dithiane Dithiane DITH
| METALS/ICP ICAP cr
% Cadmium Cadmium (oh]
| Chromium Chromium CR
Copper Copper cu
Lead Lend PB
Zlnc Zinc N
SEPARATE ANALYSES
Arsenlc/AA Arsenic AS
Mercury/AA Mercury HG
Dibromochlornpropane/GC Dibromochloropropane pece
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CHEMICAL NAMES., METHODS, AND ABBREVIATIONS
Synonymous Hames Standard
Avalyzres/Methods ———aud_abbreviatious___ Abbrevi~cions
ARMY ACENT NEGRADATICN PRODUCTS: ADP
ACENT PRONDUCTS/HPLC ThGCL
Chloroacetic Acid Chloroacetic acid ClLC2a
Thiodiglycol Thiodiglycol (TDG) TDGCL
ACENT PRODUCTS/ IOHCHROM MPA CRDP
Fluorcacetic acid Fluornacetic acid FC2a
Isopropylmethylphosphonic acid Isopropylmethylphosphonate IMPA
Methylphosphonic 1cid Methylphosphonate MPA
Melhads dbbreviations
Atomic Absorption Spectroscopy AA
Gas Chromatography/Conductivity Netector cceen
Gas Chromatography/Electron Caplurs2 CCE
® Cas Chromatography/Flame [onization Deracrtor Gerrn
Cas Chromatography/Flane Photornercic GCreD
GCas Chromatographv/Mass Svectrometry CCMS
Cas Chromatography/Nitrogen Phosphorons Detector GCHen
Gas Chromatngraphy/Photoionizaton Detector GCPID
High Performance Liquid Chromatography neLc
Inductively Coupled \rzon Plasma ICP. I1CAF
Ton Chromatography [ONCHROM
1-3
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APPENDIX 26-6-C
COMMENTS AND RESPONSES

™



UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION Vi
999 18th STREET - SUITE 500
DENVER, COLORADO 80202-2405

MAY v 2 1389

Ref: 8HWM-SR

Colonel W. N. Quintrell

Program Manager

AMXRM-EE Department of the Army

U.S. Army Toxic and Hazardous Materials Agency
Building 4460

Aberdeen Proving Ground, Maryland 21010-5401

Re: Rocky Mountain Arsenal, (RMA),
Task 6, Site 26-6, Draft Final
Phase I Contamination Assessment
Report, Basin F, November, 1987.

Dear Colonel Quintrell:

We have reviewed the above referenced report and have found
it to be satisfactory, pending the Environmental Protection
Agency's review of proposed Phase II boring locations after
liquid removal is complete. This finding is based on our overall
understanding of the subject document, plans for Phase II of the
Remedial Investigation, and the Interim Response Action for Basin
F. We expect the combinations of these actions will soon lead to
a major benefit for the environment, while sufficient evaluation
of the extent of the remaining contamination and of final
remedial alternatives is proceeding. Our contact on this matter
is Mr. Connally Mears at (303) 293-1528.

Sincerel%/igyrs,
/%/
Robeg;/i. Duprey, Director

Hazardous Waste Management Division

cc: Thomas P. Looby, CDH
David Shelton, CDH
Lt. Col. Scott P. Isaacson
Chris Hahn, Shell 0il Company
R. D. Lundahl, Shell 0il Company
Thomas Bick, Department of Justice
David Anderson, Department of Justice
Mike Witt, ESE

c-1 880990




Shell Oil Company

<o Hoime Raperts & OQwen

Suite 1800

1700 8roaqway

Denver, CO 80230
December 14, 1987

FEDERAL EXPRESS

Mr. Don Campbell

Department of the Army

Program Managers Office for Rocky Mountain Arsenal
Building E4585

bbl. Trailer

Aberdeen Proving Grounds, Maryland 21010-5401

Re: United States v. Shell 0il
Dear Mr. Camphbell:

Enclosed are sShell's technical comments on Site 26-6, Basin F,
Task 6.

Sincerely yours,

(! /47%

C. ¥X. Hahn
Manager, Denver Site Project

CKil/§y/14332

Enc.




ccC

(w/enclosure)

USATHAMA

Office of the Program Manager

Rocky Mountain Arsenal Contamination Cleanup
ATTN: AMXRM-EE: Mr. Charles Scharmann
Bldg. E4460, Trailer

Aberdeen Proving Ground, MD 21010-5401

Mr. Thomas Bick

Environmental Enforcement Section
Land & Natural Resources Division
U.S. Department of Justice

P.O. Box 23896

Benjamin Franklin Station
Washington, DC 200256

Lt. Col. Scott P. Isaacson
Headquarters - Department of the Army
ATTN: DAJA-LTE

Washington, DC 20310-2210

Ms. Patricia Bohm

Office of Attorney General
CERCLA Litigation Sectinn
1560 Broadway, Suite 250
Denver, CO 80202

Mr. Dave Shelton

Colorado pPepartment of Health
4210 East llth Avenue

Denver, CO 80220

Mc. Jeff Edson

Colorado Department of Health
4210 East llth Avenue

Denver, CO 80220

Mr. Robert L. Duprey

Director, Air & Waste Management Division

U.S. Environmental Protection Agency, Region VIIX
One Denver Place

999 18th Street, Suite 1300

Denver, CO 80202~24113

Mr. Connally Mears

U.S. Environmental Protection Agency, Region VIII
One Denver Place

999 18th Street, suite 1300

Denver, CO 80202-2413

c-3




Commert 1:
la. Page iv.
Executive
Summary

Respanse:

lb._Page_x.
second
paragraph.

Respaonse:

lc.__Page_ u:
third
paragraph

Response:

Conwent _2:
Pg. 1,
3rd paragraph

Respagse:

05/16/88

RESPONSE TO SPECIFIC COMMENTS
OF SHELL Ol1L COMPANY ON THE
PHASE I DRAFT FINAL TASK 6 REPORT
SITE 26-6: BASIN F

The text should state that this site investigation
sampled and analyzed only subsoil beneath Basin F liner.

In the last paragraph, the statement on the conditlon of the
liner In the western part of the basin and along the northern
part should be in the context of observations, e.g., liner
damage was observed In (few, some, no, etc.) locations.......
(Note that the 1982 WES investlgation, RIC#82350, reported
liner damage at two locations on the western perimeter of the

basin.)

All editorial comments noted. These sections have been
revised to be more consistent with the Scope of the Interim
Respouse Actlion. ‘

The text should state what will be done with overburden
soll liner and grossly contaminated soll excavated
during the interim response actlon.

Change "impermeable clay cap” to "low permeability clay cap.”

All editorial comments noted. These sections have been
revised to be more consistent with the Scope of the Interim

Response Action.

The estimated volume of 498,250 to 566,100 bank cublc
yards, consists of both Basin F subsoil and overburden.

The statement in the last sentence that a detailed sotl
investigation will be conducted after completion of initial
closure activitles conflicts with the text at 3.0 _Phase_lI
Survey (page 73) which states that the Phase II remedial
investigation will be done concurrently with lnterim response
actlon activities.

All editoria!l comments nnted. These sections have been
revised to be more consistent with the scope of the Interim
Actlon Response.

The sand unit discussed in the last two sentences is the
Slocum Alluvium.

Editorial change noted.




Comment_ 3:
p- .l.:
4th paragraph

Respanse:

Comment 4:
P 31
1.3 Hydrology

Respanse:

Comment _5:
p- 24, 2.2.1
Basin F Fluid

05/16/88

The alluvial/Denver contact 1s not always "marked hy the
appearance of weathered claystone or shale” especially Iln
the vicinity of Basin F.

The strike and dip of the Denver may be altered locally by
anomaly southeast of the basin.

The two "sand trends” reach a thickness of as much as 40 feet
and do "intersect the alluvium” under much of Basin F.

Editorial changes noted-

This section rellies primarily on studles done by the Army in
1977 and 1979 (RIC#81266R51 and #81266R15) to describe the
hydrology underlying Basin F. More recent, improved
understanding of this hydrology should be included in the
discussion, if 1t exists.

In the first paragraph, regional surface water flow in
Section 26 (s primarily to the northwest, not toward Basins
C, D, and E. '

The hydrologic information presented in this section is a
compilation of the most comprehensive data available during
the ezrly stages of the RI program. Data from subsequent
investigations, Including those undertaken during the RI will
be incorporated into the Study Area Reports (SAR’'s).

Editorial change noted.

“"Composition” should be substituted for "chemistry” in the
first line.

A more recent investigation of Basin F liquid parameters than
those listed In the ficrst paragraph was performed by Shell in
1986. Results of Shell’'s analysis were transmitted to
USATHAMA, Attn: Mr. D. Campbell by letter of November 21,
1986.

The discussion Iln this section, based largely on the 1978
Buhts and Francinques investigation of Basin F liquld and
sedlments uses the parametecs measured in 1978 to
characterize the present liquid pool in Basin F. Shell's
aunalyses of samplec taken {rom the Basin F liquid pool In
1986 show signtficanc changes in most all the parameters
discussed in Section 2.2.1. Primacily. concentration
parameters were marzedly high Ln 1936 compared to 197R.
undoubtedly due tn the large reduction in Basin F liquid
volume which has occurred over this time period due to
evaporation. Foc example., the 198671973 concentration
enhancement factors on some selected parameters are:

Total dissolved solids (3.54), TOC (2.8), COD (5.0X).
organic content (2.54). Concentration enhancement of

C-5




Response:

Cowment_&:

p- 35, 2,2,3
Groundwater
Charactertizatlion

Response:

Comment_7:
p- 38, last
sentence

Response:

LA VOU I LADNLU=OU s 1w - VO

05/16/88

sperific contaminants varled, probably due to phase
changes, chemical and biological reactions, weathering,
etc. Some examples: Aldrin (1.66X), dleldrin (5.45X),
DMMP (0.48X), chloride (2.5X), Phosphorous (5.8X),
Copper (5.8X pH of 1986 samples were 5.9-6.0 compared to
7.0~7-3 in most 1978 samples.

The shallower depths of Basin F liquid, and the large areas
of exposed overburden would contribute to less homogeneity In
the liquid presently within the basin. Contributing factors
would Include: less mixing, lncreased sediment/llquid
interchange, greater impact of precipltation events, etc.

The limited 1986 sampling suggests that this is the case.

The above information strongly indicates that remedial
actions should be based on contemporary characterizations of
Basin F media.

Editorial change noted.

The data referred to will be included in the North Central
Study Area Report. The following passage has been added to
the end of Sectlon 2.2.1: "The Buhts and Francingues
investigation was conducted more than 7 years before the
Phase I Remedial Investigatlion (RI). In this time period
evaporation has decreased the volume of fluld retained in the
bagin signiflcantly (Meyers and Thompson, 1982, R1C#82350R01,
Wilson, 1987), thereby further concentrating the analytes
contained therein. In addition, the decreased liquid depth
and the increased area of exposed overburden should have
induced limitations on mixing, while lncreasing the potential
for sediment/liquid interaction and precipitation of sollds.

The results of contemporary lnvestigations of Basin F fluid
and overburden composition., performed concurrently with the

RI program, will be presented in the RI Final Reports.”

Data on upgradlent Wells 26066, 067, 070, 071, 072, 074, 075.
085, 086, 127, 128, and 129 should be included In Table
26-6-3.

In the penultimate sentence of the last paragraph. note that
chloroform (29.9 ppb) was detected in Well 26140.

Editortal changes noted. Data (rom the wells listed have
been itncluded in Tabhle 26-h-3 and cited in Section 2.2.3.

Change to: ..... does not imply that Basin F is a_sourge or

the sole source.

Fditorial change noted.

~—




Comment _§:

p- 39, 3.1
Previous Soil
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Flgure 26-6-8
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Comment..10:
p- 41, First
full paragraph

WTIMMAT VM i W e
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Is 1t known which of the four soll types descrihed underlle
Basin F Proper?

In the second paragraph, the 1982 WES study does not include
Basin F llquid analyses.

The SCS survey does not classify the soil underlying Basin F.
To date no documents classifying the soll type(s) beneath
Basin F have been discovered by the RI team.

Correction noted.

The bulk analyses shown for the 0-1 foot interval of boring
11 is actually the analyses of overburden.

The CPMSO2 concentration in the 0-1 foot interval bulk
analysis of Boring 31 is shown in the WES report as 0.6 ppm,
not 0.016.

The 3-4 foot interval SWLP analyses for boring 2 is not
shown.

The bulk analyses shown on Figure 26-6-8 is not a complete
listing of compounds and metals described and reported by the
WES study. The text should explain the basis for selecting
the contaminants shown.

All corrections noted.

A passage has been inserted into the text explaining why the
WES results as reported have been limited to the analytes
shown in Figure 26-5-B.

Bulk_apalysis and SHLR_extract.apalysis should be defined.

In the flrst sentence. bulk analyses were conducted on six,
not seven, subsoil borings. (The bulk analyses shown on
Figure 26-6-8 for boring 1l is the analyses of boring 11
overburden, not subsoil.)

Contrary to what ls stated in the third sentence, aldrin. and
lsodrin were not detected hy bulk analyses of agy of the
subsoil samples.

In the fourth sentence:
3100 ppm aldrin is from analyses of Boring 31

overhurden., not subsoil.
530 ppm dleldein 15 from analyses of boring 11
overburden., not subsoil.

11 ppm L.1.2.2-terrachlornethane in the boring la
subsoil sample is not shown on Figure 2A-A-3.
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Comment_1L:
p- 43, second
paragraph

Response:
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"The SWLP extract results identified the same set of
contaminants, but at concentrations that are generally 2 to 5
orders of magnitude lower than the bulk sample™ (fifth
sentence). This statement is patently incorrect in several
respects. First, there is virtually no correspondence
between compounds detected in che SWLP extract results and
the bulk analyses of suboil. Furthermore, the SWLP extract
target analyte sulte in the 1982 WES study was limited to
only ten organic compounds and three metals. Thus, solvents,
which are the principal contaminants detected in the bulk
analysis of Basin F subsoil, were not even analyzed in the
SWLP procedure. The statement that contaminant concentrations
in the SALP extracts were 2 to 5 orders of magnitude lower
than those of the bulk analyses betrays a poor understanding
of these respective analyticai procedures and thelr purposes.
The SWLP procedure Is a purely pragmatic test to lndicate the
leaching potential of a soll. It does not in any way
indicate the level of contaminants in the soll sample:
therefore, comparison of the results of these two tests is
inappropriate and tlloglcal.

There is no discussion in this paragraph of the distribution
of metals as indicated by the WES study. Acrsenic and mercury
were detected in all SWLP extract samples. This should be
discussed.

All corrections noted. Section 3.1 has been revised to
include a more comprehensive summary of the 1982 WECS
investigation. All comments made have been considered during
revision of this section. ’

Along with a correlation of liner condition with soil
contamination, it 1ls equally as Iimportant to understand the
extent and location of liner fallure Iln order to determine
the volume of potentlally contaminated soil for removal
during interim actlon activities. This has not been
accomplished by this Phase I {nvestigation (see Comment 13
below). As a consequence, the extent of contamination of
soil proposed for removal during the interim actlon actlvity
ts highly speculative.

The sampling depths of the drainage ditch (boring 4639)
listed do not agrce with depths shown on Figure 26-6-9.

The RU team concedes that attempting to delineate lliner
condition over a 93-acre area using data from 72 Phase [ RI
and WES Borlngs and observation sites requires very broad
interpretation. However, this was judged to be the satest
and most practical approach to the problem given the
hazardous nature of the basin and the unstable condittons
thereln. The data gathered from these points were used to
dellineate areas within the basin to be excavated to the
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maximum depth helow the liner during the Interim Response
Action, and to generate preliminary estimates of the total
volumes overburden and underlying soil to be removed.

During the course of the Interim Response Action, a
comprehensive investigation of the liner conditions over the
basin area will be preformed as the liquids are belng pumped
out. Additional areas subject to excavation below the 6 in
minimum depth will be determined from this investigation.

Correction noted.

Were the sample borings and excavatlons sealed after sampling
to prevent infiltration of liquid into the subsoil?

All sample borings drilled within the basin were sealed with
cement-bentonite grout as described in the Task 6 Technical
Plan immedlately after the last sample was extracted.

The Phase I investigation indicates that severe contamination
of the subsoil is associated with liner fallure, and that
where the liner i{s intact, contamination may be quite limited
in depth and contaminants, i.e., liner condition is the
paramount parameter defining the extent of contamination
below the liner. The purpose of this investigation is to
define the extent of contaminatlon below the liner. Tet
there is practically no effort made in thls section or in
this report to analyze the observations of liner conditions,
to draw conclusions from this analysis, and to propose
further investigations which may be necessary to adequately
characterize the condition of the liner areally.

See response to Comment 11. Sectlon 3.2.5 discusses the
relationship between liner integrity and contamination in the
underlying soil. As explained above, a more comprehensive
Investigatinn to characterize liner condition areally is
being conducted during the interim response action.

What makes up the suite of metals and semivolatile organic
compounds which indicate liner leakage? The second sentence
suggests that the supplemental Phase I samples were analyzed
for a narrower suite of contaminants than used in the
“inittal” sampling., however., this is not i~dicated by the
data In Appendix 26-5-B.

How could a decision have heen made that agent testing was
not necessary when RMA operating records and other documents
wWere not avallable to the RI Team until atter completion of
Phase [ fleld activities (page 63. first paragraph)?

The suite of analytes constdered as Iadicative of liner
leakage included organochlorine pesticides. DCPD. and copper.

Therefore. the supplemental samples were analyred by Phase I
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methods for semivolatile organics and metals. This is
indicated in Table 26-6-12, 26-6-13, and Appendix 26-6-8.

Although the RI team did not have access to all exlisting
documents pertaining to Basin F when the Phase I RI was being
designed, numerous documents describlng disposal historles at
Basin F were available. These documents and Interviews with
RMA personnel indicated agent compounds were not llkely to be
present in Basin F. According to Dr. Elljah Jones, the RMA
Contamination Control Officer, the fluids in Basin F have
been sampled and analyzed for agent compounds on at least two
occaslions. No agents were detected.

“Liner overburden soil covers the remainder of the basin to
a maximum depth of 2 ft.” Actually, the liner is exposed
over large areas in the southern and eastcra portlons of the

basin.

Editorial comment noted. Field observations note the liner
was exposed at several locations in the southern and eastern
portions of the basin.

The dark-green crystals which cover most of the exposed
overburden should be analyzed.

Several years ago an unofficlal investigation of the
composition of the dark green crystals was performed by Dr.
Mike Witt, former Chief of the Environmental Division at RMA,
and his staff. Their analyses indlcated the crystals are
primarily composed of sodium or copper salts and copper
sulfate.

Comparison of soil discoloration comments in Table 26-6-10
with chemical analyses of respective borings indicates that
discoloration is not a dependable indicator of contamination.
For example, black discoloration was observed in boring 4626
to a depth of 4 inches whereas contamination was detected to
the 4-5 foot sample interval.

Soil disceoloration has been noted Iln these tables as relevant
information only. It 15 to be considered only as a possible
indicator that the discolored interval has been affected by
contaminated fluids.

The 'ocations of the liner observation sites are not
tdentified by site number on Figure 26--A~12, making 1t
impossihble %o attempt any lntecrpretation of the data. It
would also be useful to Indlcate the observed liner condittion
on Figure 26-6-12.

Fditortal comment noted. Figures 26-6-9 and 26-56-12 hove
been revised to include all liner observation sites, site
numbers. and whether damoge to the liner was noted.
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The similarities of contamination at the 0.1 fror interval
of the subsoil as characterlzed by the WES study hulk
analyses are slight. The reason(s) for this should be
understood since it could indicate an analytical problem or
be of significance with respect to the distribution of
contaminants at shallow levels. The followlng comment
illustrates the importance of understanding the reasons for
potential discrepancies.

The 1982 WES data are presented in this report as background
information only. The analytical methods and sampling
protocols used by WES are not the same as those employed by
the RI team. For these reasons the WES dazta should not be
compared to Phase I RI data. The methods used by the RI are
consldered to be the most accurate and comprehensive
practicable, and all analytical data have undergone thorough
QA/QC evaluations. The RI team stands by their data and
insists any discrepancies between WES and Phase [ data which
can be attributed to analytical problems are indicative of
deficiencies in WES's program.

“However, data also indicate that significant levels of
contaminants are present at depths greater than 3 ft
beneath areas having good liner integrity.”

Twenty-two of the fifty-six soll samples were from intervals
below 3 feet at locations where the liner was described as
intact. Of these twenty-two in only nine were contaminants
detected above the Indicator Levels (the nine include the
boring 4629 19-20 interval (xylene 0.4 ppm) and 39-39.5 foot
interval (MIBK 1 ppm). None of these nine can he descrihed
as having "significant levels of contaminants.” L.e., clearly
requiring remediation. Therefore, this conclusion is
unwarranted.

One explanation for contaminants at depths greater than three
feet beneath areas having good liner integrity is that the
historical record and aerial photos clearly demonstrate that
Basin F was originally constructed as an untined basin in
1953 to contain overflow from Basin D and also dlrect
discharge -from Basin A via the Sand Creek Lateral. (This
fact will be discussed in detail in the comments on the site
history.)

Annther possible explanation for contamination under areas of
good liner is overtopplng of the llner edge during perlods
when Basin F was full. The liner was exposed at several

locations along the Lop of the dikes.

The meaning of the word significant when used in this context
ls subject to many interpretations: therefore. this sentence
has been revised. “Significant” has been deleted and

replaced with "detecrable”.
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Comment_21:
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sentence
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At present the RT team has nnt yet unearthed any
documentation conclusively indicating the Baslin F area was
used or modified to serve as part of the unlined basin
network. The records and aerlal photographs referred to by
Shell will be reviewed by the RI team and any revisions to
the site history as presented in Section 2.1 considered
necessary will be included in the Phase II addendum to this
report and the North Central Study Area Report. If this
raview confirms Shell’'s contention, the possibility that soil
contamination below areas where the liner is intact is due to
previous disposal practices cannot be discounted.
Nevertheless, thls issue does not affect the Interim Response
Action or Phase II plans as proposed.

Comment noted. At present the RI team does not have any
documentation specifically indicating that the basin flutd
level ever overlapped the edges of the liner: however, 1t may
be possible that this has occurred at some time Ln the
basin’'s history.

It would be helpful to show on Figure 26-6-9 the location of
the April 1957 break in the liner along the eastern shore of
the basin.

In a recent conversation. Mr. George F. Donnelly. Former
chief of the Facilities Engincering Division at RMA Indicated
the tear in the liner occurred along the northwest-northern
perimeter of the basin where rip-rap had not been placed to
reinforce the dike or protect the liner. The approximate
location is given in Flgures 26-6-9, 26-56-10, 26-6-12.

“"To summarize, where integrity of the liner material ts poor
or questionable, elevated concentrations of a wide varlety of
organic contaminants occur in the soll column as deep as

20 fr."

This study casts almost no light on the vertical migration of
contaminants beneath damaged llner. Ouly one boring (4620)
was drilled to 20 feet at a site where liner damage was
observed and., as discussed earlier on page 72, the situation
at this location is confounded by a nearby major break in the
liner. Only one other borlng deeper than 5 feet (4527) was

located where the liner iantegrity is questlonable. This
boring indicates mensurable vertical migration of ontlv
soluble contaminants present at shallow depths. Therefore.

it Is not possihle to conclude {rom this study the depth to
which contamination has migrated undecneath damaged liner.

The Phase TI bhorings to bhe drilled within the basin aren
afrer the liner overburden and grossly contaminated subliner
soil have been excavited will further quantify the vertical
extant of contaminatinn in the unsaturated sot!l.
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C-RMA-06D/CAR26-6.APC. 13
05/16/88

This description of Basin F interim response action indicates
that the excavated basin will remain exposed, without
recontouring and capping, while the Phase II program lis
executed. This Is not consistent with Shell's understanding
of the interim response plan and, if pursued, could result in
the generation of a large amount of contaminated liquid to be
treated.

It should be noted in thls paragraph that burdcn, liner, and
excavated subsoil will be stabilized by solidiflcation prior
to temporary storage.

“"Impervious clay cap” should be changed to "low permeability
clay cap.”

Editorial comments noted. Thls section has been revised to
include a more accurate description of the Basin F Interim

Action Plan. The reader may also wish to refer to the RFP

(COE, 1987) and Froposed Work Plan (EBASCO, 1987) for this

effort.

Soil sampling within the basin will coincide with the interim
action activities. Before excavation of any part of the
basin interior is initiated, dikes will be coastructed of
noncontaminated material to prevent surface runoff from
coming in contact with any contamination. Any runoff that
does enter con:iaminated areas of the basln will be dlrected
to the North Surface Impoundment. The basin ltself will be
partitioned into discrete areas for excavation and treatment.
After a particular area has been excavated and the
contaminated material treated by solidification/absorpttion
and transferred to the waste pile, the soil sampling team
will enter the area and begln drilling. After sampling has
been completed. the area w 1l be sealed with a low
permeability clay cap.

Collection of shallow soil samples (0.0-0.5 feet) on the
eastern side of B8asin I 1s of questionable value due to the
sewer excavatlon activities. Sampling of solls in these
areas is of no value in determining 1f atr borne particles
from Basin F contaminiated the area Lf the previous activities
have elther removed the top soil or contaminated the top
soil.

The NASPE vector alonz which sampling has been proposed
extends across the traces of two sewer lines that once
connected Basin F with the deep well sucrface facillties. but

continues south of the support factilities area. The provosed
sampling points along this vector do not coincide with anv
areas that were disturhed during removal of these sewer llues
or demolition of the surface faciliities. The ML12PF vector

does not cross any areas affected by the removal of the deep
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well and surface facility sewers or treatment buildings. Of
the five vectors proposed for surflelal soil sampling, these
are the only two directed east of the basin.

For what reason will the Phase II boring plan for the basin
proper be determined after the liner, overburden and subsolil
have been removed? The Phase II boring program to
characterize the vertical and laterzl extent of contamination
in the basin interior is inadequately defined especlally
considering that this program ls closely integrated with
imminent Basin F interim response actlon activity. Only an
initial Phase 1I boring program {s summarized for estimation
purposes but without any discussion of its purpose or of an
implied followup Phase II program. This sectlon should be
expanded to describe the specific objectlves of the Phase II
survey and how these objectives will be met, includirg
integration with interim actlion activity.

The initlal boring program as outlined is clearly
insufficient to provide the necessary definition of subsoil
coentamination. Most of the Phase 1 borings in which elevated
contamination levels were detected did not penetrate to
uncontaminated soil, thus Phase I data reveals very little
about vertical contamination.

Also, because of the limited number of borings, the Phase I
data reveals little about the lateral pattern of
contamination around borings displaying extensive vertical
contamination. A substantial Phase II boring program is
indicated to define subsoll contamination. Consideration
should be given to performing more observations of liner
condition for the purpose of focusing the Phase II
investigaiion on areas most prone to liner damage.

A comprehensive survey of the liner condition will be
performed during the Interim Response Action. The results of
this survey will be considered with the data from the Phase I
investigations and the soil conditions encountered during
excavatlon In determining the actual depths and locations of
the Phase II borings. A primary concera of the contractor
conducting the Interim Response Action will be to implement a
Phase IL roring program which will provide more than adequate
coverage of the sirec.

The intent of rhe Phase TT borings within and ountside of the
basin is to provide data from which to design the final
remediation plan. Depending on the results of these borings.
additional horings/samples may be recommended during the
Feasibility Study (FS) to refine the final remediation plan.
The Phase [ program wias designed to identify arens where the
liner condition is generally poor or questionable and the
underlying soil is grossly 2nntaminated. The Phase I data
have been nsed to estimate areas in which subliner soil is to
be excavated to depth during the Interim Response Action.
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Cuided hy these estimates and the liner and suhliner soil
condltions encountered, the contractor will excavate grossly
contaminated subliner soill in each area to a maximum depth of
6 ft.

What is the logic for analyzing for arsenic and mercury only
at the 0-1 and 4-5 foot intervals? There has been
insufficlent characterization of contamination with depth to
presume knowledge of the distributlon of any specific
contaminant.

Mercury was not detected in any Phase I samples from below 0
to 1 ft. Arsenic was detected in concentrations above the
indicator range in 7 of 56 samples analyzed, 2 of which were
from the 9- to 10-ft interval; arsenic was not detected below
9 to 10 ft. As arsenlic is more likely to adsorb to soils
under oxidizing conditlions than somewhat more mobile
compounds. such as DIMP which are also indicative of Basin F
contamination, it was decided to limit arsenic analyses to
the 0- to 1-ft and 4~ to 5-ft intervals.

The proposed Phase II sampling program outside the basin
consists of 10 borings to 10 feet, 2 to 20 feet and 4 to

40 feet (water table). For the purpose of investigating
lateral and vertical extent of soll contamination (in the
vadose zone) immediately ad jacent to Basin F, it would be
preferable to use borings deeper than 10 feet. Also, some of
the borings should be displaced laterally from the fenece line
to investigate lateral migration.

The 10-ft borings, coupled with the 20-ft and water table
borings, are consldered adequate to characterize the vertical
extent of any contamination emanating from the basin. 1If the
Phase II results indicate more samples are necessary, this
1ssue will be addressed during the FS.

The 10-ft and water table (40 ft) borings outside the basin
will be offset at varying distances from the Basin F fence.

How will the Slte Geologlist determlne samples to he
analyzed by GC/MS? As previously noted, visual observation
is not a reliable indicator of contamination.

Tone Phase I GC/MS analyses will be performed only as an
asiunct to the quantitative Phase 11 GC method analyses. The
St'e CGeologist will declde which intervals to ke analyzed by
GC/¥S based on field observations and professional
discretion.

Phase T data are only siggestive of some areas of the basin
subsoi! which may be more contaminated than other areas.

ilu terver. Phase [ does not deflne either lateral or vertical
pacterns of contamination in any specific site or area.
Therefor:, Phase [ 1s of marginal value Ln defluing
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contaminated volumes and locatlons. Shell questions whether,
on the basis of Phase I data, the removal of subsoil durlng
interim response actlion provides any benefit to the
protection of human health and the environment beyond what
will be provided by removal of the sludge, liner and liquid,
recontouring and capping of the basin area and the
installation of an intercept system down gradient of Basin F.
Shell recommends that, in the absence of identified benefit,
no subsoil be removed during the interim response action.

Although the Phase I data are not extensive enough to allow
for precise determination of the total volume of potentially
contaminated subliner soil within the site area, the data
have identified varying degrees of contamination at several
locations. The areas where the soil is significantly
contaminated may be active or potential sources of
contamination to the underlying water table. The Iinterim
action will remove this contaminated soil to a maximum depth
of 6 ft along with the liner and overburden, because of the
possible threat to ground water. The interim actlon plan,
while it is not considered a final remediation plan, is
intended to alleviate any potential hazards to local
populations and wildlife posed by the basin. The contaminant
concentrations detected in Borlngs 4620 and 4626, for
example, are considered significant enough to warrant removal
of subliner soil with the liner and overburden.

The contamination levels detected in most of the few,
widely-spaced Phase I borings in the ncrthern and western
sections of Basin F (area identified in Flgure 26-6-12 for
6-1inch removal depth) do not indicate "gross™ or
“significant”™ contamination, i.e., obviously requiring
remediation of the soil. A decision to remove subsoil from
this grea is therefcre arbitrary.

The samples from the borings in the 6 inch removal depth area
did contain detectable amounts of contamination. Given the
nature of the equipment required to excavate this area, it
was consldered impractical to expect the contractor to limit
excavation to the bottom of the liner only. Therefore a 6
inch removal depth was estimated to give the contractor some

latitude.

On what basis is it concluded that the liner in this large
area ls "generally poor”? No data ls provided to support
this conclusion.

“The 6-ft minimum removal depth was selected for subliner
soil in thls area, because the soil s grossly contaminated
above thils depth.” Subsotl in the area described (south of
boring 4620 and east of boring 4640) is undoubtedly
contaminated at some sites. However., charactertzatlon of
this larze area as being grossly contaminated above the 6-
foot depth level 1s a complete unwarranted generalizatlon.
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Of the 17 Phase I borings in this area of Basin F, half
cannot readily be characterized as significantly
contaminated. Moreover, only three borings (4620, 4626,
4627) displaying the high levels of contamination were
sampled below the 2-3 foot sample interval. Thus, the
quantity of contaminated subsoil in the 185,700 to 229,500
bank cublc yards proposed for removal from this area are
questionable.

This section has been revised and the statements cited have
been deleted. Borings 4620, 4626, and 4627 are included
within the areas designated for excavation down to 6 ft. The
estimated volume of potentially contaminated soil to be
removed from these areas is 160,000 bey.

Observation points should be labeled on this figure.

Comment noted. Observation points have been added.

The estimated 1.5 foot average depth of overburden is
probably low. It is likely that the area covered by the
North Pool (and therefore not sampled) contains significant
volumes of precipitated solids and eroded soll from the
upstream beach areas. This pool areas comprises about 23.5
of the 93 acre basin area (25 percent).

Comment noted.

Reference 38 to 49 are missing as are 57 and those following
57. These references must be provided for review.

These references have been provided.

Cc-17




STATE OF COLORADO

COLORADO DEPARTMENT OF HEALTH

o 4210 East 11th Avenue

Denver, Colorado 80220
Phone (303) 320-8333

March 16, 1988 Roy Romer

Cavernue

Thamas A. Vemon, M.D
Executive Director

Mr. Donald Campbell

Office of the Program Manager

HMA Contamination Cleanup

AMXEM--EE, Building E4460

Department of the Army

Aberdeen Proving Grounds, Maryland 21010-5401

Re: Task 6, Site 26-6, Basin F, Contamination Assessment Report

Dear Mr. Campbell:

Enclosed are the State'’s comments on Task 6, Site 26-6, Basin F,
Contaminat ion Assessment Report. -

While the Stale believes thal the Army hus made an effort to identify the
contamination in and around Basin F, the Stute has twe principal coucerns
regarding this CAR. The first is thal Basin F is a RCRA regulated

B facility and, therefore, must be closed in acecordance with the Colorado
Hazuardeus Waste Management Act. The State’s second major concern is that
the Phase I investigation of Basin F did not adequalely define the nature
and extent of contamination and the proposed Phase 1T will not fill in
the data gaps remaining from Phuse T. The Army must identify all
conlaminants found in and around Basin F, and must define the vertical
extent of soil contumination beneath the basin.

If you have any questjons, please contacl Mr. Jeff Edson with this
Division.

Sincerely,

Dt -

David C. Sheltén

Director

Hazardous Materials and
Waste Management Division

DCS:nr

ce: Michare] Hope, Attorney General's Office
Chris Huhn, Shell 01l Company
Connallyv Mears, U.S. Environmental Protection Agency
David Anderson, Department of Justice
Edward McGrath, Holme, Roberts and Owen
Mike Gaydosh, 15.S. Environmenial Protection Agency
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RESPONSES TO SPECTFTC COMMENTS OF
COLORADO DEPARTMENT OF HEALTH ON THE
PHASE I DRAFT FINAL TASK 6 REYORT
SITE 26-6 - BASIN F

It is the Army’'s position that Basin F is not a RCRA-regulated facility and
therefore is not under the jurisdiction of the Colorado Hazardous Waste
Management Act. Closure of the basin wlll be effected after the Remedial
Investigations and Feasibility Studies have been completed and the Record of
Decision (ROD) has been reached.

The analytical methods and target analytes used during the Phase I investigation
were determined based on RMA operations, records, and site historles available
during the initlal stages of the Remedial Investligation (RI). These methods and
analytes were judged to be the most comprehensive and cost-effective avallable to
adequately assess the contamination present at RMA. Although subsequent record
searches have revealed the possible presence of contaminants not on the original
target analyte list, these compounds are considered to be minor components of the
total volume of aqueous wastes disposed in the basin. The target analyte lists
used during the Phase I and II investigations include all ma jor contaminants
suspected or found to be present in the basin. However, the investigation of
this site Is a continuous process and subject to revision where considered
necessary. At present the RI analytical methods are being evaluated and may be
expanded during subsequent FS investigatlon(s).

The vertlcal extent of soil contamination heneath the basin will be adequately
defined by the Phase II RI sampling outside the basin fence line and sampling
performed within the basin coincident with the Interim Response Action {(IRA).

General Comments

Comwent_l: This 26-6 Contaminatlion Assessment Report (CAR) for Basin F
includes information describing the closure of Basin F.
Information concerning the closure of Basln F should not be
included in a CAR.

Response: The information provided in the Executive Summary and
Sections 3.3 and 3.4 of this CAR describe the Interinm
Bespanse Action (IRA) which should not be construed as a plan
for the closure (flnal remedtatlon) of Basiun F. As Phase 1I
sampling within the basin will be driven by the IRA, {t lIs
appropriate to descrlbe this program in the CAR.

Comment_2: The Phase I investigatinn did not accurately deflne the
nature and extent of Basin F contamination because a
systematlc sampling grid was not used for boring locations.
Therefore, the interior of the basin was not adequately
sampled or represented in the conclusltons of the Basin F
Phase I investigation.

Responses The Phase I boring locations and sampling depths were
originally presented in the braft Final Task 6 Technlcal Plan
(ESE, 1985. RIC#86233R05). The Draft Flnal version of this
plan was submitted to all Partles and the State for comment
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@ Seprembher 13, 1985. CNH comments were received Novemher 19,
1985. These comments dld not question the adequacy of the
Phase I boring program at Basin F. The State is requested to
describe how a systematic sampling grid would have allowed
for a more accurate definition of the contamination within
the basin. The Army agrees that the basin Iinterior was not
adequately sampled during the Phase I investigation: for this
reason a Phase II program coincident with the IRA has been
proposed- Borehole locations and sampling depths will be
determined by the contractor performing the IRA.

Comwent_3: A complete GC/MS scan of all chemical analytes must be done
because of the complexity and the chemical diversity of the
contaminants in the basin. The CAR lists many chemicals
known to be disposed in Basin F that were not analyzed in
Phase I. RCRA and the Colorado Hazardous Waste Management
Act require that a complete analysis be done on the
impoundment prior to closure to identify all contaminants

present.

Responses See preceeding response to the generalicomments made Lln the
cover letter.

Comment _4: The Phase I investigation failed to define the vertical

extent of contamination in the basin. Several samples In the
@ Phase I investigation stopped at levels where contamination
in the thousands of parts per million were detected. MNo
follow up in these areas was proposed in Phase II. A
complete definition of the basin’s contamination must be done
prior to closure to assure that the closure will mitigate
ground water and soll contamination.

Besponses Phase II sampling within and cutsice the bhasin will extend to
the water table. The RI soil data in conjunction with ground
water data and future FS data will be used to determine the
final remediation of the basin.

Comment_3: A majority of the removal depths of the Basin F underburden
s based on liner integrity. However, the report states that
the asphalt liner may not have been impermeable to the Basin
F liquids. Therefcre, the criteria used In the determination
of removal depths must be chemical specific action levels,
not 42 visual observation points.

Stmilarly, the "grossly contaminated” determination must bhe
based on clean up levels agreed to by all MOA partles, not an
aroltrary depth based on visual observation.

Respanse: The depths to which underburden soil will be removed or
remedlated during closure ~ill be determined based on
cllemical-specific action levels. These action levels have

% not yet heen defermined.
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Soil remnval during the TRA will be gufded by discoloration
as an indication of gross contamination. This, coupled with
the other facets of the IRA will alleviate any immedlate
hazards to local populations and wildlife posed by the basin.

The Phase I and Phase II investigatlons do not adequately
address the soils beneath the standing liquids in the basin.
A complete sampling program must be implemented in this area
of the basin after the liqulids have been removed.

A comprehensive basin-wide sampling program will be performed
by the contractor implementing the IRA.

The CAR states that the Alluvium and Denver Formations

are "not hydraulically connected”. This statement is not
true. Similarly., deeper Denver units all have some degree of
hydraulic connection. The CAR must be changed accordingly.

Section 1.3 of the CAR presents the results and conclusions
of WES's 1979 study of the hydraullc relationships between
the alluvium and the Denver Formation (WES, 1979,
R1C#81266R15) at Basin F. The WES report concluded that the
upper Denver Formation Sand Trend A the alluvium were in
direct hydraulic contact southeast of Basin F and continue to
interact underneath the basin (downgradient) and beyond.
Deeper Denver Sand Trends B and C are separated from the
overlyting Sand Trend A hy low permeability siltstones and
claystones which effectively restrict the flow of flulds
between sands, thus resulting in different water levels in
monltor wells lsolating the individual units. GClven this
information, WES concluded Denver Formation Sand Trends B and
C are not hydraulically connected to the alluvium beneath the
basin, but are updip where they subcrop agalinst the alluvium.

The Remedial Investigarion is currently evaluating the
interaction of the alluvial and Denver Formation aquifers and
within the Denver Formation.

Please submit a list all chemicals and/or wastes and

their volumes placed in the basin after 1981. The CAR should
include the most recent analytical results from sampling the
basin’s liquids-

Section 2.1.7 of this CAR states the vitrified clay chemical
sewer line extending from the South Plants through Sections
36 and 26 was evwcavated in winter/spring 1982 and dispnsed in
the southeast quarter of the basin. Approximately 9700
llinear feet of crushed pipeline and 3200 hcy of potentially
contaminated soil were excavated and placed iln a prepared
storage area just north of F-1. Other than the chemicnl
sewer line and surrounding soil, the historical record does
not mentlon any documented instances where chemicals and/orc
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waste materials were disposed in the basin after 1981. The
most recent analysis of Basin F flulds was performed under
Task 17 of the RI. These data wiil be incorporated into the
North Central Study Area Report as they become avallable.

The report contends that the Buhts and Francinques 1978
report is the most comprehensive study of Basin F to date.
That report is lncomplete in that [t does not address all
target compounds presently being studied, and does not
attempt to identify any nontarget compounds found on the
GC/MS. The Phase II investigation must fill In these datla
gaps to complete the interior of Basin F liquid and soll

characterization.

The Buhts and Francinques report was the most comprehensive
study of Basin F available at the time this document was
being prepared after Phase I of the RI. The results of this
study are presented as background information only. The Army
has recognized the incomplete nature of this report, hence
the need for the RI/FS programs.

The Phase II investigations inside and outside the basin area
will use the most comprehensive analytical methods available
to further characterize the soil down the water table.

Analysis of the Basin F fluid has been performed under
Task 17. These data will be used in future FS investigations
to determine a final remediation plan for the basin.

Table 26-6-6, entitled "Average Organic Contaminant
Concentratlons, Basin F Fluld” lists chloride and sulfate as
beting organic contaminants. These chemicals are not
organics. The table should be changed accordingly.

Correction noted.

The CAR indicates that samples were taken from a 5 foot

wide drainage ditch (locatlion 4639) outside the Basin F
fence. However, the CAR does not describe where the samples
were taken or at what depths. This informatlon must be
included in the CAR.

Section 3.2.1 of the CAR clearly states that 3 samples were
obtalned at from the western side of the dralnage dltch at
0.7, 1.7, and 2.4 ft below ground surface. The dltch and
sample locatlon (4639) are shown in Figures 26-6-9 and 26-H=
10: analytical results and sample depths are also gilven in
Figure 26-6-9 and Table 26-6-13. The State is requested to
review rthese documents more thoroughly hetare making comments
nf this nature.

Table 26-6-10 indicates that soil discoloration is
observed only to four inches beneath the liner from sample
4626. Comparison of this obhservation chart to the
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g contamination distrihurion chart (Tahle 26-A-13) shows
extremely high concentrations of contamination at the 4- to
5-ft level. This comparison establishes that discoloration
of soils is pot an indicatlon of contamination. Therefore,
using soil discoloration as means of determining excavatlon
depths is inappropriate and must not be used as a removal
criteria.

Respanse: The comparison cited does not estabhlish that discoloration of
solls Is not an indicattion of contamination, but rather that
the lack of discoloration does not necessarily indicate the
soll 1s uncontaminated. The fact remains that at this site
discolored solls have invariably bean affected by
contam.nated fluids.

The interim response action is designed to alleviate any
immediate threat to indigenous populations and wildlife posed
by the basin. To this end, the liquids are being pumped into
storage tanks: the overburden, liner, and some of the grossly
contaminated underlying soil, possibly saturated with
contaminated fluids, will be excavated and solidifled/
stabillzed: and the entire site will be regraded and sealed
with a very low permeability cap. This will effectively
prevent any continued percolation of contaminants to the
water table from the basin fluids or by infiltration of
a precipitation/runoff thronga the contaminated soil. 1In
addition. a ground water treatment system will be emplaced
downgradient.

Soll discoloration will be used to determine excavation depth
of contaminated soll as this Is the most efficlent and cost-
effective criterion. The sealing of the site and the
installatlon of the ground water treatment system will
prevent the contaminated soill remaining at the site from
being a possible danger to ground water users downgradient
until a fipal remediation plan can be effected.

Caomment_7: The CAR does not identlfy the dark green crystals

p- 46 present throughout the basin. A complete analysis of these
salts s necessary because of their potential to be wind
blown.

Respapse: Several years ago an unofficial investigation of the

composition of the dark green crystals was pecforned by Dr.
Mike Witt, former Chief of the Environmental Division at RMA.
and his staff. Thelir analyses indicated the crystals are
primarily composed of sodium or copper salts and copper
sulfate. These crystals will be removed uand
solidified/srabilized along with the basin overburden during
the Interim Response Action.

Comment_3x Table 26-A-11 lists Phase I liner observations. but
p. 47 glves nc indication as to where these observations were made
{n the basln’'s intecior except for the few areas where soll
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samples were taoken. Trying to identify areas where the lliner
integrity is poor s not possible without knowlng where these
observation points were located. A map charting the polnts
should be included in the CAR.

Figures 26-6-9 and 26-6-12 have been revised to include all
liner observatlon sites, site numbers, and whether damage to
the liner was noted.

Please explain how matrix effects prevented precise
quantification of the amounts of contaminants present at
concentrations greater than 25 ppm.

In the analyses referred to the matrix analyzed (soll) was
heavily contaminated with numerous volatile and seml-volatile
compounds at concentrations high enough to interfere with the
target peak as read from the GC/MS screen. As a result, the
sample had to be diluted untll discrete, identiflable,
analyte-specific peaks could be obtalned. The dilution
necessary to accomplish this precluded precise quantification
of the analyte concentration beyond a minimum value.

Boring 4261 should read 4621.

Correction noted.

Nontarget semivolatiles detected are In fact target
volatiles and should be tdentified as such.

All nontarget compounds detected by the semi-volatile method
which have been tentatively identifled as target wvolatlile
compounds are included in Table 26-6-14 and mentloned in the
text. Nontarget identifications are tentative: for this
reason, nontarget detections are not included in.

Figure 26-6-9.

Table 26-6-14 lists very high concentrations of

nontarge: compounds, particularly in Borings 4620, 4643 and
4644. Levels of contaminatlion as high as 800 ppm cannot be
ignored- Identificattion of all nontarget analytes must be
performed on the Basin F contaminants to help design the
proposed ground water treatment system to be placed
downgradlent of the basin.

The Army racognizes the importance of identifying all
nontarget compounds detected. The RL analytical program is
currently being evaluated with respect to nontarget
detections. Future investigarinns will incorporate more
comprehensive analytical methods which should include
expanded target analyte lists and improved procedures for
nontargelt itdentiflcation.
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The CAR states that "the liner may have remained partially
effective in reducing or preventing migration of Basin F

fluid downward into subsurface soll”. The CAR also states
that “mast elevated contaminant levels are generally found in
areas where the liner "is damaged”. However:. the lntegrity

of the linear ls a driving factor in the proposed removal
depths of underburden. Removal depths of the basin's
overburden must be based solely on the extent of chemical
contamination, not on the integrity of the liner.

The depths of which the underburden soils will be remedlated
during final closure of the basin will be determined from the
extent of chemical contamination. Areas within the basin
designated for underburden removal down to 6 ft during the
Interim Response Action were based on areal estimates of
liner integrity and Phase I analytical results. Outside of
these areas underburden removal will be a minimum of 6 inches
but subject to extension to a maximum depth of 6 ft where
soill discoloration ils encountered. A more thorough
investigation of the liner condition throughout the basin is
currently being performed in conjunction with the Interim
Response Action. The results of this investligation will also
be considered in determining additional areas to be
designated for the maximum 6 ft underburden removal.

Determination of removal depths based on llner lntegrity and
soil discoloration was judged to be the fastest and most
cost-effective method. As the intent of the Interim Response
Action is to remove the immediate threat of Basin F to local
populations and natural resources as quickly as possible,
this method was considered approprlate.

The CAR does not specifically identify the location of

the large tear found in the liner in Apcil of 1957, but does
indicate that significant amounts of contaminants may have
been introduced into the soil during this time. Please
identify the location of the tear and the sampling and
proposed excavation depths proposed for this area.

In a recent conversatlion. Mr. Ceorge F. Donnelly, Former
Chief of the Facilities Engineering Division at RMA,
indlcated the tear in the liner occurred along the northwest-
northern perimeter of the basin where crip-rap had not been
placed to reinforce the dike or protect the liner. The
approximate location s given in Figures 26-6-9. 26-6-10. 26-
6-12. This area has presently been designated for removal of
a minimum of 6 inches of underburden. Actual underburden
removal depths will be bhased on liner conditions discovered
as the averhurden and lire~- are errcavated and soil
discoloration encountered.

The proposed Phase T investigation appears to be too
limited and w11l not ftil tn the data gaps left from the

Phase 1 tnvestlgation. The CAR states that the number of
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borings, locaiions, depths and sampling intervals for Phase
II will be determined after the liner overburden and
underburden has been removed. Thus, visual observatlons will
drive the Phase II investigation. Visual observations,
(l.e., black discoloration) cannot be the basis for
identifying soll contamination. A systematlic sampling grid
must be used In Phase II to accurately assess the soil
contamination.

The Phase II boring program within the basin proposed in
Section 3.3 is given for estimation purposes only: the actual
boring program will be determined as the Interim Response
Actlon progresses. A primary concern of the contractor
performing the Interim Response Actlon will be to implement a
Phase II boring program which will provide more than adequate
coverage of the site. Actual boring locatlons and sampling
depths will be decided from Phase I analytical data in
addition to liner conditions and soll discoloration
encountered. This does not imply that the Phase II program
will be based on visual observatlons only. Boring depths, for
example, will be dependent on actual depth of underburden
removed. Boring spacing will be designed to investigate the
entire site, but borehole density will be increased in those
areas where standing liquid had prevented Phase I sampling,
and where extensive liner damage and/or soil discoloration
were noted-

Phase II will be used to determine the nature and extend

of soil contamination {n the area of the basin currently
under liquids. The CAR does not indicate that the results of
the Phase II investigation will be used to determine the need
for removal of soil in addition to that already proposed.
Unless the Phase II results are used to make this
determination, a "Phase III" may be necessary.

Section 3.3 of this report has been revised to clarify the
intent of the Phase II program and how 1t will complement the
Intaerim Response Actlion. The following statement has been
{ncluded: “"The final remedlation plan for the Basin F area
will be designed from these (Phase II) data and any
subsequent Feasibility Study (FS) investigations”.

The maximum proposed sampling depths for the Phase II
investigation is 40 feet. However, the cnly Phase I boring
that extended to that depth detected contamination in the
parts per million. The Phase II lnvestigation must fully
define the vertical extent of contaminatlon beneath the

entlire Basin.

The deepest Phase II borings propuo.d will sample the
interval at the top of the water table. which is
approximataly 40 ft below ground surface. As it has already
been established that the ground water (n this area ls
contaminated (Task 4. ESE. 1984, RIC#3A317R0Ll) the RI soils
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investigatinn ts primarily concerned wirh determining the
extent of contaminatlion in the unsaturated zone. Other RI
tasks are currently investigating the relatlonship between
the unsaturated soils and ground water with respect to
contaminant distribution, and future studles may include
saturated soil/sedlment sampling.

All soil samples should be analyzed by GC/MS and all
peaks identified to fully define all contamination present
beneath Basin F.

As the RI program was originally designed, the Phase I
investigation was intended to identify and semi-quantify
organic contamination at each site using GC/MS methods. As
the Phase I data became available the Phase II GC methods
were developed to quantify the contaminants ldentified.

Thus, the Phase II program proposed for Basin F is counsistent
with the original intent of the RI. GC/MS volatile and semi-
volatile scans are proposed for some Phase II samples to
provide nontarget data and a means to compare the quallty of
the Phase II methods. GCC/MS methods are not proposed for all
Phase II samples as they are semi-quantitative. It should be
noted, however, that the RI analytical program is being
evaluated and future stud’=2s may include 4Aifferent methods
with expanded target anal te capabilities.

The CAR states that the slte geologist will choose those
samples which will be run by GC/MS. How many samples will be
run by this method, and what factors will influence this
determination? Please explalin what criteria was used to
anticipate that samples run by GC/MS will be from 9 to 10
feet, 19 tn 20 feet. and 39 to 40 feet intervals, in light of

the fact that the Phase I Investigatlon showed substantial
organic contamination between 0 and 9 feet.

As stated above, GC/MS screening of selected Phase II samples
will be performed to provide nontarget data and a means to
compare the quality of the Phase II methods. The Site
Geologist supervising the Interim Response will determine
those samples to be analyzed by CGC/MS upon considering the
total number of samples to be collected and analyzed. the
location and depth of the samples. dlscoloration and other
physical characteristics.

As most of the Phase 1 CTU/MS data are frem the o to 5 depth
tuterval and above. it was estimated the supplemental data

provided by the GC/MS scans to be run during lhase 11 would
be most useful from intervals at 2 to 10 fr and below. The
actual samples to be analvzed by GCMS will he dercrmined by

the Site Ceologist supervising the Interim Response Actlon.

A Phase [I boring location report should be issued to all
parties for comment prior to implementation.
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The contractor performing the Interim Response Action will be
responsible for maintaining the lines of communication with
all Parties and the State.

The estimated volume of contaminated soil in the

interlor of the basin was based on the surface area of the
basin multipllied by six fvet. The six foot excavation depth
was based on the Phase [ data, accordlng to the CAR.
However, Phase I data detected contamination as deep as 40
feet. Please explaln how the 6 foor depth was established.

The 6 f{t maximum excavatlon depth is dictated by the
specifications of the Interim Response Action Scope-of-Work.
Glven a worst-case scenarlo where the entire basin area,
including liner, overburden, and underlying soil were
excavated tc depths greater tran 6 ft, the resulting volume
of material geaerated to be treated and sealed/stored would
be greater than the Interim Response Actlon ls designed to
accommodate. As explained In the response to Comment 6, the
Interim Response Actlon is designed to remove any lmmediate
threat to local populations and natural resources posed by
the basin as quickly as possible. and should not be construed
as a final remediation plan.

The areas proposed for the 6 ft maximum excavation depth were
delineated from Phase I data and liner observations.

The criterlia used for contaminated subliner removal

depths is entirely arbitrary. Stating that the depth of
organic and Lnorganic contaminatlion drive the removal
criteria 13 lnaccurate when grossly contaminated soils, 1.e.,
1000 ppm pesticides at 20 foot depths, are being excavated to
onl,; six feet. The condition of the liner cannot be a basis
for excavation because, as stated in the CAR, liquids
appeared to have migrated horizontally beneath the liner.

The removal deprhs must be revised and based on MOA party
agreement on acticn levels.

See response to comment 16. The depth of contamination
detzsted fn Phase I and the observations of liner integrity
were used to propose areas for the maximum excavation depth
of b ft. The remaining portlons of the basin will ke
excavated to & minimum of 5 inches below the liner hut
subject to excavation down to % ft depending on soil
discoloration encountered. Final remediation depths will be
determined based on Phase I and II RI data ard any subsequent
FS data, and actlon levels agreed upgon by all Purties and the
State.

The conclusion thart the depth of contamination ia
Borings 4622 and 4525 is less than one foot 13 obvicusly
errcneous glven that the boring closest to these two borings.

'

Boring uh45, showed 20 ppm aldrin at 4 o0 5 feec.
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The deepest sample taken at location 445 was 2 to 3 ft helow
the liner. Thls site is approximately 550 ft away from
Boring 4622 and 410 ft away from Boring 4625. No
contaminants were detected in samples form Boring 4623 which
is approximately 490 ft from 4622 and 640 ft from 4625. The
assumpilon that contamination at 4622 and 4625 extended to
less than 1 ft below the liner was based on this information
and the fact that liner condition at these borings and at
nearby locations 0S-20, 0S-27, 0S-28, WES 50, and WES 11 was
very good. It should also be noted that liner damage was
observed at several polnts near 4645 (0S-10, 0S-19, 0S-37,
4626) and the llner at this polnt was soft, although intact.

Section 3.4 has been revised and all estimates of depth of
contamination at various points within the basin have been
deleted. It is anticipated that the Phase II RI data coupled
with the Phase I data and any subsequent Feasibllity Study
data will be sufficient to precisely estimate the vertical
extent of contamination thrcughout the basin area.

Using midpoints between boring areas to base excavation
depths will not adequately remove much of the basin’s grossly
contaminated soils in the basin, especially with the large
distances between some of the borings. A worst case
extrapolation must be used.

Section 3.4 has been revised and the methodology described
for estimating the total volume of underburden to be removed
discarded. The revised Figure 26-6-12 depicts two areas
where underburden removal will be to the maximum 6 ft
specified in the Interim Response Action Scope-of-Work. All
other areas In the basin will be excavated to a minimum of 6
inches below the liner, but subject to excavation down to 6
ft depending on soil discoloratlon encountered.

Liner Integrity surrounding the area covered with

liquids is not a reasonable indicator of the liner integrity
heneath the liquids. This part of the basin has the longest
contact time with the liquids. Llner breakdown should be
assumed given that the liner has a 15 year life span and has
been covered with liquids for 30 plus years. This section of
the basin must be adequately sampled using borings sufficlent
to deflne the vertical extent of contamination. This must be
done before determining that the area Is grossly contaminated
only to 6 inches beneath the liner. Visual observatious
cannot be a basis for removal depths.

The Interim Response Actlion is currently belng performed and
the fluids are being pumped out of the basin. Concurrent
with this., a comprehensive investigation of the liner
condition over the basin area is being conducted. This
Investigation will include the areas formerly cuvered by
standing liquids. Phase II coil sampling In these areas will
follow after excavation has been completed.
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A minimum of 6 feet removal depth is proposed for the
area surrounding Boring 4620. However, the CAR does not
propose action levels or maxlmum depths of excavation.
Please supply this information.

This sectlon has been revised. The area surrounding boring
4620 has been designated for excavation down to 6 ft, which
is the maximum depth called for by specifications of the
Interim Response Actlon. Action levels and filnal remedlatlion
depths will be developed from Phase II and Feasibility Study

data.




